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HAMMERS - SAWS - SANDERS - GRINDERS - SHEARS - NIBBLERS - DRILLS - SCREWDRIVERS » ROUTERS - IMPACT WRENCHES - VACUUM CLEANERS 


Introducing 

Black and Decker’s 
New Catalog 
Numbering System 


As of January 1, 1970 Black 
& Decker has established 
a completely new number- 
ing system for all tools 
manufactured or marketed 
in U. S. operations. 

Each tool and each varia- 
tion in speed, handle design, 
voltage or drive end etc., 
is provided with a distinctive, 
unique number which dis- 
tinguishes it from any other 
tool of our manufacture. 

In addition to its pin-point 
accuracy in model identi- 
fication and its adaptability 
to computer operations, the 
new numbering system is 
compatible with the “Stand- 
ard Numbering System” 
sponsored by the National 
Industrial Distributors As- 
sociation and other related 
organizations. 

This catalog identifies all 
tools by their new numbers, 
with reference to the former 
model number shown in the 
specification tables on each 
page. 

For your convenience a 
cross-reference table list- 
ing “New to Old” and “Old 
to New” catalog numbers 
appears at the right. 
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Black s Decker: (e0 


60 YEARS OF POWER TOOL MANUFACTURING 


Cross-reference chart — new numbers to old 


New Old New Old New Old New Old New Old New Old 

Cat. Cat. Cat Cat Cat Cat. Cat. Cat. Cat. Cat. Cat Cat. 

No. No. Page No. No Page No. No. Page No. No. Page No. No. Page No. No Page 
1010 711 6 1335 757 1 2075 950-06 56 3255 691 65 4035 891 44 4320 786 50 
1020 880 6 1340 884 8 2170 586-1 60 3265 440 68 4040 676-10 42 4321 787 50 
1040 457 6 | 1341 884R 8 2171 + 586 60 3266 440B 68 4041 676-14 42 4325 74 51 
1041 457-2 6 | 1345 756R At 2210 824 62 3267 440M 68 4042 676-20 42 4326 76 51 
1042 457-3 Oey 1405 644 12 2220 724 62 3300 441 68 4043 676-35 42 4330 83 51 
1043 457-5 6 1415 555 12 2221 724-1 63 3301 441B 68 4045 92 44 4335 85 51 
1060 460 Oe 1425 556 13 2222 724K 63 3305 442 68 4050 590-5 44 5010 102 23 
1065 668 fe 1435 557 13 2223 724DK 63 3306 442K 68 4051 590-6 44 5015 103-1 23 
1070 702 16 1550 649 u ty 2225 625 63 3307 442B 68 4057 890-5 44 5020 104-1 23 
1075 881 7 1551 674 16 3015 986 30 3308 442M 68 4058 890-6 44 5025 109 23 
1085 909 14 1554 =741 17 Oger Boe 3310 443 69 |4060> 433-4 44> 5030 814 22 
1086 909NP 14 1575 681V 9 3019 988 30 3311 443K 69 4065 833-4 44 5031 814K 22 
1087 909-17NP 14 1580 939 14 3025 996 31 3312 443PK 70 4070 797-5 44 5035 816 22 
1088 909-17 14 1581 939NP 14 3027 997 31 3313 443DHK 70 4071 797-6 44 5036 816K 22 
1155 813 fe 2012 580 56 3029 998 31 3314 443B 69 4232 797-G8 45 5045 718 21 
1161 854V 9 2020 630 55 3032 999 31 3315 443M 69 4265 395 48 §050 719 21 
1170 795V 9 2030 631 56 3050 976 32 3320 444 69 4270 60 48 5055 723 21 
1174 643 8 2035 740-2 57 3051 977 32 3321 444B 69 4275 60-1 48 5410 26 76 
1176 643-6 8 2045 572 55 ([S052Nare Say) 3322 444M 69 (42765561 485 5417 «35-1 76 
1185 362 8 2055 573 56 —StOh Seer yee 3325 445 69 (4277) 56131 4B) 5426 = 165-1 15 
1190 706 8 2060 940 57 3103 982-2K 37 3326 445B 69 4280 577 49 5427 165-1D 75 
1195 883 8 2061 940-01 55 3105 982-4K 37 3327 445M 69 4285 290 49 5437 165-2 75 
1210 910 14 2062 940-02 55 3150 41-2 34 4010 48 42 (428655297 49 5445 165-3 75 
1215 910NP 14 2063 940-03 56 S155) ysl Oa 4015 788 42 (4280°> 499 49 5455 165-4 75 
1300 815 10 2064 940-04 56 3205 259 66 4022 836 40 )4305> 605 50 5465 155 76 
1315 689 10 2070 950-01 57 3210 507 66 4027 840 40 4310 614 50 5490 990-3 80 
1320 425 11 2073 950-04 55 3250 632 65 4028 841 40 4315 616 50 7076 C-601 14 
1330 575 12 2074 950-05 55 

Cross-reference chart — old numbers to new 
SS ee ee SS EES eee 
‘ Old New Old New Old New Old New Old New Old New 

Cat. Cat. Cat. Cat. Cat. Cat. Cat. Cat. Cat. Cat. Cat. Cat. 

No. No Page No. No. Page No. No. Page No. No. Page No. No. Page No. No. Page 
11 3155 34 395 4265 48 460 1060 6 653 7 788 4015 42 909-17 1088 14 
26 5410 76 —ago 1320 11 £499 4290 49 (66s 1065 mee 795V 1170 7  909-17NP 1087 14 
35-1 5417 76 —aGgee 2060554455 507 3210 66 (Gm Soon 797-5 4070 44 (810 1210 14 
41-2 3150 34 440 3265 68 555 1415 12 676-10 4040 42 797-6 4071 44 910NP 1215-14 
48 4010 42 —a@OM Seoremoums 556 1425 13 |SQGSIANAOATSae) 797G-8 4232 45 (9s9 1580 14 
60 4270 48 (aOR 3266 68 557 14385 13 676-20 4042 42 813 1155 Wf 939NP 1581 14 
60-1 4275 48 444 3300 68 572 2045 55 676-35 4043 42 814 5030 22 940 2060 57 
61 4276 48 441B 3301 68 573 2055. of 681V 1575 OS) 814K 5031 22 940-01 2061 55 
61-1 4277 48 442 3305 68 575 1330, 12 689 1315 10 815 1300 10 940-02 2062 55 
74 4325 51 442M 3308 68 577 4280 49 691 Seon oo) 816 5035 22 950-01 2070 57 
76 4326 51 442B 3307 68 580 2012 56 702 1070 té 816K 5036 22 950-04 2073 55 
83 4330 51 442K 3306 68 586 2171 +60 706 1190 8 824 2210 62 950-05 2074 55 
85 4335 51 —ee Sotueog, 586-1 2170 60 iim 1010 6) 833-4 4065 44 (95006552075 "56 
92 4045 44 443M 3315 69 590-5 4050 44 718 5045 21 836 4022 40 976 3050 32 
102 5010 23 443B 3314 69 590-6 4051 44 719 5050 21 840 4027 40 977 3051 32 
103-1 5015 23 443K 3311 69 C-601 7076 «14 723 §055 21 841 4028 40 978 3052 32 
104-1 5020 23 443PK 3312 70 605 4305 50 724 2220 62 854V 1161 9 982K 3101 37 
109 5025 23 443DHK 3313 70 614 4310 50 724-1 2221 63 880 1020 6 982-2K 3103 37 
155 5465 76 (ae 3320 69 616 4315 50 724DK 2223 63 881 1075 7 982-4K 3105 37 
165-1 5426 75 444M 8322 69 625 2225 63 724K. 2222 63 883 1195 8 986 3015 30 
165-1D 5427 75 444B 3321 69 630 2020 62 738 1440 13 884 1340 8 (987 3017 30 
165-2 5437 75 445 3325 69 631 2030 56 740-2 2035 57 884R 1341 8 988 3019 30 

165-3 5445 75 —aSM 3327 69 632 3250 65 741 1554. 17 890-5 4057 44 (8805s 5490 80 

165-4 5455 75 445B 3326 69 643 1174 8 756R 1345 11 890-6 4058 44 (996 3025 31 

259 3205 66 IS 1040 S&S) 643-6 1176 8’ ia fecoeea 891 4035 44 (987 3027 31 

290 4285 49 457-2 1041 6 644 1405 12 786 4320550) 909 1085 14 (98s 3029 31 

291 4286 49 457-3 1042 6 649 1550 17 787 4321 50 909NP 1086 14 )889 3032 31 

362 1185 8 457-5 1043 6 
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INDUSTRIAL AIR TOOLS | 
A complete line of industrial air products that range from impact wrenches to air screwdrivers to handle even 
the toughest production jobs. Ask for catalog MA-1 and pick the tool that suits your needs. Ce 
DeWALT SAWS 


The most complete line of industrial and construction radial arm saws in the industry today. Sizes range from 
10” to 18” and with proper accessories, these saws can handle almost any industrial or construction production 


sawing operation. Ask for catalog DE-1. 
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* Trademark of the Black & Decker Mfg. Co. 
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The Black & Decker One Year Guarantee ae 


Black & Decker tools are made of the best materials avaliable and built to the highest standards of excellence in 
the power tool industry. For you, this means long trouble-free service and years of highly productive use, 
backed by our ONE YEAR GUARANTEE. For year-in, year-out power tool satisfaction, you'll find that Black 
& Decker tools are built to last longer. 


GUARANTEE 


Black & Decker guarantees, for one year from date of 
purchase, to correct by repair or parts replacement with- 
out charge any defect due to faulty material or workman- 
ship. Simply return the complete unit, transportation 


prepaid, to any Black & Decker Service Center or Author- 
ized Service Station. Naturally, we assume no responsi- 
bility for damage caused by misuse, careless handling or 
where repairs have been made or attempted by others. 
No other guarantee, written or verbal, is authorized by us. 


Motors: 


All Black & Decker Electric Tool Motors (except Bench Grinders) are ‘Universal’ Motors, i.e. they will operate on either DC or single 
phase AC of 25 to 60 cycles of the specified voltage where a special switch or other component limits the usage of AC. 

VOLTAGE SPECIFICATIONS: Tools shown in this Catalog (except cordless tools) will be supplied in 115 volt, unless otherwise specified. 
Most tools are available, however, in 220 volts at a 10% higher cost than that of standard 115 volt units. Orders should be placed with 
the appropriate Distribution Center and up to four (4) weeks from receipt of order should be allowed for delivery. 

Black & Decker will no longer supply 125 volt or 240 volt tools from stock. For information regarding the availability of voltages and 
speeds other than those specified, please contact your Black & Decker representative or nearest distributor. Specify phase and cycle 
for Bench Grinders, otherwise they will be supplied for 115 volts, single phase, 50-60 cycle current. 

Check your supply line for proper voltage to be sure you are getting adequate power. 

GROUNDING: All tools listed in this catalog (except Cordless Tools and All-Insulated Tools) have 3-conductor cord and 3-blade 
grounding type attachment plugs, listed by Underwriters’ Laboratories, Inc., which fit 3-wire grounding receptacles now required 
by the National Electrical Code. 


* 9 a 
Underwriters’ Laboratory Listing 

All* Black & Decker Tools listed in this catalog have been listed, where applicable, under the re-examination service of 
Underwriters’ Laboratories, Inc. for industrial use. 

“Except No. 8 C.D., Reversing Screwdriver and No. 305-6 Coal Drill. 


Extension Cable Chart 


Based on current equivalent to 150 percent rated load of 
tool and a loss in voltage of not over 5 volts for 115-volt 
tools. For 220 volt tools, the nameplate amperage rating 
should be doubled prior to using this chart. The chart, 
therefore, is to be used in the same manner as for 115- 
volt tools. 
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Cutaway Features: Geared heavy-duty chuck. 
Cat. No. 1174 


High-air-flow fan insures 
maximum motor cooling. 


Hardened steel gears. 


¥,” Heavy-Duty Holgun Drill 


motor. 


Heavy-duty double-pole 


Sealed heavy-duty ball 
switch. 


and needle bearings. 


Die cast aluminum trigger. 


Special heavy-duty cord 


Switch lock button. strain relief. 


Cutaway Features: 
Cat. No. 1405 


%,” Heavy-Duty Drill 


Exclusive cooling system keeps motor 
temperature low. 


Hot staked (welded) com- 
mutator leads assure 
Positive connections. 


Motor wire coated with insulating 
resin which withstands up to 38% 
higher operating temperature. 


New type brushes prolong brush 
and commutator life. 


Armature impregnating varnish 
provides greater bond strength at 
high temperatures. 


Newly designed motor laminations 
allow more efficient operation and 
greater power output. 


Heavy-duty Black & Decker 


NEW! 
%"’ Variable Speed Drill ‘ Cat. No. 1015 
Cat. No. 1015 er Black & Decker’s only variable speed %4” 


drill. Features burn-out protected motor. 
Rugged man-sized handle for comfort, 
control. Drills fast, accurately. 


if 


Cat. No. 1010 


Compact; comfortable to hold. Rugged, 
high-strength housing. Overload protected 
with high temperature wire in motor. Qual- 
ity geared chuck. 

Duty Rating: for light-duty use. 


Bearings: 1 ball-thrust; 4 lubricant- 


) ¥%4"" Drill 
rw Cat. No. 1010 


impregnated. 

Switch: single pole trigger. pm 
nail 

Cat. No. 1020 


All parts that you touch, including chuck, 
are completely insulated from motor for 
operator protection. Housing is fiberglass 
reinforced polyester. Grounding wire elim- 
inated. 2-prong plug fits any receptacle. 
Perfect for plumbers, electricians, carpen- 
ters and others who don’t nave grounded 
receptacles to use. 


1%” All-Insulated 


Drill Duty Rating: general purpose or occa- 
NI Cat. No. 1020 sional heavy-duty use. 
‘ : Bearings: 1 roller, 1 roller thrust, 2 needle, | 
1 ball-thrust. 


Switch: single pole trigger. 


7! 
Cat. No. 345 ie 


Special steel used for longer life of spindle 

and armature shaft. Improved switch low- 
ers maintenance costs. Has conveniently 
located lock pin. 

Duty Rating: For general purpose or occa- 
sional heavy-duty drilling. 

Bearings: 1 ball, 2 caged roller, 3 needle. 


Switch: single pole trigger. 


¥%” Standard Holgun® Drill 
Cat. No. 345 


Cat. Nos. 1040 and 1060 

Our highest quality %4” Pistol Grip Drill; 
heavy-duty throughout. Ball bearings, 
harder steel on spindle and armature shaft 

add up to longer life. Special alloy heat- 
treated gears. Extra long brush life. 


Duty Rating: heavy-duty continuous pro- 


%4” Heavy-Duty 
Holgun® Drill duction service. 
Cat. Nos. 1040, 1041, Bearings: 5 ball, 1 needle. 
1042, 1043, 1060 Switch: H.D. double-pole trigger. 


Comparative Specifications 


New Old Drilling Capacity Max. Watts 
Cat. No. Cat. No. Steel Hardwood No-load RPM Rated-load RPM Rated at 120V Output Length Net Wt. Ibs. Ship. Wt. Ibs. 
1015 Ya" Yo" 2200 1400 2.0 amps. 115 BY2” ; 2% 3% 
“1010 711 V4” Yo" 2250 1750 2.0 amps. 105 7%” 3 3% 
345 V4” Yo" 2000 1700 2.5 amps.* 130 8Y2” 3% 4V2 
1020 880 %4” V2" 2250 1500 2.2 amps.* 175 8%” 3% 4 
1040 457 V4” Ya" 1700 1300 3.0 amps. 230 7TH” 3% 5 
1041 457-2 V4" Ya" 2500 1950 3.0 amps. 230 TH” 3% 5 
1042 457-3 %" Ya" 3500 2800 3.0 amps. 230 7%" 3% 5 — 
1043 457-5 %” Ya" 5000 3900 3.0 amps. 230 7%” 3% 5 
1060 460 V4" Vo” 600 450 3.0 amps. 230 8%” 8% 5 
30 Va" V2” 2250 1750 2.0 amps. 105 7%” 3 3% 


Drills 


Cat. No. 1065 
Smallest, most compact drill on the market. 


Lightweight; powerful. Cool operation— 
twin fans. Unique offset head permits 
close drilling on flush work and drilling 
in tight areas. 

Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball, 1 needle. 

Switch: single pole paddle type. 


Cat. No. 1070 

Handle design permits maximum pressure 
behind the drill bit. Heavy-duty throughout 
—a continuous-duty drill. Industrial-quality 
precision chuck. Very efficient cooling 
system. Extra long brush life; more than 
ample power for toughest drilling job. 
Excellent for use as a power unit. 

Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball, 3 needle. 

Switch: H.D., double-pole, trigger. 


Cat. No. 1075 

Same quality features as Nos. 1195, 1340 
& 1341 (see page 8) except has %” 
chuck. 


Cat. No. 1155 

Low Cost! Powerful! Full %” capacity. 
Human engineered handle for comfort. 
All-Insulated End-Handle Drill Duty Rating: general purpose. 

Cat. No. 1075 Bearings: 1 ball-thrust; 6 lubricant im- 
pregnated. 

Switch: single pole trigger. 


¥%” Drill 


Cat. No. 653 


Special steel used for longer life of spin- 
dle and armature shaft. Improved switch 
lowers maintenance costs. Has conven- 
iently located lock pin. 

Duty Rating: for general purpose or occa- 
sional heavy-duty drilling. 

Bearings: 1 ball, 3 needle, 2 caged roller. 
Switch: single pole trigger. 


¥%” Standard Holgun® 


Drill 
Cat. No. 653 
Comparative Specifications 
New Old Drilling Capacity Max. Watts 
Cat. No. Cat. No. Steel Hardwood No-load RPM Rated-load RPM Rated at 120V Output Length Net Wt. Ibs. Ship. Wt. Ibs. 
1065 668 %4” Ya" 2000 1000 2.0 amps. 130 856” 3% 4% 
1070 702 %” Ya" 2000 1175 5.2 amps. 450 12%” 6% 6% 
1075 881 %" Y2" 2000 1175 5.2 amps. 450 12%” 6% 72 
1155 813 %” 4” 1000 560 2.2 amps.* 140 8” 3% 3¥2 
653 %" 5” 1100 680 2.5 amps.* 180 BY" 3% 4% 
704 He” 5” 1400 850 5.2 amps.* 450 125%” 6% 7% 


a ae 


*AC only 


BD 


Cat. No. 1174 

Our highest quality %” Pistol Grip Drill; 
heavy-duty throughout. Ball bearings, 
harder steel on spindle and armature shaft 
add up to longer life. Special alloy heat- 
treated gears. Extra long brush life. 
Duty Rating: heavy-duty continuous pro- 
duction service. 

Bearings: 5 ball, 1 needle. 

Switch: H.D. double-pole trigger. 


Cat. No. 1190 

Heavy-duty construction throughout —a 
continuous-duty drill. Handle design per- 
mits maximum pressure behind the drill 
bit. Industrial-quality precision chuck. Very 
efficient cooling system. Extra long brush 
life; more than ample power for toughest 
drilling jobs. Excellent for use as a power 
unit. 

Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball, 3 needle. 

Switch: H.D., double-pole, trigger. 


Cat. Nos. 1195, 1340, 1341 

All-Insulated . . . special armature con- 
struction provides two independent in- 
sulating barriers between electrical wind- 
ings and the spindle. Unit double insulated 
against internal and external electrical 
hazards. No straight line access through 
air slots to live parts. Fiberglass reinforced 
polyester housing will withstand same 
heavy-duty use as metal housing. 

Duty Rating: continuous heavy-duty use. 
Listed for use with 2-wire conductor by 
U/L & National Electrical Code. 

Bearings: quality ball and needle bearing 
construction throughout. Long-life heavy- 
duty gearing. 

Switch: (881-884) double-pole trigger; 
(884R) double-pole reversing. 


Cat. No. 1185 

A heavy duty, industrial type drill. Arma- 
ture and chuck-spindle mounted on ball- 
bearings. Precision geared chuck. Well 


¥.’’ Heavy-Duty 
Holgun® Drill 
Cat. No. 1174 


All-Insulated 
End Handle Drills 


Cat. Nos. 1195, ~)) 
1340 and 1341 7 


3¥e’’ Heavy Duty 


balanced. Close-coupled construction Ball-Bearing ay, 
with minimum spindle offset. Convenient Drill 
spade handle with permanent key holder. Cat. No. 1185 
Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball, 5 needle. 
Switch: H.D., double-pole, trigger. 
Standard Equipment: detachable pipe 
handle; chuck key holder. 
Comparative Specifications 
New Old Drilling Capacity No-load Rated-load Rated at Max. Watts Net Wt. Ship. Wt. 
Cat. No. Cat No. Steel Hardwood RPM RPM 120V Output Length Ibs. Ibs. 
1174 643 %" ys” 1000 650 3.0 amps. 200 854” 3% 5% 
1176 643-6 %" Ys” 600 450 3.0 amps. 200 85" 3% 5V% ) 
1190 706 %” %" 900 540 5.2 amps. 450 13%" 6% 7% Ns J 
1195 883 %" %" 900 525 5.2 amps. 450 1354” 7% 8Y%s 
1340 884 Yp" 1%” 500 250 5.2 amps. 450 13%" 7% 8% 
1341 884R* Yo" 1%” 450 300 5.2 amps. 400 13%” 7% 8% 
1185 362 ym" %e" 1000 675 5.5 amps. 575 13%" 912 1 


“With reversing switch. 


Variable Speed Drills CaN tis 


(See page 6 for description and specifica- 
= tion Cat. No. 1015.) 
. ». permit you to match the speed sais 5: 


to suit the job. From 0 to top R.P.M. Sat Ho, 1170 
Two tools in one. Two-speed gear shift 
or anywhere in between by vary- gives correct drilling power or torque at 


both high and low speeds. Shifting gears 
from high speed to low speed increases 
torque 2% times. Perfect for electricians, 
plumbers, installers and service techni- 
cians. Use High Speed for up to %4” in 
sheet metal, up to %2” in hardwood or for 
any drilling job normally done with a 4” 
drill. Use Low Speed for up to %” in steel, 
up to %” in hardwood, up to 1%” with 
Hole Saws and up to #2” in masonry. 
Duty Rating: for general purpose or occa- 
sional heavy-duty drilling. 

Bearings: 1 ball, 3 needle, 2 roller. 
Switch: single pole; variable speed; trigger. 


ing your finger pressure. 


¥,’" Heavy-Duty 
Variable Speed Drill 
Cat. No. 1170 


> ry 
=) 


Cat. No. 1575 

B&D Exclusive: a combination Screwdriver 
and Drill. Just a turn of the collar converts 
tool from a drill to a screwdriver. Revers- 
ing switch permits quick removal of 
screws or nuts in disassembly operations. 
For intermittent-duty work. Scru-Drill® can 
be used with %4” Hex or Round Shanks, 
with Bits with %4” hex shanks and asso- 
ciated Finders and Sockets. 

Duty Rating: intermittent use. 


¥,”’ Reversible 
Variable Speed 


Scru-Drill® Bearings: 6 lubricant impregnated. 
Combination Switch: single pole; variable speed; trig- 
Screwdriver ger; reversing switch. 

and Drill 


Cat. No. 1161 

Features quality gearing and chuck to 
handle bigger, tougher drilling jobs. Im- 
proved burn-out protected motor. Handle 
redesigned for better control, more com- 
fort. Drills fast, accurately in 0-1000 RPM 
range. Choose the speed you want. 


Cat. No. 1575 


T 


¥%” Variable Speed 
Drill 
Cat. No. 1161 


Comparative Specifications 


2-Speed Drill Speeas 


New Old High Speed Low Speed Scru-Drill® Screwdriving 
Cat. Cat. Drilling Capacity No-load Rated-load No-load Rated-load No-load Rated-load Capacity Amps. Rated Max. Watts Net Wt. Ship. Wt. 
No. No. Steel Hardwood RPM RPM RPM RPM RPM RPM Wood Metal at 120V Output Length Ibs. Ibs. 
1170 795V %” 4” _ _ 0-2500 0-1700 0-1000 0-700 — — 25% 180 9%” 4% 5% 
1575 681V %” %” 0-1000 0-725 _ —_ — — up to #12 self-tap- 27% 120 9%" 4 5% 
#10 x 1%” ping screws & 

up to #12 

machine screws 

& nuts 
1161 854V %” 4” 0-1000 0-650 _— —_ _ —_ _ _ 2.2* 130 846” 3% 3% 
* AC only 


v2” Drill 
Cat. No. 1300 


2” Reversible 
Drill 
Cat. No. 1305 


@ block & Decker 
YA"SPEGAL REV, ORILE 


2” Reversible 
Drill 
Cat. No. 1315 


Cat. No. 1300 


Compact, powerful, lightweight. Conven- 
ient Side Handle permits better control 
while drilling. Precision geared chuck. 
Dust shield on chuck end and commutator 
end. Will handle 1%” twist bits in mild 
steel, 34” self feed augers in wood and up 
to 1” power bore bits. Perfect for mainte- 
nance and repair work. 

Duty Rating: intermittent use. 

Bearings: 7 sleeve, 1 needle spindle, 1 
ball thrust. 

Switch: single pole trigger. 


Cat. No, 1305 


Triple reduction heat-treated gearing for 
smooth, efficient power transmission. Die 
cast aluminum housing for strength, light 
weight. Features precision wound arma- 
ture which is balanced statically and dy- 
namically and insulated to withstand high 
temperatures. Reversing switch. Three 
position side handle allows more positive 
control in any drilling position. Spade 
handle. 

Duty Rating: intermittent use. 

Bearings: 1 ball thrust, 6 lubricant impreg- 
nated. 

Switch: reversing single pole trigger. 


Cat. No. 1315 


Here is a lightweight, compact well bal- 
anced drill for perfect control on all types 
of jobs. Features a removable two-position, 
nonconductive spade handle; precision 
geared chuck. Reversing switch with lock 
button. Gears are machined from alloy 
steel and heat treated for maximum life. 
Suitable for intermittent maintenance work, 
electrical contractors. 

Duty Rating: intermittent use. 

Bearings: 6 lubricant impregnated. 
Switch: Single pole trigger. 


New Old Rated- Amps. Max. Net Ship. 
Cat. Cat Drilling Capacity No-load Load Rated Watts Wt. Wt. 
No. No. Steel Hardwood Masonry RPM RPM at 120V Output Length Ibs. Ibs. 
1300 815 Yo" %” 17 550 400 3.0** 175 9” 3% 4 
1305 Yo" a7 —_ 550 360 4.0 — 10%” 7 10 
1315 689 Ye" A” — 600 390 4.5 — 14%” 7V2 10 
679 Yo" 1 %” 600 340 4.5 300 14” 7% 10 
687 Ve" 1” i” 600 390 45 225 13%,” 7% 10 


=. 


y 
») 


~* 


BD 


Cat. No. 1345 

Drills in places inaccessible to straight-line 
drills. Drills between joists for cable and 
pipe installation, in tight corners of ma- 
chinery, behind pipes, etc. Especially use- 
ful to men doing service or maintenance 
work and construction work. Use with self- 
feed bits, wood augers, large drill bits and 2 
hole saws. Helical right angle gears for Right Angle 
smooth power transmission. Pipe handle Drill Kit 

can be mounted in Right Angle Head or in Cat. No. 1345 
the drill housing. Head and drill have 
heavy-duty ball & needle bearing con- 
struction. Speed can be changed from 675 
RPM to 300 RPM, depending upon which 
end of head is connected to drill. Lower 
speed gives higher torque. Right Angle 
Head can be removed and chuck mounted 
in drill to give you a powerful %” H.D. 
END HANDLE DRILL for in-line drilling. 
Duty Rating: continuous heavy-duty use. 
Bearings: (in head) 2 ball, 2 needle; (in 
drill) 3 ball, 5 needle. 

Switch: H.D. Double pole trigger and re- 
versing switch. 


2” Heavy-Duty Reversible 


Cat. No. 1320 

All purpose drill built for plumbers, elec- 
tricians, etc. Armature and chuck-spindle 
mounted on ball-bearings. Precision geared 
chuck. High temperature wire in motor 
withstands high overloads. Close-coupled 
construction with minimum spindle offset. 
Convenient spade handle with permanent 
Key Holder. 

Duty Rating: continuous heavy-duty use. 
Bearings: 3 ball, 5 needle. 

Switch: H.D., double-pole, trigger. 


¥2’’ Heavy-Duty 
Drill 
Cat. No. 1320 


Cat. No, 1335 

Heavy-duty construction throughout—a 
continuous-duty drill. Handle design per- 
mits maximum pressure behind the drill 
bit. Removable 7” side handle can be 
mounted on either side of drill. Extra long 
brush life; more than ample power for the 
toughest drilling jobs. Very efficient cool- 
ing system. Industrial-quality precision 
chuck. Perfect with H.D. Right Angle At- 
tachment, No. 58880 (see No. 1345), Ex- 
cellent for use as a power unit. 

Duty Rating; continuous heavy-duty use. 
Bearings: 3 ball, 5 needle. 

Switches: H.D., double-pole, trigger and 
reversing switch. 


Ya’ Reversible Heavy-Duty End Handle 
Drill — Cat. No. 1335 


Comparative Specifications 


With Right Angle 
Head Removed 


New Old Drilling Capacity Rated- High RPM End Low RPM End Rated- Amps. Max. 

Cat. Cat. Hard- No-load load Rated- Rated- No-load load Rated Watts Net Wt. Ship. Wt. 
No. No. Steel wood Masonry RPM RPM No-load load No-load load RPM RPM at120V Output Length Ibs. Ibs. 
1345 756R* 12” 4” 1” — a 675 875 300 167 450 250 6.2 400 14%” 19 20% 

1320 425 1%” Ve" _&" 450 300 — — — _— _ — 5.5 575+ 1342” 9% 11% 

1335 757* 1%" 1%" — — = — — 450 250 — — 5.2 400 148” BY 9 


*With reversing switch. 


Stengeara equipment: tor No. 1c20 detachable pipe handic and chuck key holder; for No. 1345 steel kit box, reversible pipe handle and hex socket wrench. 
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Black s Decker: 


Reversible 
Yo” Super-Duty Drill —, 
Cat. No. 1330 


Reversible 
%4”’ Heavy-Duty 
Ball-Bearing Drill 
Cat. No. 1405 


Reversible 
34’ Super-Duty Drill 
Cat. No. 1415 


Comparative Specifications 


*With reversing switch 
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Cap. #2 MTS Cap. #3 MTS No-load Rated-load 


Drills 


Cat. No. 1330 


Extra heavy-duty capacity for continuous 
production drilling. Reversing Switch-Ring 
built-in as standard equipment; directs 
equal driving power either forward or in 
reverse. Heavy-duty ball-bearings at Spin- 
dle and armature shaft. Precision geared 
chuck. Also runs speed reducers, hoists, 
light elevators. High temperature wire in 
motor withstands high overloads. 

Duty Rating: continuous heavy-duty use. 
Bearings: 6 ball, 2 needle. 

Switches: H.D., double-pole, trigger switch 
and reversing switch. 


Cat. No. 1405 


Reversing. Taper mounted ‘“Key-Drive” 
Geared Chuck assures positive, slip-proof 
drive both forward and reverse. Chuck is 
perfectly self-aligning; may be removed 
or attached in seconds — no press need- 
ed. Closed type, heavy-duty ball bearings 
at spindle and armature shaft provide ef- 
ficient power delivery. High temperature 
wire in motor withstands high over-loads. 
Also runs speed reducers, hoists, light 
elevators, etc. 

Duty Rating: continuous heavy-duty use. 
Bearings: 6 ball, 2 needle. 

Switches: H.D., double-pole trigger switch 
and reversing switch. 


Cat. No. 1415 


Heavy-duty throughout for continuous 
production drilling. Reversing switch. 
Heavy-duty ball-bearings at spindle and 
armature shaft. Precision geared chuck. 
Also runs speed reducers, hoists, light 
elevators, etc. 

Duty Rating: Continuous heavy-duty use. 
Bearings: 6 ball, 2 roller. 

Switches: H.D., double-pole, trigger switch. 
Reversing switch. 


Standard Equipment: 

for No. 1330 Key-Drive taper chuck, 
chuck key holder and detachable pipe 
handle. 

for Nos. 1405 and 1415 Key-Drive taper 
chuck and detachable pipe handle. 


Bene, Ga No: a "lnrmece’ evel Steel RPM RPM oo ona Length fe” ibe i 
1330 875 2" 1%" 4” = 450 330 10 amps. 1100 16%” 15% 20 
1405* 644 16" 2” 4” 1” 375 275 4100 17%" «17% sé 
1415* 555 1% 6" 2” cs 1%" 375 250 1250 24” 25% 35 


BD 


Cat. No, 1425 

A real workhorse for continuous produc- 
tion drilling. Reversing switch permits 
equal power forward or in reverse. Heavy- 
duty ball-bearings at armature shaft. Pre- 
cision #3 Morse Taper Socket. Also runs 
speed reducers, hoists, light elevators, etc. 
Duty Rating: continuous heavy-duty use. 
Bearings: 6 ball, 1 lubricant-impregnated, 
1 ball thrust. 

Switches: H.D., double-pole trigger-switch. 
Reversing switch. 


Cat. No. 738 

Heavy-duty throughout for continuous 
production service. Full power in both 
speeds — forward and reverse. Sliding 
gearshift knob changes speed from 500 
to 250 RPM. As speed is reduced, torque 
is doubled. Perfect as a Power Unit. 
Closed-type heavy-duty ball bearings on 
armature shaft eliminates periodic lubri- 
cation. Roller bearings on spindle. High 
speed is ideal for drilling small pilot holes 
for large drill bits. Both holes can be 
drilled with one drill and with correct 
speed for both drill bits. 

Duty Rating: continuous heavy-duty use. 
Bearings: 6 ball, 2 roller, 1 ball-thrust. 
Switches: H.D., double-pole trigger switch 
and reversing switch. 


Cat. No. 1435 

Built with top power to handle the really 
rough jobs with ease. Perfect for de- 
pendable day-after-day drilling of large 
capacity holes. Rugged die cast aluminum 
housing built for maximum durability. Re- 
versing switch gives full power forward 


or in reverse. Also runs speed reducers, 
hoists, light elevators, etc. 


Duty Rating: continuous production serv- 
ice. 

Bearings: 6 ball, 1 |ubricant-impregnated, 
1 ball-thrust. 

Switches: H.D. double-pole trigger. Re- 


ate oi : 
vetsing sysiteh. Cat. No. 1435 Heavy Duty Power Units 
Standard Equipment: | Versatile, Dependable Power for a Wide 
(for Nos. 738 and 1435) No. 3 Morse Taper j : Variety of Applications 
Socket; (for No. 738) gear shift; detach- | | 
able pipe handle. 
Model No. 305-6 Heavy-Duty Coal Drill 58 | 
(not illustrated) 4 
Ideal for constant service on regular shot- = 
hole drilling. Spindle equipped with taper- : 
roller bearings, fits all popular coal auger Please write to our O.E.M. Dept., Towson, 
daptors. Specially heat-treated Maryland 21204, for complete information 
SEES)" PPORIANy NERC SSIOe Gents * on this versatile equipment. 
give exceptional hardness for long life. esa eeee SI 
Not for use in gaseous mines—not explo- < =e . 
sion-proof. Comparative Specifications 
New Old Cap. with Reaming Capacity Coal Drill Amps. 
Cat. Cat. No. 3 MTS Light Heavy Spindle No-load Rated-load rating Max. Watts Net Wt. Ship. Wt. 
No. No. Steel Steel Steel male thread RPM RPM at 120V Output Length Ibs. Ibs. 
1425* 556 71%” y” 5” — 350 250 12 1250 20” 25% 32 
738* +14” 1 Ys” — 250/500 175/300 12 1700 20%” 33% 39 
1435* 557 71%” i a" — 250 160 12 1700 20%” 32 37% 
305-6 _ _ - "8 600 390 12 1250 20” 25 922 


+For drilling smaller holes, a 3-2 or 3-1 Reducing Sleeve or a Chuck mounted on a Morse Taper Arbor can be used. 


*With reversing switch 


1” Heavy-Duty ~~ 
Ball-Bearing 


Cat. No. 1425 


Reversible | — 


} 


|, il 


Drill 


Reversible | 
1%” Heavy-Duty 
Ball-Bearing Drill 


Drills 


Reversible 

1%” Heavy-Duty 
PW 2-Speed Drill 

' Cat. No. 738 
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Cordless Holgun® Drills 


Completely cordless. No belt pack or heavy battery to carry. Versatile. Use any- 

where. Safe. Quiet running. Fits No. 22148 Drill Stand. Power Packs are fully Cat. No. 1085 

recharged in 10 to 12 hours. Precision geared chuck. Duty Rating: continuous No. 1086 —%4” Industrial Cordless Hol- 

heavy-duty use. Bearings: 3 ball, 3 needle. Switch: H.D. trigger-type. Safety button ® Drill. | k. No. 1088 

prevents accidental operation, permits locking unit either ON or OFF. dure sui dees Boel eA UU ia 
1700 RPM %4” Industrial Cordless Holgun® 


Cordless Scru-Drills® Drill. No. 10871700 RPM %4” Indus- 
Versatile: just a turn of the collar changes tool from Drill to a clutch type Screw- trial Cordless Holgun® Drill, less power 
driver. Completely cordless. No belt pack or heavy battery to carry. Quiet running. pack. 


Safe. Bit idles for finding screw slot. Use with %4” hex shanks, bits with %4” hex 

shanks and associated Finders and Sockets. Can be used with any bit or accessory 

which will fit in ¥%” capacity chuck. Power Packs quickly charged. See information Cat. No. 1210 

on chargers below. Duty Rating: continuous heavy-duty. Bearings: 2 ball, 3 needle, No. 1215—%” Industrial Cordless Hol- 
2 thrust. Switch: trigger-type with safety button which prevents accidental operation un® Drill, less power pack 

and permits locking unit either OFF or ON. Also reversing switch for quick removal 9 : P oa 
of screws and nuts. 


S Cat. No. 1580 
%” Industrial No. 1581 — %” Industrial Cordless Rev. 
Holgun® Drill Scru-Drill®, less power pack. 
rl 
Cat bt es Le Cat. No. 7076 
. . Lowest priced Cordless Drill. No Cord. No 
¥” Industrial etes al = Plug. No Outlet. Shockproof. Safe. Pow- 
Cordless ered by a self-contained Power Pack. Full 
Holgun® Drill recharge takes 10 hours with B&D Power 
(9 volts) Pack Charger that connects to any con- 
Cat. No. 1210 ventional 110-120 volt AC outlet. 


Duty Rating: light, intermittent use. 
Bearings: 4 needle. 

Switch: H.D. trigger type. Safety button 
prevents cacidéntal operation, permits 


%” Industrial locking unit in the OFF position. 


Cordless 

cone Drill Industrial Power Pack Charger 
Cat. No. 1580 Power Pack for the CORDLESS Drills are 
partially charged at the factory, therefore 
before using, they must be fully charged. 
9 Volt The Industrial Power Pack Chargers effi- 
Industrial ciently do this job. The Standard Indus- 
Power Pack trial Power Pack Charger (115V, AC only) 
Charger Industrial may be plugged into any 110-125V (AC 


Power only) outlet. Chargers automatically cease 
charging when Power Packs are fully 
charged. Charging time for an uncharged 
Power Pack is approximately 70 to 12 
hours; less time is required for an already 


partially charged Power Pack. (AC only). 


Cat. No. 949 


Power Pack Charger 
Cat. No. C-6000 
Used for recharging No. 7076 Cordless 


%4” Cordless = Electric Drill, above. 
Electric Drill . Ship. Wt. 1 Ib. 


Cat. No. 7076 
’ Power Pack Charger 
A . . . C- Note: Allow veral weeks for delivery on B&D 
Comparative Specifications Cat. No. C-6000 o** ‘cordless drilis. 
New old Drilling Capacity 
Cat. Cat. Fir Wood Hardwood Hole No-load Rated-load Net Wt. Ship. Wt. 
No. No. Steel P.B.7 S.F.f P.B.+ Alum. Masonry Saw RPM RPM Length Ibs. Ibs, 
1085 909 Ya" id Yo" Ya" Vo" gk 800 600 11” bY 8 
1210 910 %” ae %” Ve" 3” Yo" i 800 600 11%" 6% 8% 
7076 C-601 1%” * — = Va” %” _ 800 670 812” 4 4% 


7Power Bore Bit. 
tSelf-feed Bit. 


*Drills 300 %”, 20014”, or 751%” holes in Fir Wood on a single charge. 
Standard Equipment: (for Nos. 1085 and 1210) No. 51900 9-volt Industrial Power Pack; chuck key holder, 


Drilling Capacity Screwdriving Capacity 
New Old aa Ee et EE ee 
Cat. Cat. r Wood Hardwood No-load Rated-load Net Wt. Ship. Wt. 
No. No. Steel P. Be + S.F.t P.B.F Alum. Masonry Wood Metal RPM RPM Length Ibs. Ibs. 
1580 939 me TU 4" = Ve" %” 2" up to #12 up to #14 self-tapping screws & up 800 600 12%” 7% 8% 
x 1% to %” machine screws & nuts 


+Power Bore Bit.. 
tSelf-feed Bit. 


Standard Equipment: (for No. 1580) No. 51900 9 volt Industrial Power Pack; chuck key holder. 
14 


i): 


Accommodates No. 1010 %” Drills; (type D); 


%4" & ¥%” Std. Holgun® Drills; 
No. 1020 %” All-Insulated 
Drills; ¥” Scru-Drill. 


Cat. No. 13857 


Accommodates all B&D 
bottom handle Drills 
from ¥2” Super Duty to 
1 FD; 


Comparative Specifications 


Bench Drill Stands 


INCREASE the usefulness of Black & Decker Drills, Screw Drivers and 
Tappers by converting the portable unit to a drill press for heavy-duty work. 
Handle leverage multiplies working pressure; feeds smoothly for accurate 
work, Tool bracket is adjustable for height and radial position. 


Cat. No. 22148 


%” & Yo” H.D. Holgun® Drills; 

%" Special (types A, B & C), 4” Std., 
¥4" H.D., 46” H.D. and ¥%” Std. Drills; 
Va", He", Yo” & V2” H.D. (but not 

Rev. ¥2” H.D.) End Handle Drills. Also 
Scrugun® Screwdrivers; Tapgun® 
Tappers; and Nos. 14 & 18 Screw- 
drivers; 4” & ¥%” Ind. Cordless 
Holgun® Drills; ¥” 2-Speed H.D. Drill. 


Cat. No. 22145 


Accommodates 2” H.D., ¥%” Special, 
Ya" Junior, ¥2” Std. & %” H.D. Drills; 
%” & V2" Ind. 2-Speed Cordless Drills. 


Cat. No. 26607 


Accommodates the 
1%” H.D. Drill. 


C/L of Bit to 

Cat. No. Max. Feed C/L of Column Net Wt. Ibs. Ship. Wt. Ibs. 

39020 2%” 5%” 8 10 

22148 at 5%” W 14 

22145 4” 6” 17 20 

13857 4” 8” 50 59 

26607 4” 12” 83 98 

Bench Drill Stands are not available for Nos. 1155 or 1300 Drills. 15 
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The accuracy of a stationary Drill Press 
and the versatility of a Portable Drill are 
built into these easily carried, 2-piece 
units. Basically, the Magnetic Drill Press 
handles drilling jobs that are extremely 
difficult or practically impossible with con- 
ventional portable or stationary equipment. 
It seats itself magnetically—upside down 
or at any angle on a ferrous metal thick- 
ness of %” or more; back-up plates 
should be used on lighter gages—and 
drills by hand-lever pressure or by a con- 
venient, remote-control ‘“Hydra-Power 
Feed.” B&D Motor supplies full power to 
the Drill Unit. Motor rotation can be re- 
versed with equal power. Magnet Base 
can be used separately as a powerful 
holding device for welding or fastening 
operations. 


%4” Heavy Duty 
Magnetic 
Drill Press 


Cat. No. 1551 


Standard Equipment: 

(all units): 5’ Safety chain, Magnet Base 
with headlight, pilot light and drill point 
locator, safety trigger switch with locking 
button, reversing switch. 
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%4" Heavy Duty 
Magnetic 

Drill Press 

Cat. No. 1551 
375 RPM 


PCC UL Sa 


7 


1%” Heavy-Duty 


Two Speed 
Magnetic 
aenies Drill Press 
= Cat. No. 1554 
250 & 500 RPM 
a 
x 
X 
KK 


Hydra-Power 
Feed Pump — 
Cat. Nos. 39328 & 39031 Mag netic 
Feed Pumps Drill bi 
jase 


Cat. No. 1550 
Comparative Specifications 


Cat. No. 1554 
250 and 500 RPM 


The 1%” H.D. TWO-SPEED Magnetic 
Drill Press gives full power in both speeds 
—forward and reverse. A sliding gear shift 
knob changes no-load RPM to either 250 
or 500—even while motor is running. The 
two-speed feature makes possible a prac- 
tical drilling speed for drilling holes from 
1%” down to 5” with the included No. 3 
Morse Taper Socket. This is particularly 
useful when drilling small pilot holes for 
large drill bits. Both sized holes can be 
drilled with one tool and with the correct 
speed for each drill bit. 

For drilling smaller holes, a Chuck mount- 
ed on a Morse Taper Arbor (see next 
page) can be used. 


Standard Equipment: 


(all units): 5’ Safety chain, Magnet Base 
with headlight, pilot light and drill point 
locator, safety trigger switch with locking 
button, reversing switch. 


Cat. No. 1550 


Perfect for holding two pieces of ferrous 
metal together while welding. Also, handy 
for holding steel sheets together during 
fastening operations. Two handles permit 
easy handling. Eye bolts allow overhead 
suspension with chain if desired. Safety 
light indicates when Base is magnetized. 
18%” long, 41%.” wide. Net wt. 55 Ibs., 
Ship. wt. 57 Ibs. 


Cat. No. 39328 (for %” Mag. Press) 

Cat. No. 39031 (for 114” Mag. Press) 
Permits operator to control feeding of the 
drill while standing as far away as 6 ft. 
from Drill Press. Ship. wt. 9% Ibs. 


Reaming Capacity 


New Old Drilling Capacity Tapping Capacity (in steel) : Rated Amps. Length of 
Cat. No. Cat. No. (in steel) {in steel) Light Heavy No-load RPM Rated-load RPM Reversing Switch at 120V Drill Stroke 
1551 674 %” Model 1%” to '%4” 1546” 5” Yn" 375 275 Yes 10 12” 
1554 741 1%” Two ” D ” ” ” ” 
Speed Model Ya" to 1%” © 1 1 % 250 & 500 175 & 315 Yes 12 15 

Drill Point Pressure 

(with base in 7 : S < am 
New Old Direct horizontal position—on Magnet Base Size SafetyChain Magnet Unit Drill Unit Total Shipping 
Cat. No. Cat. No. Magnetic Pull 2" thick flat steel) Overall Height Length Width Length Net Weight Net Weight Weight 
1551 674 3%4” Model 1850 Ibs. 1100-1200 Ibs. 30%” 15%” 5¥e" 5 ft. 3212” Ibs. 28 Ibs. 73 Ibs. 
1554 T41,.1%40 Two 3000 Ibs. 1800-2000 Ibs. 31” 18%” = 41%” Ti. 55 Ibs. 46 Ibs. 116% Ibs. 


Speed Model 


® For drilling smaller holes, a 3-2 or 3-1 Reducing Sleeve or a Chuck mounted on a Morse Taper Arbor can beuiigege 
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Black s Decker 


HIGH SPEED HOLE SAW MANDRELS 


For %”, /s” and 3%” Drills 

to fit %4” to 1%.” Hole Saws Cat. No. 22181 | Mandrel with Pilot Drill 
to fit1%4” to 1%” Hole Saws Cat. No. 22182 | Mandrel with Pilot Drill 
to fit above Mandrels Cat. No. 22192 | Pilot Drill only 


For %2” and Larger Drills 
to fit %4” to 1%.” Hole Saws Cat. No. 14903 | Mandrel with Pilot Drill 
to fit 1%4” to 1%” Hole Saws Cat. No. 14904 | Mandrel with Pilot Drill 
to fit 2” to 4” Hole Saws Cat. No. 18028 |} Mandrel with Pilot Drill 
to fit above Mandrels Cat. No. 14935 | Pilot Drill only 


HIGH SPEED HOLE SAWS 


Use with Mandrels 


Saw For %4”, For 2” For 
Outside ie” or ¥e” or Larger Conduit 
Diam. Drills Drills Sizes 


% 36468 


%” 21747 
7" 21748 Y2"” 
He" 21749 ee al 
21771 eet | 
1%." 22809 es te 


1%” % 
14% .6” 
1%” 
1%” 
1%” 
15%” 
1%” 
1%" 


21772 
21773 
21781 
21782 
21783 
21784 
21785 
21786 
21787 
21788 
21789 
21790 
21791 
21792 


— 


—_ 
> 


14904 
14904 
14904 
14904 
14904 
14904 
18028 
18028 
18028 
18028 
18028 
18028 
18028 
18028 
18028 
18028 
18028 
18028 
18028 


— 
> 


1%4” 


1%” 
26" 
2%" 
2%" 
2%” 
2%2” 
25%” 
2%" 
27%” 


21794 
21796 2%” 
21797 
21798 
21799 


3%" 
3%" 
3%” 


Ee ee ee 18028 
3%” | 36454 18028 
| 3%” | 84S 18028 
a ae ee 18028 3%” 
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Hole Saws & Mandrels 


For 


Pipe Tap 
Sizes 


*8e” Hole Saw has built-in Mandrel; no separate Mandrel supplied. 


% ” 


5 


yd 


Se 


4 


%” Threaded 
Chuck and Key 


Chuck on M.T. Arbor 


Chuck 
Type 
Cad 


1/4” Gr. 


nae 1/4” Gr. 
io 


1/4” Gr. 
1/4” Gr. 


5/16” Gr. 
3/8” Gr. 


3/8” Gr. 


3/8” Gr. 


v2" Threaded 


Chuck and Key 


1/2” Gr. 


1/2” Gr. 


1/2” Gr. 
1/2” Key- 
less 


1/2” Gr. 


**Gr.—Gea 


Spindle 
Sonngeson 


¥%”-24 thd. (M) 
¥%”"-24 thd. (F) 
Y2”-20 thd. (F) 
%"-24 thd. (F) 
¥2"-20 thd. (F) 


Y2”-20 thd. (F) 
%"-24 thd. (F) 
¥%"-24 thd. (F) 
Y2"-20 thd. (M) 


¥2”-20 thd. (F) 


Y2"-20 thd. (F) 
Ya" Sq. drive 


Pin Drive 


Used on These Units 


Y%" Util. Drills, ae All-Purpose 
Drill, 4” Std. gun (E), %4” 
Spl. Drill (D), Me bath (AA) 


Hammer-Gun, %4” Std. Holgun (F) 


%4” H.D. Drills (H_ to N), %4” 
Std. Drills (B, C, CP, CSP, D) 


Y%4"” Holgun (B), All %4” H.D. 
Holguns 


He” Util., He H.D. (L to V) 


%” Std. %” H.D. (N_ to T), 
%” Util. (M to V), ¥%” Cordless 
2-Speed Drills 


%” Std. Holgun (A), %” Utility 
Drill, %” Special Drill, %” 
Cordless Holgun, %” 2-Sp eed 
H.D. Drill, ¥” Std. Holgun (B) 


3%" H.D. Holgun, %” Cordless 
Holgun 


Yo" Spl. Drill (F), v2” Util. Drill 
(A), ¥%” H.D. End Handle Drill 
#746 

2” Junior (8), Y2" Std. (B), v2” 
Util. (E, F), %” H.D. (M), ¥2” 
Special (E), “0 Cordless 2- 
Speed Drill 

Hammer-Drill 


No. 624 Impact Wrench 


746LA, 1335LBR, 58880 


Chuck & Key 
B&D Model No. 
(Jacobs No.) 
Supreme No. 

45354 (MC-1G41) 
(MC2) (MC1) HM1A, 
BM1A, H1A 

55313 (MC1G61) 


23227 (7B-¥2-20) 4B 
23762 (7B-%-24) 4A 
23228 (30B-¥2-20) 


23229 (32B) 3B 


58144 (MC4K61) 


26299 (2B) 


52114 (MC8K64) 


23230 (33B-¥/2-20) 5B 


23230 (33B-¥2-20) 
45429 (64-39) 


58850 


Consult the nearest B&D Service Center if your chuck is not listed. 


red. 
yuicmele thread; (F)—female thread. 


Key Only 
B&D Model No. 
(Jacobs No.) 
Supreme No. 


45355 (KG) 


45355 (KG) 
7705-L (K7) 4 


7705-L (K7) 4 


6133-L (K30) 
4794-L (K32) 
5 


46164 (KK) 


1536-L (K2) 


46164 (KK) 


4794-L (K32) 
5 
4794-L (K32) 


46164 


Note: Check manufacturer’s number on chuck and indicate proper chuck key 


number when ordering Key only and order by B&D Catalog Number. 


Morse Taper Equipment 


Cat. No. 10601 34” Chuck with No. 3 Morse Taper Arbor, to fit 1” and 1%” Drills and 1%” Mag. Drill Press. 

Cat. No. 38790 No. 2 Morse Taper Socket (fits 4” H.D. & %4” Std. (F), %4” H.D. Drills and %” Mag. Drill Press). 
Cat. No. 38792 No. 3 Morse Taper Socket (fits 5¢” H.D. & %” Std. (F), 9%” H.D. Drills and %” Mag. Drill Press). 
Lubricant For Drills, Tappers, Screwdrivers, Sanders, Portable Grinders, Shears and Saws. 
Cat. No. 60541 1 lb. Can Standard Gear Grease. 


H.D. Right Angle 
Attachment 


Drill RPM can be in- 
creased to 12 times 
original speed or re- 
duced to % of original 
speed. Chuck not in- 
cluded—use chuck of 
drill. 


Cat. No. 58880 
Reversing H.D. Right 
Angle Attachment. Use 
with 746 Type L A and 
1335 Type LB R Drills. 


Grinding and 
Buffing Wheels 


Use with %” to 2” 
Drills and Wheel Arbors. 
See p. 52 for larger 
wheels for Bench Grind- 
ers, etc. 


Cat. No. 39024 

3” x v2" x 2” Med. 
Grit Grind. Wheel.* 
Cat. No. 39015 

3” x %” x v2” Cotton 
Buff. 


Wire Wheel Brushes 


Use with %” Drills in 
cleaning and removing 
rust, scale, old paint. 
See p. 53 for complete 


listing of Wire Brushes. 


Cat. No. 39008 
4” Fine Brush. 


Cat. No. 39009 
4” Coarse Brush. 


3” Wire Cup Brush 


Use with %” Drills in 
cleaning and removing 
rust, scale, old paint. 


Cat. No. 39014 
(straight chuck 
shank). 


See p. 46 for Wire Cup 
Brushes for use with 
production Sanders. 


Wheel Arbors 
Fit %4” to ¥2” Drills. 
Carry grinding wheels, 


wire wheel brushes and 
buffing wheels. 


Cat. No. 39026 

Y4" Arbor (¥2” dia., 
¥%4" shank). 

Cat. No. 8449 

Y2" Arbor (¥2” dia., 
¥2" shank). 
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Black « Decker: ROTARY HAMMER SECTION 


Rotary Hammer Features 


Illustrated: 
Cat. No. 5045 Heavy-Duty Controlled air pressure, actually a compressed air ‘‘spring'’ elimi- Unique felt oiler provides ex- 
R t H nates need for any metallic spring. Smooth idling action. Safety tended lubrication protection for 
i) ary ammer clutch protects operator if hammer bit locks in hole. Torque adjust- reciprocating mechanism, Does 
ment can be easily set by removing snap-in plug button. Lubricant not require daily filling. Heat- 


fastest, lightest, lowest priced 
in its class! 


mist covers all reciprocating parts. treated hypoid gearing. 
‘ 


Heavy-duty single-pole trigger 
switch, Heavy-duty 3-wire cable 


Wear-resistant steel gears and shafts with oil grooves 
and plug. 


used in connecting rod bearing. Heavy-duty sealed 
ball-bearings in rugged aluminum housing. 


Tool retaining cap prevents hammer tools, such as 
bull points, seam tools, etc. from rotating. Specially 
heat-treated spur gears. 


Armature leads are connected to the commutator by an 
exclusive. process to prevent breakage due to vibration. 


Brush Holders exclude dirt. Easy access to brushes ‘ Efficient cooling system keeps 
through screw-in caps. Long brush life. High-Temperature hammer temperature at a mini- 
wire gives superior protection against burnout. mum. 
Rotary Hammer Features 
Illustrated: Cast Iron Barrel, easily removed as . Heavy-duty sealed eal Siaalorale Rieauy-duny tui 
unit, has superior resistance to externa earings. ugge alu- ger switch. Heavy-duty 3- 
Cat. No. 5050 Heavy-Duty and internal wear. Controlled air pres- minum housing. wire cable and plug. 
sure, actually a compressed air ‘‘spring’’ 


Rotary Hammer in barrel, eliminates need for any metal 
fastest hole driller in its class! Ce 


Armature leads are con- 
nected to the commutator 
by an exclusive process to 
prevent breakage due to 
vibration. 


Tool retainer cap prevents straight per- 
cussion hammer tools, such as_ bull 
points, seam tools, etc. from rotating. 
Specially heat-treated alloy gears. 


Efficient cooling system 
keeps hammer temperature 
at a minimum. 


Wear-resistant steel gears and shafts 
with precision roller bearing in connect- 
ing rod. 


Safety clutch protects operator if ham- 


colon all Ene mist Brush Holders exclude dirt. Steel 


wear-ring protects brush holder 
caps. Long brush life. High-Tem- 
perature wire gives superior pro- 
tection against burnout. 


Super-Duty Rotary Hammer Features 
Illustrated: Cat. No. 5055 Mark II Super-Duty Rotary Hammer 
most powerful in its class! 


Black & Decker patented air spring hammer mech- Forged steel connecting rod Large oil reservoir — 40 hour Extra heavy-duty crank and hy- 
anism with new stainless steel piston rings give with roller bearing. capacity. poid gear assembly with re- 
increased blow and long life. placeable hypoid pinion. 


Heavy-duty double-pole trigger 
switch. Heavy-duty 3-wire cable 


New twelve point drive in spindle gear reduces andiplug: 


wear on bits, 


Oversize ball bearings. 


Constant pressure brush springs 
give long brush life. High tem- 
perature wire provides superior 
protection against burnout. 


Exclusive air-cushion shock absorbers on bit re- 
tainer—another Black & Decker ‘‘first.” 


q 


Two-speed motor switch allows 
lower blow rate for starting core 


Two-speed, constant-mesh transmission allows op- Heavy-duty external, Armature leads are connected 


erator to select low speed and high torque for air-cooled clutch can to the commutator by an ex- bits or drilling in soft materials 
large core bits or high speed with lower torque be adjusted in sec- clusive process to prevent and high blow rate for normal 
for small diameter bits. onds. breakage due to vibration. drilling. 
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BD 


_ ~~ New! 
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\ 
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~~ 4 


Cat. No. 5045 


Light weight, compact, powerful! Least 
costly of all rotary hammers in its class. 
Easy to handle. Hammers with or without 
rotary action. Uses chisels, bull points, 
many other accessories. Air spring cush- 
ions shock. Welded commutator protects 
against burnout. Depth gage permits accu- 
rate hole depth. 


Duty Rating: continuous heavy-duty use. 


Bearings: 3 ball, 2 needle, 1 lubricant im- 
pregnated, 2 graphite impregnated steel. 


Switch: heavy-duty parallel-pole trigger. 


Cat. No. 5050 


Drives core bits up to 4” in diameter. No 
rig, no water, no experience necessary. 
Lowest cost per hole of any hammer in 
its class. Big, powerful 10 amp. motor de- 
livers 3600 blows per minute, Externally 
adjustable Safety Clutch prevents oper- 
ator injury if bit jams in material. Heat 
treated spur, helical and ZEROL® bevel 
gears for long-life power transmission. 
Cuts reinforcing rods with core bits. Weld- 
ed commutator leads give superior pro- 
tection against motor burnout. Air spring 
cushions shock. No mechanical springs 
to break. Depth Gage permits accurate 
hole depth every time. 

Duty Rating: continuous heavy-duty use. 


Bearings: 3 ball, 1 roller, 6 lubricant im- 
pregnated, 2 graphite impregnated steel. 


Switch: heavy-duty parallel-pole trigger. 


Cat. No. 5055 


Drills 4” to 6” holes in reinforced concrete 
on a continuous production basis. Variable 
speed... variable blow. The 2-speed me- 
chanical gearshift gives more constant 
speed with various size bits. Has built-in 
oiler. Solid Steel tool-retaining yoke 
mounted on 2 shock-absorbing air springs. 
Air Spring mechanism with stainless steel 
piston ring. H.D. steel inserts in casting 
for auxiliary handle. Efficient 12 PT. drive 
for maximum torque, greater shank life. 
External clutch adjustment. 14 H.D. over- 
sized bearings. 


Duty Rating: continuous super-duty use. 
Bearings: 3 ball, 2 roller, 4 needle, 4 lubri- 
cant impregnated, 2 graphite impregnated 
steel. 

Switch: heavy-duty double pole trigger 
switch. Wired for “Double Break” opera- 
tion. Gives longer life. 


Standard Equipment: (Nos. 5045 & 5050) 
Depth gauge; No. 63095 Tool Retaining 
Spring; Reversible Side Handle; No. 57570 
Dust Shield; Sturdy Fibre Carrying Case; 
No. 51314 Plastic Bottle of Oil; (No. 5055) 
No. 66910 Reversible Side Handle; No. 
58605 Handle Cushion; No. 51314 Plastic 
Bottle of Oil; No. 62821 Dust Shield; 
Sturdy Fibre Carrying Case; Depth Gauge, 
Leather Handle Protector. 


New! 


Heavy-Duty 
Rotary Hammer 
Cat. No. 5045 


Heavy-Duty Rotary Hammer 
Cat. No. 5050 


Super-Duty Rotary Hammer 
Cat. No. 5055 


Comparative Specifications 


New Old Hole Drilling Capacity 
Cat. Cat. Percussion 

No. No. Carbide Bits Core Bits 
5045 718 %” to 1” b Kc 

5050 719 Ye" to 1%4” 2 

5055 723 Ye" to 1%” 4” 


Motor 
Speed 


Rated-load 
Blows 
Per Min. 


Gear 
Speed 


120V Amp. 
Rating 


Length 
13%” 
172 
20” 


Net Wt. 
Ibs. 


12% 
19¥ 
26 


Ship. Wt. 
Ibs. 


24 
29% 
36% 


Cutaway Features: Exclusive 360° shift collar provides 
Positive, easy shifting from drilling 


Cat. No. 5035 to hammering action. 
All Insulated Hammer Drill 
Dust shield protects hammering 
mechanism from abrasive dust. 


Depth adjustment rod can be 
_used on either side of hammer. 


Heavy duty, industrial-type chuck. 
Long-life hammering mechanism, 
Hardened steel gears. 


Heavy duty, sealed, ball bearings. 


Heavy-Duty 
Hammer Gun® 
Cat. No. 5030 


=a 


Kit 
Cat. No. 5031 


ALL INSULATED 
HAMMER DRILL 


Kit 
Cat. No. 5036 


Heavy duty Black & Decker built motor. 
Cool running and vibration free. 


Heavy duty single pole 
trigger. 


Cat. No. 5030 
Drills up to %2” in masonry, up to %” in 
steel. The hammering mechanism is inside 
the gearcase, protected from dust and dirt. 
Positive locking shift collar easily converts 
from drill to hammer drill... from percus- 
sion drilling in concrete, brick or tile to 
direct drilling in steel and wood. Accurate 
depth gauge is standard equipment. 
New speed multi-hole overhead drilling 
with complete operator comfort. Fast, 
Powerful. Drills up to 8” per minute with 
¥2" bit in masonry. Positive Depth Gauge 
Clamp assures greater accuracy. Specially 
designed B&D Motor is powerful, light- 
weight. Low maintenance. 


Duty-Rating: general purpose. 
Bearings: 2 roller, 4 oil impregnated. 
Switch: heavy-duty single-pole trigger. 


Standard Equipment: Hex wrench, chuck 
key and holder. 


Cat. No. 5031 Kit includes: No. 5030 Ham- 


mer gun; hex wrench; chuck key and 


holder; steel kit box. 


Cat. No. 5035 


The All-insulated 5035 protects the opera- 
tor. It's comfortable to touch even in ex- 
treme temperatures, The hammering mech- 
anism is protected from abrasive dust. 
Well-balanced for comfortable masonry 
drilling and use as a ¥%” H.D. drill. Long 
Life... Low Maintenance! H.D. Industrial 
chuck and ball thrust bearing. Felt and 
rubber dust shields protect mechanism. 
Long iife impacting members. H.D. trigger 
switch. Cool-running, vibration-resistant 
motor. Ball bearing construction. Exclusive 
shift collar for positive, easy shifting from 
drill to hammer action. Reversible side 
handle can be used for right or left handle 
operation. Depth gauge is interchangeable 
to either side of hammer-drill. 

Duty Rating: continuous heavy-duty use. 
Bearings: 2 bail, 4 needle, 1 ball-thrust. 


Switch: heavy-duty single-pole trigger. 


Standard Equipment: chuck key and hold- 
er; depth gauge; detachable side handle. 
Cat. No. 5036 Kit includes: Depth gauge; 
detachable side handle; sturdy steel carry- 
ing case; chuck key and holder. 


Hole Drilling Capacity 
New Old Percussion Carbide Bits Twist Bit 


Cat. Cat. Tile, porcelain, Hole Saw Capacity no-load Rated-load 
No. No. Masonry hard brick, etc. Steel Wood Steel Wood RPM RPM 

5030 814 Ya" %” V4” %” 1" 1%” 1600 1000 

5035 816 %” te” ye" i” 1” 2° 1300 800 


Amps. Rated Tool Net Wt. Ship. Wt 
at 120V Lensth Ibs. Ibs, 

3.5 9%” 4V2 4% 

5.2 14%” 8% 10 


Accessory for Hammer-Gun Model No. 57714 Dust Shield. Protects tools from abrasive dust. 
Accessory for Hammer-Drill Model No. 58309 Dust Shield. 
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i A neoprene backed, felt seal around tool shank protects mechanism 
pee Hammer Features from dust damage. Lubricant mist covers all reciprocating parts. 
Illustrated: 


Cat. No. 5025 Super-Duty Hammer 
long-life, durable demolition tool. 


Strengthened castings are held with hardened 
Improved front tool socket head cap screws. 


retainer. 


Greatly strengthened mounting for parallel 
pole, heavy-duty switch. Heavy-duty, 3-con- 


Cast Iron Barrel, easily removed as a unit, has superior ductor cable and plug. 


resistance to external and internal wear. Controlled air 
pressure, actually a compressed air ‘‘spring” in barrel, 
eliminates need for any metallic spring. Smoother idling 


; Special motor laminations and centrifugal 
action. 


fan result in cooler running motor. Armature 
leads are connected to the commutator by 
an exclusive process to prevent breakage 
due to vibration. Brush Holders exclude dirt. 
Steel wear-ring protects and retains brush 
holder caps. Considerably improved brush life. 


Cat. No. 5010 Y2’’ Hammer 
Duty Rating: continuous heavy-duty use. Cat. No. 5010 


Bearings: 3 ball, 2 oil impregnated. 
Switch: H.D. parallel pole trigger. 
Standard Equipment: trigger-type switch; 
No. 10909 tool retaining spring; carrying 
case; No. 51314 plastic bottle of oil. 


Uses No. 1 Shank Hammer Tools and Nos. 22587 
and 23806 Chuck Wrenches. al 


Cat. No. 5015 


Duty Rating: continuous heavy-duty use. 
Conan - ball, 1 Bead 1 oil impregnated. 
witch: H.D. parallel pole trigger. ” -Dut 
Standard Equipment: carrying case; No. 1 Heawy-Duly 


Hammer 
51314 plastic bottle of oil; 10909 Tool 
Retaining Spring. Cat. No. 5015 


Uses No. 1 Shank Hammer Tools and Nos. 22587 
and 23806 Chuck Wrenches. 


Cat. No. 5020 
aay oa corenucus heavy-duty use. 

earings: 3 ball, 2 roller. 112” Heavy-Dut 
Switch: H.D. parallel pole trigger. & 2 eine: 
Standard Equipment: dust shield; No. 
21750 tool retaining spring; carrying case; Cat. No. 5020 


No. 51314 plastic bottle of oil. 


Uses No. 3 Shank Hammer Tools, Nos. 22749 and 

22754 Chuck Wrenches, No. 21726 Turning Handle 

heel No. 22510 Chuck Head and No. 2 Shank Star 
s. 


Cat. No. 5025 

Superior longest-life demolition tool — 
ruggedly built. Efficient Air Spring Mech- 
anism keeps this hammer on the job. 
Produces more work per dollar of cost 
than any other electric hammer. Fastest 
driller of large holes (1%4”-2%2”) using 
star drills. Outstanding construction fea- 
tures from end to end. Auxiliary side han- 
dle for greater operator comfort. 

Duty Rating: heavy-duty continuous use. 
Bearings: 4 ball, 1 roller. 

Switch: H.D. parallel pole. 


Standard Equipment: carrying case; No. 
51314 4 oz. plastic bottle of hammer oil; 
auxiliary side handle. 


Super-Duty 
Hammer 
Cat. No. 5025 


Comparative Specifications 


iNew Old Operating 

Cat. Cat. Range (hole Rated-load Amps. Rated Net Wt. Ship. Wt, 
No. No. diameter) blows/min. at 120V Length Ibs. Ibs. 
5010 102 V4" to %4” 2400 1.6 12%” 5% 13 

5015 103-1 Ya" to 1Ve” 2300 3.3 145%” 10% 21 

5020 104-1 Ye" to 2” 2200 7.0 18%” 19% 32 

5025 109 M6" to 242” 2150 9.0 2242” 31% 45% 


Black s Decker: 


No. 5045, 718, 5050 and 719 
HAMMER ACCESSORIES . 


CARBIDE CORE BITS 
FOR 5045, 718, 5050 AND 719 ROTARY HAMMERS 


Drill up to 6” holes through concrete and reinforcing rod with portable 
hammer. No water or diamond bits necessary. 


Separate screw-in shank is designed for quick, easy change-over from 
one Bit to another of the same diameter. You don’t buy a new shank 
every time the Core Bit wears out. Bits cut through light reinforcing 
rods and mesh. They are lightweight. B&D Percussion Carbide Bits, 
when sharpened regularly, are the least expensive bit per hole drilled 
when compared with star drills, diamond bits, etc. 


A. Bodies Cc. Starter D. Adaptor 
6” in Length B. Shanks Drills Bushings 
FOR 5045, 718, 5050 AND 719 ROTARY HAMMERS 
No. 66562 No. 66577 5¢”— 7 thrds x 7/2” 
1” Core No. 66578 56”— 7 thrds x 12” Pek a 
Bit Body No. 66579 5@”— 7 thrds x 18” 
No. 66563 No. 66577 5¢”— 7 thrds x 742” No. 60388 No. 60393 
1%” Core No. 66578 5%”— 7 thrds x 12” ba vfs 
Bit Body No. 66579 §’— 7 thrds x 18” Starter Drill Adaptor Bushing 
No. 66564 No. 66577 5¢”— 7 thrds x 712” No. 57461 (Use NO 
1%” Core No. 66578 5e”— 7 thrds x 12” Starter Drill Adaptor 
Bit Body No. 66579 5¢”— 7 thrds x 18” Bushing) 
No. 66565 No. 66577 56”— 7 thrds x 7%2” No. 57461 No. 57462 
1%” Core No. 66578 54”— 7 thrds x 12” Starter Drill 1%.” Adaptor 
Bit Body No. 66579 5¢”— 7 thrds x 18” Bushing 
No. 66566 No. 66580 1”— 4 thrds x 712” No. 57461 No. 57463 
1¥%2” Core No. 66581 1”— 4 thrds x 12” Starter Drill 1%” Adaptor 
Bit Body No. 66582 1”— 4 thrds x 18” Bushing 
No. 66567 No. 66580 1”— 4 thrds x 7/2” No. 57461 No. 57464 
1%” Core No. 66581 1”— 4 thrds x 12” Starter Drill 1%” Adaptor 
Bit Body No. 66582 1”— 4 thrds x 18” Bushing 
No, 66568 No. 66580 1”— 4 thrds x 742” No. 57461 No, 58342 
2” Core No, 66581 1”— 4 thrds x 12” Starter Drill 2” Adaptor 
Bit Body No, 66582 1”— 4 thrds x 18” Bushing 
FOR 5050 AND 719 ROTARY HAMMERS ONLY 
No. 66569 No. 66580 1”— 4 thrds x 742” No. 57461 No. 58343 
2%2” Core No. 66581 1”— 4 thrds x 12” Starter Drill 2¥2” Adaptor 
Bit Body No. 66582 1”— 4 thrds x 18” Bushing 
No. 66570 No. 66580 1”— 4 thrds x 742” No. 57461 No. 58344 
3” Core No. 66581 1”— 4 thrds x 12” Starter Drill 8” Adaptor 
Bit Body No. 66582 1”— 4 thrds x 18” Bushing 
No. 66571 No. 66580 1”— 4 thrds x 7%2” No. 57461 No. 58345 
3%” Core No. 66581 1”— 4 thrds x 12” Starter Drill 3%” Adaptor 
Bit Body No. 66582 1”— 4 thrds x 18” Bushing 


Model Bit Useable Model Bit Useable 
No. Dia. ey No. Dia. ‘Dente 
52196 The? 4%” 51750 %e” 4Y6" 
51739 Yo" 4¥0” 51751 7" 1554” 
51740 2” 956” 51752 ” 4Y%6” 
51741 Ye" 1556” 51753 1” 1554” 
51742 eo” 4%" 51754 1%" Ye” 
51743 56” 4¥e” 51755 1%” 1556” 
51744 56” 956” 51756 1%" 4Ye” 
51745 56” 1556” 51757 1%" 1556” 
51746 144” Va" 53590 1%” 6%” 
51747 4” 4%" 53591 1%" 1556” 
51748 %" 9%” 53592 1%” 614” 
51749 %" 1556” 53593 12” 1556” 
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Hammer Accessories 


NO. 5045, 718, 5050 AND 719 HAMMER TOOLS 


BULL-POINT 
For demolition drilling. 


SEAM TOOL—For 
seaming, caulking 
and pointing. 


These Tools have 
No. 1-A Shank 


No. 51596 
12" 
No. 51570 
48” 


CONCRETE SLOTTING 
TOOL—For Slotting in 


concrete and breaking No. 51571 
“web” between star drill 1Y4”'x 12” 
holes to break large 
openings in walls, etc. 
4-POINT SCALING TOOL No. 51572 
For removing scale. 5 Pa 
No. 51573 
1%", 12” 
No. 51574 
1%", 12” 
No. 51575 
2”, 12" 
SCALING CHISELS No. 60106 
For removing scale 1%”, 12%” 
and weld spatter. 45° bevel 
No, 60107 
1%”, 12%” 
45° bevel 
No. 60108 
2”. 121%" 
45° bevel 
COLD CHISELS ee 
For chipping, edging, No, 57124 
channeling. 5”, 18” 


BUSHING TOOL 
For surfacing concrete. 


BUSHING HEAD ONLY 
No. 10684 


No. 51577 
12” 


No. 51578 
9” 


Quantity prices are available on Forged Hammer Tools... 


see your distributor. 


aS 
SHORT HEX SHANK BITS 


FOR DRILLING HOLES 
FOR EXPANSION SHIELDS 


. Useable 
Model Bit 

4 Drilling 

ae apt! 

52187 He” 2%” 
52189 M6” 242” 
52191 27h," 342” 
52193 yk 334” 
52194 1%” 412” 


SisS3 3a——— 
“A” TAPER SHANK BITS. 
USE WITH TAPER ADAPTOR. 
PERMITS USE OF 

LOWER PRICED BIT. 


Useable 
Model Bit . 

Drilling 

No. Dia. Depth 

40024 Ya” 4” 
40025 Ya" 6” 
52143 Ye” B32” 
52144 he” 3%” 
52145 Ya” 3%” 
52146 Ya" 6156” 
§2147 He” 615, 6” 
52148 5a” 614 6” 
52149 he” 613, 6” 
52150 4” 61% 4” 
52151 272" 61H 6” 


TAPER AND DIAMOND ADAPTORS 


Model No. 52139 ‘‘A’’ Taper Adaptor. Required when using ‘‘A” Taper 


Shank Bits above. 


Model No. 60109 ‘“‘B” Taper Adaptor. 


Model No. 61306 Diamond Adaptor for use with “‘B’”’ Taper Bits or 
use for setting self-drilling anchors with rotary hammers. 


»)) 
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No. 5055 and 723 BD 
HAMMER ACCESSORIES 


CARBIDE CORE BITS 
FOR 5055 AND 723 ROTARY HAMMERS 


Drill up to 6” holes through concrete and reinforcing rod with portable 
hammer. No water or diamond bits necessary. 


Separate screw-in shank is designed for quick, easy change-over from 
one Bit to another of the same diameter. You don’t buy a new shank 
every time the Core Bit wears out. Bits cut through light reinforcing 
rods and mesh. They are lightweight. B&D Percussion Carbide Core 
Bits, when sharpened regularly, are the least expensive bit per hole 
drilled when compared with star drills, diamond bits, etc. 


A. Bodies C. Starter D. Adaptor 
6” in Length B. Shanks Drills Bushings 
J ee SS SS ee eee 
No. 66567 No. 66586 1”— 4 thrds x 71/2” No. 57461 No. 57464 
134” Core No. 66587 1”— 4 thrds x 12” Starter Drill 1%” Adaptor 
Bit Body No. 66588 1”— 4 thrds x 18” Bushing 
Hig Be ee ee ee ee ee 
No, 66568 No. 66586 1”— 4'thrds x 71%” No..57461 No. 58342 
2” Core No. 66587 1”— 4 thrds x 12” Starter Drill 2” Adaptor 
Bit Body No. 66588 1”— 4 thrds x 18” Bushing 
i ee ee ee 
No. 66569 No. 66586 1”— 4 thrds x 72” No. 57461 No. 58343 
22” Core No. 66587 1”— 4 thrds x 12” Starter Drill 2¥%2” Adaptor 
Bit Body No. 66588 1”— 4 thrds x 18” Bushing 
Bee ee EE EE EE Ee ee ee eS eS 
No. 66570 No. 66586 1”— 4 thrds x 72” No. 57461 No. 58344 
3” Core No. 66587 1”— 4 thrds x 12” Starter Drill 3” Adaptor 
Bit Body No. 66588 1”— 4 thrds x 18” Bushing 
ee 
No. 66571 No. 66586 1”— 4 thrds x 712” No. 57461 No. 58345 
32” Core No. 66587 1”— 4 thrds x 12” Starter Drill 3%” Adaptor 
Bit Body No. 66588 1”— 4 thrds x 18” Bushing 
See ee 
No. 66572 No. 66586 1”— 4 thrds x 742” No. 57461 No. 58346 
4” Core No. 66587 1”— 4 thrds x 12” Starter Drill 4” Adaptor 
Bit Body No. 66588 1”— 4 thrds x 18” Bushing 
i 
No. 66574* No. 66586 1”— 4 thrds x 712” No. 57461 No. 58348 
5” Core No. 66587 1”— 4 thrds x 12” Starter Drill 5” Adaptor 
Bit Body No. 66588 1”— 4 thrds x 18” Bushing 
No. 66576* No. 66586 1”— 4 thrds x 7%” No. 57461 No. 58350 
6” Core No. 66587 1”— 4 thrds x 12” Starter Drill 6” Adaptor 
Bit Body No, 66588 1”— 4 thrds x 18” Bushing 
a et 
No. 66562 No. 66583 %”— 7 thrds x 712” 
1” Core No. 66584 54”— 7 thrds x 12” bo alopac fi 
Bit Body No. 66585 5@”— 7 thrds x 18” 
No. 66563 No. 66583 5¢”— 7 thrds x 7/2” No. 60388 No. 60393 
1%” Core No, 66584 5@”— 7 thrds x 12” Starter Drill Adaptor 
Bit Body No. 66585 5e”— 7 thrds x 18” Bushing 
No. 66564 No. 66583 5@”— 7 thrds x 7%2” No. 57461 (Use NO 
1%4” Core No. 66584 5¢”— 7 thrds x 12” Starter Drill Adaptor 
Bit Body No. 66585 56”— 7 thrds x 18” Bushing) 
ees 
No. 66565 No. 66583 56”— 7 thrds x 742” No. 57461 No. 57462 
1%” Core No. 66584 54”— 7 thrds x 12” Starter Drill 1%” Adaptor 
Bit Body No. 66585 56”— 7 thrds x 18” Bushing 
No. 66566 No. 66586 1”— 4 thrds x 742” No. 57461 No. 57463 
1%” Core No. 66587 1”— 4 thrds x 12” Starter Drill 1¥%2” Adaptor 
Bit Body No. 66588 1”— 4 thrds x 18” Bushing 


EEE 


* for intermittent use 


Hammer Accessories 


NO. 5055 AND 723 HAMMER TOOLS “hese tools have 


SCALING CHISELS 
For removing scale 
and weld spatter. 


COLD CHISELS 
For chipping, edging, 
channeling. 


4-POINT SCALING TOOL 
For removing scale. 


SEAM TOOL—For seam- 
ing, caulking and pointing. 


BULL-POINT 
For demolition drilling. 


CONCRETE SLOTTING 
TOOL—For Slotting in 
concrete and breaking 
“‘web”’ between drilled 
holes to break large 

openings in walls, etc. 


BUSHING TOOL 
— ee For surfacing concrete. 


TOOL BLANKS—May be forged 
to any desired shape. 


No. 6 shank 


No. 62693 


No. 62697 
45° bevel, 
1¥%2", 12%" 
No. 62698 
45° bevel, 
2”, 12%" 


No. 62699 
Ye", 124" 
No. 62700 
%", 18" 


No. 62692 
12%" 


No. 62703 
124" 


No. 62689 


No. 62691 
12%” 


No. 62701 
42%" 


No. 62704 
1214” 


Quantity prices are available on Forged Hammer Tools 


... See your distributor. 


NO. 5055 AND 723 PERCUSSION CARBIDE 


HAMMER BITS 
Model Bit 
No. Dia. 

62653 Yo" 
62654 Yn” 
62655 Yo" 
62656 He" 
62657 5a” 
62658 5” 
62659 5” 
62660 he” 
62661 %” 
62662 4” 
62663 %” 
62664 %” 
62665 %” 
62666 1”: 
62667 ie 
62668 1%” 
62669 1%” 
62670 1%" 
62671 1%” 
62672 1%” 
62673 1%” 
62674 1%” 
62675 1%” 


Useable 


62652 he” 


REGULAR LENGTH HEX SHANK BITS 


Drilling 
Depth 


4¥" 
4V%, ” 


SHORT HEX SHANK BITS => SS 


For Drilling Holes for Expansion Shields 


Model No. 62681 


Useable 
wee) fl Drilling “A” Taper Chuck Head 
“ : Depth (For Taper Carbide Bits) 
e2e78 | OaR Model No. 62682 
62678 MA,” 3%” “B" Taper Chuck Head 
peli ter ries (For Taper Carbide Bits) 
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Black & Decker- Hammer Accessories 


NO. 5010 AND 102 HAMMER TOOLS STAR DRILLS 


NO. 5030 AND 814 
HAMMER-GUN PERCUS- 


These Tools 
have No. 1 


FOR DRILLING %4” TO 1” DIAMETER 


Shank HOLES TAPER “A” SHANK 
SION CARBIDE BITS No. 23804 : 
BULL-POINT 410” Model Point Overall Quan. 
oa For demolition drilling. No. 23805 No. Diam. Length in box 
Model Bit Drilling 18 7167 a" Be 2 =p 
NG. Depth 7168 He” 5” 5 
P CONCRETE SLOTTING 7160 yen Br 5 
TOOL—For Slotting in 7169 The! 5” rs 
51780 254” concrete and breaking No. 32112 7161 Yo" 9” 5 
51060 44” “web” between star M4" 9364 Yo" 18” 1 
51781 234” drill holes to break 11%” 7170 Hee” 9” 40 
a large openings in 7162 5” ” 40 
55573 soph walls, etc. 9372 5" 18” 1 
peathe 53 4-POINT SCALING ar ae a be 
5575 Mn - 6 Ao ” 
bi te TOOL—For removing No. oe 9380 4" 18” 1 
re scale, 9382 4” 24” 1 
55577 4% 50058 7h" a 10 
56932 4%” No. 12446 50062 aid 9” 10 
1%”, 9” 
SCALING CHISELS 4 
For removing scale ee | 
and weld spatter. No. 17315 ne | 


Brg 
NO. 5030 AND 814 
HAMMER-GUN 
CARBIDE BITS 


COLD CHISELS 
For chipping, edging, NO; 11108 
channeling. , 


BUSHING TOOL 
For surfacing concrete. 


BUSHING HEAD ONLY 
No. 10684 


No. 11624 
8” 


. Useable 
veal Ai Drilling 


SEAM TOOL—For 


55702 34" seaming, caulking No. a 
55703 %" and pointing. 
55704 je” TOOL BLANKS—Can be for. i 
—| ged into any 
55705 Ye” special shapes required for special sc a 


55706 Yo" applications. 


» 


STAR DRILLS 


NO. 5015 AND 103-1 HAMMER TOOLS FOR DRILLING %4” TO 1” DIAMETER 


NO. 5035 AND 816 HOLES TAPER “A” SHANK 


These Tools A 
HAMMER-DRILL have No. 1 "Wo. Diem tengin, iabes 
an —)] 
PERCUSSION 7167 %” 5” 5 
No. 23804 7168 he” 5” 
CARBIDE BITS BULL-POINT 10” 7160 4” 5” 5 
For demolition drilling. No. 23805 7169 ha” 6” 5 
18” qe! i 9” 5 
. Useable 936: fo." 18” 1 
voce be Drilling CONCRETE SLOTTING 7170 Her 9” 10 
Depth TOOL—For Slotting in 7162 e, 9” 10 
concrete and ‘breaking No. 32112 9372 “ae 18” 1 
51060 “web” between star 1h 114" 7171 "is 9” 10 
51780 drill holes to break Sea lite 7163 % 9 10 
large openings in 9380 4” 18” 1 
51781 walls, etc. 9382 a” 24” 5 ) 
51061 50058 Yo" 9” 10 
0062 i iad 9” 10 
51062 4-POINT SCALING 2 


TOOL—For removing 


No. 17335 
51782 9” 


51063 scale. 
51361 No. 12446 FOR DRILLING 11/16” TO 1%2” 
ee SCALING CHISELS ge, DIAMETER HOLES 
or removing scale eH " “py 
51066 and weld spatter. sis abate TAPER “B” SHANK 
51067 2”, 9" Model Point Overall Quan. 
51068 No. Diam. Length in box 
For chinning: odgin No, 11108 24673 144" 9” 10 
ey cripples. edging, 3%”, 8” 24673 Mg 9 
BUSHING TOOL 3083 Ya, a 1 
For surfacing concrete. No. 11624 a eg a He 
Carbide bits can be resharpened. See BUSHING HEAD ONLY 8” 9388 he” 18” 1 
our Service Center for low, low prices. No. 10684 9390 Tm” 24” 1 
: a ee | 
SEAM TOOL—For sd 
seaming, caulking Me. yas? 9396 ¥ 18” i 
and pointing. aay 1%" ves 
TOOL BLANKS—Can be forged into any No. 11407 10981 Le 24” 
special shapes required for special rene 50065 1% 14 1 
applications. 10 50069 1%” 14” 1 
Quantity prices are available on Forged Hammer Tools Requires extra chuck wrench No. 23806. 
— See Your Distributor. 


NO. 5020 AND 104-1 HAMMER TOOLS 


BULL-POINT 
For demolition drilling. 


CONCRETE SLOTTING TOOL 
For Slotting in concrete 

and breaking ‘‘web”’ between 
star drill holes to break large 
openings in wails, etc. 


SCALING CHISELS 
For removing scale and 
weld spatter. 


COLD CHISELS 
For chipping, edging, 
channeling. 


FLAT WOOD CHISELS 
For wood gouging and 
shaping. 


BUSHING TOOL 
For surfacing concrete. 


BUSHING HEAD ONLY 
No. 10684 


SEAM TOOL—For seaming, 
caulking and pointing. 


CLAY SPADE—For digging 
holes in dirt and clay. 


TOOL BLANKS—Can be forged into any special 
shapes required for special applications. 


STAR DRILLS 


BD 


® 


These Tools have 
No. 3 Shank 


No. 9036 
42” 
No. 9410 
20” 


No. 32113 
1%", 18” 


No. 12401 
112", 12” 
No. 22886 
342" 
No. 22887 
2¥2", 12” 


No. 7095 
% ae 9” 


No. 9405 
Ye", 20” 


No. 9039 
2”, 9” 


No. 9040 
g” 


No. 9035 
9” 


No. 53557 
42”, 52", 
18” overall 


No. 7267 
12” 


FOR DRILLING %” TO 1” FOR DRILLING 11/16” TO 
DIAMETER HOLES 1%” DIAMETER HOLES 
TAPER “A” SHANK TAPER “B” SHANK 
Model Point Overall Quan. Model Point Overall Quan. 
No. Diam. Length in box No. Diam. Length in box 
7167 Ya” 5” 5 24673 1% 6” 9” 10 
7168 he” 5” 5 23081 %” 9” 1 
7160 of 5” 5 23082 %” 18” 1 
7169 he” 5” 5 23083 yy” 24” 1 
7161 Yn” 9” 5 7172 1H, 6” 9” 10 
9364 Ya" 18” 1 7097 %e” 9” 10 
7170 He” 9” 10 9388 Ya” 18” 1 
7162 9” 10 9390 ” 24” 1 
9372 5” 18” 7173 We” 9” 10 
7171 Me" 9” 10 7096 1” 9” 10 
7163 %” 9” 10 9396 a 18” 1 
9380 um” 18” 1 9398 1% 24” 1 
9382 4" 24” 1 10751 1%” 12” 1 
50058 %e” 9” 10 10981 10” 24” 1 
50062 | ha 9” 10 50065 1%” 14” 1 
50069 1%” 14” 1 


Requires extra chuck wrench No. 22749. 


FOR DRILLING 1%” TO 2” 
DIAMETER HOLES 


NO. 2 SHANK 
Model Point Overall Quan. 
No. Diam. Length inbox 


21942 1%” 18” 1 
21943 1%” 30” 1 
21944 1%” 18” 1 
21946 1%” 18” 1 
21947 1%” 30” 1 
21948 1%” 18” 1 
21950 a 18” 1 
21951 2 30” 1 


Requires extra Turning Handle No. 21726. 


Hammer Accessories 


NO. 5025 AND 109 HAMMER TOOLS 


BULL-POINT 
For demolition drilling. 


CONCRETE SLOTTING TOOL 
For Slotting in concrete 

and breaking “‘web” 

between star drill holes 

to break large openings 

in walls, etc. 


SCALING CHISELS 
For removing scale and 
weld spatter. 


COLD CHISELS 
For chipping, edging, 
channeling. 


BUSHING TOOL 
For surfacing concrete. 


BUSHING HEAD ONLY 
No. 10684 


CLAY SPADE—For digging 
holes in dirt and clay. 


STAR DRILLS 


FOR DRILLING 11/16” TO 1%” DIAMETER HOLES 


TAPER “‘B” SHANK 


These tools have 
No. 5 Shank 


No. 5025 and 109 Super- 
Duty Hammer and former 
No. 105 types D and E. 
No. 33662 
42” 
No. 33663 
20” 


No. 33670 
1¥%2”, 18” 


No.34858 
212”, 12” 


No. 33659 


No. 57122 
14%" 


No. 54296 
4Y2”, 5¥2”, 18” 


Model Point Overall Quan. 
No. Diam. Length In box 
24673 6" 9” 10 
23081 ws” ie 5 
23082 4” 18” 1 
23083 4" 24” es 
7172 1H, 6” 9” 10 
7097 Ye” 9” 10 
9388 Ye” 18” 1 
9390 Ya" 24”, 1 
7173 15 6” 9” 10 
7096 b hs ith 10 
9396 4” 18” 1 
9398 vv 24” 1 
10751 1%” 12” 1 
10981 1%.” 24” | 
50065 1%” 14” 1 
50069 1%" 14” 1 


No. 109 Super-Duty Hammer and former No. 105 types 
D and E require extra Chuck Head No, 33747. 


FOR DRILLING 1%” TO 2%” DIAMETER HOLES 


NO. 4 SHANK 
Model Point Overall Quan. 
No. Diam. Length in box 
33757 1%” 18” 1 
33758 1%” 30” 1 
33759 1%” 18” 1 
33760 1%” 30” 1 
33761 1%" 18” 1 
33762 1%” 30” 1 
33763 1%” 18” 1 
33764 1%” 30” 1 
33765 oY 18” 1 
33766 a 30” 1 
52652 2%" 19%” 1 


Quantity Prices are available on Hammer Tools 


... Ask your Distributor 
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Black s Decker: 


Shanks and Tapers 


#1 #1-A +2 a3 $4 #5 #6 "AN" Me pe 
Taper Taper 


Shank #1—Fits nose of No. 5010, 5015 (and former Nos. 102, 103-1, 103) 
Hammers. 


Shank #1-A—Fits nose of No. 5045, No. 5050 (and former Nos. 718, 719, 717) 
Rotary Hammers. 

Shank #2—Fits nose of No. 5020 (and former Nos. 104-1, 104, 105 type C) 
Hammers. Tools with this shank may be rotated by using Turning Handle 
No. 21726. 

Shank #3—Fits nose of No. 5020 (and former Nos. 104-1, 104, 105 type C) 
Hammers. These shanks will not rotate in the Hammer nose piece. 

Shank #4—Fits nose of No. 5025 Super-Duty (and former Nos. 109, 105 types 

D & E) Hammers. Tools with this shank may be rotated by using Turning 
Handle No. 33745. 

Shank #5—Fits nose of No. 5025 Super-Duty (and former Nos. 109, 105 types 
D & E) Hammer. These shanks will not rotate in the Hammer nose piece. 


Shank #6—Fits nose of No. 5055 Heavy Duty (and former No. 723) Rotary 
Hammer. 


SPECIAL HAMMER LUBRICATING OIL — 
No. 51314 4-oz. plastic bottle of Hammer Oil. Use on all hammers. 
No. 51315 16-0z. can of Hammer Oil. Use on all hammers. 


HAMMER GEAR GREASE — 
No. 36391 1 Ib. can for No. 5025 and former No. 109 Hammer. 
No. 60541 1 Ib. can. Use with Hammer-Gun® Hammer Drill; Nos. 5045, 5050, 


5055 and former Nos. 717, 718, 719 & 723 Rotary Hammers; 12”, %4”, 1” & 
1%” Hammers. 


DRIFT KEY—Used to remove taper shank bits from Chuck and Taper Adaptors. 
No. 7276 For all Chuck Wrenches. 


TOOL RETAINING SPRINGS — To hold straight-shank tool in nose-piece. 

No. 10909 Tool Retaining Spring for Nos. 5010, 5015 and 5020 (102, 103-1, 
104-1) Hammers. 

No. 21750 Tool Retaining Spring for Nos. 5015 and 5020 (103-1, 104-1) 
Hammers. 

No. 63095 Tool Retaining Spring for 5045 and 5050 (718, 719) Rotary Hammers. 


DUST SHIELD—Used in overhead drilling to keep dust out of Hammer nose 
and mechanism. 


No. 17746 For Wrenches No. 22587, 23806, 22510. 

No. 57570 Repl. Dust Shield for All H.D. Rotary Hammers. 
No. 57714 Dust Shield for 5030 (814) Hammer-Gun. 

No. 58309 Dust Shield for 5035 (816) Hammer-Drill. 

No. 62821 Repl. Dust Shield for 5055 (723) Hammer. 
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Chuck Wrenches and 
Turning Handles 


No. 22587 CHUCK WRENCH 
with No, 17746 DUST SHIELD 


“A” Taper 


No. 52599 CHUCK WRENCH 


“B" Taper 
No. 51568 CHUCK WRENCH 


No. 22510 CHUCK HEAD with 
No. 21726 TURNING HANDLE 


No, 33747 CHUCK HEAD 


with 


No. 33745 


TURNING HANDLE 


. Taper Use With Hammer 


| woo >uoro> 


5045, 5050 (former 718, 719, 717) 
5045, 5050 (former 718, 719, 717) 
5010, 5015 (former 102, 103-1, 103) 
5010, 5015 (former 102, 103-1, 103) 
5020 (former 104-1, 104, 105C) 
5020 (former 104-1, 104, 105C) 
5020 (former 104-1, 104, 105C) 
5025 (former 109, 105D & E) 

5020 (former 104-1, 104, 105C) 
5025 (former 109, 105D & E) 


2) 


p 


}) 


CIRCULAR SAW SECTION 


BD 


| Cutaway Features: 
I \ Cat. No. 3027 


Super Sawcat 


Fiberglass handle — insulated 
for safety and comfortable to 
Large telescoping lower guard handle hold for jong periods of time. 


provides safety, ease of operation. 


Depth scale visible from top of saw 
while in operation. 


Ball bearings sealed from dust 
for years of extra service. 


Blade nut is non self-tightening. 


Cc Hardened steel helical gears deliver 


maximum torque to blade. 


Negator® commutator brushes 
reduce wear. 


Front handle provides better control, 


Cast aluminum quadrant. Every 
single degree is marked. 
Completely adjustable. 


Rip guide and outboard shoe attachments 
easily accessible. 


Anodized aluminum shoe. Won't rust or 
discolor. Doesn't mar work surfaces. 


Cutaway Features: 
Cat. No. 3051 


Heavy-Duty Worm Drive Saw 


Negator® Brush Springs reduce 
commutator wear. 


Die-cast aluminum handle is completely 


Extra heavy duty, double-pole switch 
removable and replaceable. 


has 50% more capacity. 


Worm gear is extra heavy duty for long, 
continuous-duty use. 


and replaceable. No replace- 
ment of field case necessary. 


i ‘ N Special gear case seals 
{f= f | Sh a \ es ee eliminate oil leakage. 
Heavy duty cord and molded : AA Aa | 


strain relief. 
iS 4 W 
eee { Steel quadrant. 


C Handle completely removable 


Ball bearings are sealed from abrasive 


dust. Heavy duty adjustment knob for 


quadrant. 


Black & Decker-built motor is completely 
tested at plant before shipment. 


Spindle lock permits easier and safer 
Steel shoe is ribbed for strength. changing of blades. 


*DuPont Trademark. 
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Black &« Decker: 
BUILDERS’ SAWCATS 


NEW! 
7%” Sawcat 
Cat. No. 3009 


6%2” Builders’ Sawcat 
Cat. No. 3015 


7%” Builders’ Sawcat 
Cat. No. 3017 


8” Builders’ Sawcat 
Cat. No. 3019 


Comparative Specifications 


Circular Saws 


Check These B&D 
Cost-Cutting Features 


and then call your distributor 
for a demonstration today! 


Greater blade visibility from motor side 
for more precise and accurate cutting. 
Superior rigidity. Saw body attached to 
shoe at 3 points. Fast, easy access to 
every component. Upper guard pivots 
downward for maximum protection when 
making shallow cuts. Handle, control 
knobs and trigger switch are insulated for 
safety and especially contoured for easy 
cutting in any position. Armature shafts 
compactly designed to cut size and weight 
of motor housing. Rugged, lightweight ma- 
chined anodized aluminum base. Doesn't 
mark the work. Simple, easy depth and 
angle adjustments. Bevel scale has ad- 
justable pointer. Fully hardened helical 
gears deliver maximum torque to blade. 
Special B&D gear lubricant assures long, 
trouble free gear life. Smooth depth slide 
for easy adjustment. All ball and needle 
bearings give years of extra service. 
Specially designed axial flow fan increases 
cooling efficiency of motor, keeps cutting 
line free of sawdust. Maximum standard- 
ization of parts between 6%”, 7%” and 
8” Saws. 


Will take 8%” saw blade for even greater 
depth of cut, more sharpenings per blade. 


New 


Cat. No. ee No. Duty Rating Rated at 120V No-load Speed Blade Diam. 90° 

3009 Std. 9.5 amp. 4400 7¥4" x Se” 2%” 
AC only 

3015 986 Heavy 11 amp. 5500 612” x 5a”* 234” 


Bearings Length Net Wt. Ship. Wt. 
ball, sleeve 12546” 11% Ibs. 14% Ibs. 
roller 


2 ball 13%” 12% \bs. 15 Ibs. 


» 


B 


3019 988 Heavy 12.0 amp. 5500 8" x 3a”* 2%” 256” 2 ball 13%” 13% Ibs. 15% Ibs. 
2 needle 
975 Std. 10 amp. 5000 6Y2” x 5” 2542” WH," Ball, sleeve 12 Ho" 12 Ibs. 16 Ibs. 
roller 


*Will accept 4” larger diameter blade for even greater depth of cut. 


All Builders’ Sawcats have welded commutator leads for greater burnout protection. 30 


2 needle Wy 
301 98 ese tae es 
| 
| 


oo 


SUPER SAWCATS 


612” Super Sawcat 
Cat. No. 3025 


_ Mi 


J BIN 
SON 
> \ 


7%” Super Sawcat 9 


Cat. No. 3027 & 


8%” Super Sawcat 
Cat. No. 3029 


9%” Super Sawcat 
Cat. No. 3032 


Comparative Specifications 


Exclusive 
Electric Brake 


NO BUTTON TO PUSH 


—valuable new safety benefit only on 
the new Black & Decker Super Sawcats. 
Stops the blade instantly when trigger is 
released . . . protects operators — work — 
blades! Also especially useful for making 
blind cuts in wood where a coasting blade 
could make a wide, imprecise cut. Try 
this outstanding Electric Brake today . 


Many, many EXCLUSIVE features make 
these America’s hardest working portable 
saws. No other saws have an Electric 
Brake which stops the blade in seconds; 
or Negator®t brush springs that give con- 
stant even pressure} or a depth scale vis- 
ible from the top in operating position. 
Read about them here, then go to your 
nearest Distributor for a demonstration. 
There's a Black & Decker Super Sawcat 
that's just right for you. 


New Old Rated at 120V Maximum Depth 
Cat. No. Cat. No. Duty Rating AC only @ No-load Speed Blade Diam. 90° 45° 
3025 996 Super 12 amps. 5500 6¥2” x ¥e"* 2%” WH 6" 
3027 997 Super 12.5 amps. 5500 7%" x e"* 21540” 26” 
3029 998 Super 13 amps. 5500 814” x 5” 23%,” 21%,” 
3032 999 Super 13 amps. 3900 9%” x %” 356” 2% 6” 


@ Contact your nearest B&D Service Center for modification to D.C. operation. 
*Will accept 1%” larger diameter blades for even greater depth of cut... more sharpenings per blade. 
}T.M. Hunter Spring; Div. of Ametek, Inc. 


Bearings Length Net Wt. Ship. Wt} 
3 ball, 1 needle 13%” 13% Ibs. 15¥2 Ibs] 
3 ball, 1 needle 13%” 13% Ibs. 15% IbsJ 
3 ball, 1 needle 13%” 13% Ibs. 16 Ibs. 
14¥%2" 15% Ibs. 21 Ibs. 


4 ball 


All B&D Super Sawcat motors have high temperature wire insulation and welded commutator leads for greater BUMOUL prolecnon: 
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7%” Worm 
Drive Saw 
Cat. No. 3051 


8%” Worm 
Drive Saw 
Cat. No. 3052 


Black e Decker Worm Drive Saws & 


Sawcal Accessories 


6%” Worm Cat. No. 3050 and 3051 
Drive Saw Black & Decker Built Motor... unmatched 
Cat. No. 3050 for high quality, high performance. Com- 


pletely tested at the factory before ship- 
ment. Heavy-Duty Double-Pole Trigger 
Switch has 50% more capacity than com- 
petitive worm drive saws. Black & Decker 
Negator® Brush Springs reduce com- 
mutator wear. Teflon** Gear Case Seals 
virtually eliminate oil leakage. Removable 
and replaceable die-cast aluminum han- 
dies. 6%” worm drive will take 6%4” 
blade. Wrap-around guard lever gives 
greater safety, easier handling. Shaft 
lock permits easy changing of blades. 
Cooler running. Finned gear case gives 
superior heat dissipation. 

The No. 3051 7%” worm drive saw will 
also accept a 742” blade. 


Cat. No. 3052 


The best saw for heavy construction 
material and concrete cutting. Powerful 
Black & Decker-Built Motor and Ball Bear- 
ing construction throughout make this the 
hardest working Worm Drive Saw on the 
market today. Has the same quality fea- 
tures as its companions — Nos. 3050 and 
3051. Supplied with an extra wide clamp 
washer for 4” thick abrasive blades. 


Standard Equipment: 

(Nos. 3050, 3051 and 3052) No. 58661 
Wrench, Medium Pitch Combination Blade. 
(Framing Blade) 


Comparative Specifications 


Saw Accessories 


SAW CARRYING CASES. 
Rugged, rain-proof, all-steel construction 
Protects saw. Firm-gripping fittings. Lid 
clamp holds up to 6 blades. Room for Rip 
Fence, extra cable and Cut-off Gauge. 

Cat. No. 55580. Fits 612”, 7%” and 8%” 
Super Sawcats and 6%”, 7%” and 8” 
Builders’ Sawcats. 


Cat. No. 49527. Fits 914” Super Sawcat. 


CUT-OFF GAUGE Model No. 55582. 
For 45°-90° straight, bevel and miter cuts. 


RIP FENCES. 

Use on either side of saw for fast, smooth 
rip sawing. 

Cat. No. 55584. For Super Sawcats and 
Builders’ Sawcats. 

Cat. No. 60551. For Nos. 3050, 3051, and 
3052 Worm Drive Saws. 


Maximum 
cae No. Cat No. Duty Rating ty = Nome Blade Dia. on 45° Bearings Length Net Wt. Ship. Wt. 
3050 976 Super 12 amp. 4600 BY” x Ke”* 2” 1M" Ball 16%” 14% Ibs. 18% Ibs. 
3051 977 Super 13 amp. 4300 7%” x Ye”* 2142” 16" Ball 17%" 16% Ibs. 20% Ibs. 
3052 978 Super 13 amp. 4300 8%” x %”"* 27%,” 2% 2” Ball 17%2” 16% Ibs. 20% Ibs. 


*Diamond and 5%” round inner clamp washers supplied with unit. 


SAW PROTRACTOR Model No. 49531. 


Permits accurate cuts from 0° to 90° angles. Saves 
time, labor. 


BASE ATTACHMENT Mode! No. 58387. 


Use with Builders’ Sawcats to support right side 
of saw on jobs where this is needed. 


SAW TABLE Cat. No. 2311. 
Converts all Super Sawcats (except 9%”). Build- 
ers' Sawcats and previous models of B&D 642”, 7” 
and 8” Saws into a stationary table or bench saw. 
Rigidly constructed; 484 sq. in. surface; tilting 
arbor; adjustable rip fence; accurate blade adJust- 
ment; convenient toggle switch; miter gauge. Table 
size: 3242” high, 22” wide, 22” deep. Surface in 
front of blade: 11”; surface to right of blade: 
11%”. Net wt. 44 Ibs.; Ship. wt. 48 Ibs. 


LUBRICANT 


Cat. No. 60541 1 |b. can Special Gear Grease. 
For all Sawcats. 


Black & Decker Professional Saw Blades. 


COMBINATION—PREMIUM QUALITY 


614” 7%” 


C-55866 C-55387 C-39707 C-39708 c 


COMBINATION Spectatly designed 
for general-purpose ripping and 
cross-cutting. Fast, smooth cuts 
SUPER SHARP. 


C-55947 
57%” dia. 


C-39573 C-39574 


COMBINATION—STANDARD QUALITY 


Low priced combination blade for 
general-purpose ripping and cross- 
cutting. Fast, efficient. SUPER- 
SHARP 


CROSSCUT—PREMIUM QUALITY 


O= round hole 


ARBOR HOLE 4 — diamond hole ae a as 


GCROSSCUT Perfect for smooth, fast cross-cutting. Makes x 
smoother cuts than Combination Blade. SUPER SHARP. | ©9959! C-39597 


SPECIAL PURPOSE—PREMIUM QUALITY 


FRAMING A medium pitch combination blade for facia, O 
roofing, siding, sub-flooring, framing, form-cutting. 


(Standard equipment blade for worm drive saws.) 


RIP Fast for rip cuts. Minimum binding and better chip 
clearance given by large teeth. 


PLANER Hollow-ground for Very Smooth ripping and 
cross-cutting. Ideal for interior woodwork, etc. 


FLOORING Use where nails may be encountered—floors, C-39593 
reclaimed jumber, opening crates, etc. 


CARBIDE-TIPPED Fastest, smoothest, longer sawing 
without blade sharpening. Tungsten carbide tips stay 
sharp up to 50 times longer than steel. Have 8 teeth, C-39596 
Cuts wood, Transite, Cemesto Board, asbestos, Formica, 


Masonite, composition siding, roofing materials, etc. 


METAL-CUTTING Teeth shaped and set for cutting C-39595 
aluminum, copper, lead; other soft metals. 


PLYWOOD Hollow-ground to give an exceptionally smooth 
cut In plywood. No binding or splintering. Sheds resin C-53614 
and glue. 


FRICTION Perfect for corrugated galvanized sheets. 

Faster, less dirt than with abrasive blades. Taper ground C-39600 
for clearance. Note difference in diameters. For best . : The" dia. 
results use blade diameters recommended in chart. 


ABRASIVE BLADES SPECIFICATIONS 


ABRASIVE BLADES Highest quality grit gives Longer Life, Faster Cutting —real time and money savers. Effi- 
ciently cut or slot materials below. Reinforced with fiberglass to give Safe Performance and Longer Life — 
makes blades highly break-resistant. 


ARBOR HOLE %” O 


BLUE LABEL: aluminum oxide; cuts 

ferrous metals (steel, cast fron, 

stainless steel) & hardened non- Sere C-58012 
ferrous (hard brass, aluminum : 

bronze) 


RED LABEL: silicon carbide; cuts 

masonry materials, concrete, soft 

brick, cinder block, asbestos ce- 

ment, concrete biock, gypsum wall- C-58019 G-58021 
board, Transite, limestone, sand- 

stone, corrugated plastic, etc. 

GREEN LABEL: silicon carbide; 

cuts glazed and ceramic tile, ter- 

razo, hard brick, roofing and C-58029 
structural tiles, terra cotta, marble, 

granite, slate, etc 


All Black & Decker Professional Products are backed by the industry's largest service network of factory branches. See your yellow pages under “Tools Electric.” 
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Jig Saws 


Cat. No. 3150 


2 speeds for versatility: Low Priced, Light 
Weight Jig Saw for carpenters, electri- 
cians, plumbers and men in the service 
trades. Air flow from cooling system as- 
sures visible cutting line at all times. 
Makes its own starting hole for pocket 
cuts. Adjustable tilting shoe with quick- 
clamp lever for bevel cutting to 45°. Com- 
bination Rip Fence and Circle Guide in- 
cluded. 

Duty Rating: heavy-duty. 

Bearings: 2 roller, 3 needles, 1 sleeve. 
Switch: Heavy-duty trigger. 


Cat. No. 3155 


Here’s a fast-working, powerful Jig Saw 
designed for heavy-duty, continuous pro- 
duction operations. Shoe is adjustable for 
bevel cuts to a depth of 1%” on either 
side. Balanced reciprocating action elimi- 
inates vibration which gives you better 
control. Sturdy, compact field case fits 
snugly, comfortably in your hand. Con- 
struction is heavy-duty throughout for long 
service-life. Quickly and easily cuts 
through a 2 x 4, Blades are available to 
cut metal sheets, rods, tubes, plastics, 
fiberglass, Masonite, leather, etc. 

Duty Rating: continuous duty. 

Bearings: 4 ball, 2 needle, 2 sleeve. 
Switch: heavy-duty toggle. 


2-Speed 
Heavy-Duty 
Jig Saw 
Cat. No. 3150 


Standard Equipment 


(for No. 3155): 1 high-speed wood cutting 
blade; wrench for changing blades. 
(for No. 3150): 1 wood cutting blade; 


wrench for blade changing. 
Heavy-Duty sok 


Jig Saw 
Cat. No. 3155 


Comparative Specifications 


New Old Capacity Stroke Strokes per Min. Height w/o Rated ’ 
Cat. No. Cat. No. Wood Aluminum Steel Length High Speed Low Speed Length Blade at 120V Net Wt. Ship. Wt. 


3155 1 2%" %” Va” 1 bad 3300 _ 9%” TY" 2.5 amps. 6 Ibs. 7 Ibs. 


3150 41-2 242” %” V4” 5” 3000 1700 Yi 6%” 2.5 amps. 4¥ Ibs, 5% Ibs. 
AC only 


Standard Equipment (for No. 3155): 1 high-speed wood cutting blade (No. 39754); wrench for changing blades. 
34 (for No. 3150): No, 49493 medium tooth wood cutting blade; wrench for blade changing. 


BLADES ARE COLOR CODED 
FOR QUICK IDENTIFICATION 


} 
Model 
No. 


ee, | 0 


49491 


49492 


39755 


39757 


58146 


58147 


58148 


58145 


CeEEEN, Ga DEAE, 
ae, 
a aa 
CE, 
[TD 
OL PR, 
Ui ee. 
SD 
a Sa 


Blades are packed 10 per package except No. 46594 (one per envelope) 
Quantity Prices Are Available on Jig Saw Blades . . . See Your Distributor 


3” 


3” 


1" 


4%" 


4%” 


4%" 


4" 


2%” 


Color 
Code 


Red 


Red 


Black 


Black 


Black 


White 


Yellow 


Yellow 


Yellow 


Yellow 


Yellow 


Black 


Black 


“Black 


White 


White 


White 


White 


White 


Blade Type 


Coarse Set Tooth, Metal Cutting 


Fine Set Tooth, Metal Cutting 


DELUXE Hollow Ground Fine Tooth, 
Wood Cutting 


DELUXE Hollow Ground Medium 
Tooth, Wood Cutting 


DELUXE Hollow Ground Coarse 
Tooth, Wood Cutting 


Knife Punch Blade 


Fine Tooth Hi-Speed Steel 
Hollow Ground, Wood Cutting 


Coarse Tooth (Narrow) Hi-Speed 
Steel Hollow Ground, Wood Cutting 


Coarse Tooth (Wide) Hi-Speed Steel 
Hollow Ground, Wood Cutting 


Fine Set Tooth Hi-Speed Steel, 
Wood Cutting 


Coarse Set Tooth Hi-Speed Steel, 
Wood Cutting 
Coarse Tooth,Wood Cutting 


Fine Tooth, Wood Cutting 


Coarse Tooth Hollow Ground 


Flush Coarse, Wood Cutting 


Double Edge Coarse, Wood Cutting 


Double Edge Fine, Wood Cutting 


Scroll Fine, Wood Cutting 


Skip Tooth, Wood Cutting 


Teeth 
per 
Inch 


14 


32 


10 


10 


10 


10 


10 


10 


Blades fit most other makes of Jig Saws. 


Cuts steel—16 gage to 10 gage. Cuts %2” to 

%,,” aluminum, copper, brass. Cuts plastics, 
asbestos, Fiberglas, etc. ¥2” to %4” rigid conduit, 
1/0 stranded cable and #4” buss bar. 


Cuts steel—22 gage to 13 gage. For cuts 
under 3%” in aluminum, copper, brass. 
Cuts plastics, slate, Formica, Fiberglas. 
Also ¥2” to %” thin wall conduit. 


Deluxe series for faster, smooth scroll cuts 
in wood up to %” thick, Precision hollow 
ground. Excellent for pocket cutting. 


Deluxe series for faster, smooth scroll cuts in 
wood up to %” thick, Precision hollow ground, 
Excellent for pocket cutting. 


Deluxe series for faster, smooth scroll cuts 
in wood up to %” thick. Precision hollow 
ground. Excellent for pocket cutting. 


Especially useful to signmakers for scroll cutting 
all types of paper board materials. Excellent 

for making intricate pocket cuts in vinyl floor 
tiles for inlay work, 


For fine finish scroll cutting in wood, plywood, 

Masonite, plastics, etc. Also for ¥” to 2” 

reais aluminum, brass. Maximum cut in wood— 
” thick, 


For faster scroll cutting in wood, plywood, 
Masonite, etc. Maximum cut—3” thick. 


For fast “production” cutting. Handles wood 
and plywood up to 3” thick. Also cuts 
Masonite. Stays sharp longer. Saws through 
a 2x 4 at 45°. 


For scroll cutting in wood, plywood, Masonite, 
plastics, etc. Maximum cut in wood—2”. Set 
tooth designed for excellent side-cutting action. 


Set tooth designed for excellent side-cutting 
action. 


Makes fast cuts in wood, plywood, composition 
boards, etc. 


For smoother cuts in wood, plywood, 
composition boards, etc. 


For fast, very smooth cuts in wood, plywood, 
composition boards, etc. 


Very accurate flush cuts in corners and other 
tight spots permitted by projectin: cutting area, 
Use with Model Nos, 41 & 41-2 only. 


Makes fast pocket cuts up to %4” thick in wood, 
composition boards, etc. Exclusive: cuts forward 
and backward. For use with Model Nos. 41 & 41-2 
only, 


Makes intricate cuts, as small as %” radius, 
up to 2” in wood, plastics, etc. 


More efficiently cuts up to %” thick plywood, 
plastics,.etc. due to extra space for chip 
clearance. 
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SABRE SAWS 


Features of all Sabre Saws 


New Power! Most powerful on the market today. EXCLUSIVE 2-Way Blade Clamp. Permits cutting up, down or sideways. EXCLUSIVE 
blade guard permits holding saw closest to critical point of control. Greater SAFETY and visability. 


LONGER BLADE LIFE due to longer stroke and minimum vibration. Flush-to and Flush-alongside cutting permitted by EXCLUSIVE front 
end design. 


EXCLUSIVE guided air flow keeps saw cool and clears dust from working area. 


Cutaway Features: 
Cat. No. 3101 


Heavy-Duty Sabre Saw 
“Scotch yoke’ mechanism smooths- High-air-flow fan cools motor 
out stroking action. better. 


Quality Black & Decker-built 


Blade clamp accepts all popular 
motor. 


new blades. 


é.... 


Heavy duty, sealed 
ball bearings. 


Adjustable shoe is removable. 
Solid one piece design. 


Stainless lock screw for 
positive positioning, 
‘ong life. 


Heavy duty, hardened steel 
bevel gear. 


Two and four-speed versions ‘ 
Adjustment screw prevents available. Heavy duty, double pole 
shoe “ride-back. switch. 


Sabre Saw Switches 


Speed control switches are located for maximum convenience and ease of operation. Speeds can be changed on 4-speed model 
while the motor is running. Choose the proper blade from the chart on page 38. 


4-Speed Sabre Saw 
Speed Materials to be Cut 
5. Setting 
HIGH Soft woods, rough lumber. 
SPEED 2 Hardwoods, composition boards, plasterboard, Plexiglas®, Masonite®. Soft 
metals, copper, brass, soft aluminum. 
1 Mild steel, galvanized pipe, black pipe, conduit, sheet metal, rain gutters, 
LOW duct work. 
SPEED 2 Soft plastics, tile, Formica®, wire mesh, asbestos. Hard metals, soil pipe, 
cast iron. 
2-Speed Sabre Saw 
a Speed 7 
7 Setting Materials to be Cut 
= t HIGH 
| Soft wood, plastic, composition boards, Masonite®, Plexiglas®. 
F SPEED 
> LOW Mild steel, black pipe, conduit, sheet metal, duct work, tubing, galvanized 
SPEED pipe. 
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The B&D Heavy Duty Sabre Saw 
with Exclusive Easier-working Shoe 


New compact design lets you make all 
adjustments with one screw...‘T”’ handle 
hex wrench is provided. Cut flush-to with 
all blades. Pocket-cut or rock through 
tough materials. Cut round materials with 
greater support. Use teeth over greater 
area of blade. Gain clearance in limited 
depth areas. The exclusive B&D shoe is 
completely removable. Solid one piece 
design. No rivets or straps to loosen or 
wobble. Retains the proven guide recess 
for great visibility in following lines, Either 
edge of shoe can be used against a 
straight edge for accurate ripping. Narrow 
width for tight spots. Stainless lock screw 
insert for positive positioning and long life. 
Inner depth stop screw for accurate depth 
positioning. Shoe positioned in line with 
switch handle and motor housing for bal- 
ance, handling ease, control. 


Single Speed Sabre Saw 
Cat. No 3101 (Kit) 


2-Speed Sabre Saw 
Sobre Saw Kits Cat. No. 3103 (Kit) 
With each B&D Sabre Saw, you get 1 
Sabre Saw Blade and a sturdy steel Kit 
Box. This is the perfect combination for 
the mechanic, carpenter or serviceman 
who must move his tools from job to job. 
The sturdy steel Kit Box offers great pro- 
tection and keeps everything handy for 
ready use. Contains your choice of B&D 
H.D. Sabre Saw; 1 B&D Sabre Saw Blade; 
Allen wrench for blade changing, plus free 
wrench holder. Net Wt. 17 Ibs.; Ship. Wt. 


ee ee 8 


20 Ibs, 
Single-Speed Sabre Saw Kit 
Cat. No. 3101 
2-Speed Sabre Saw Kit 4-Speed Sabre Saw 
aghast Cat. No. 3105 (Kit) 
4-Speed Sabre Saw Kit 
Cat. No, 3105 
Note: Flush Cutting Attachment, Cat. No. 61568, 

is available for the Heavy Duty Sabre Saws Black é Decker 

listed on this page. Please consult the B&D SABRE SAW 

price list. = 

Comparative Specifications 

New Old Length Strokes per Min. Capacity Scroll Amps. Rated Lgth. w/o Net Wt. Ship. Wt. 
Cat. No. Cat. No. of Stroke High Low Wood Steel Cutting at 120V Blade Width Height Ibs. Ibs. 
3101 ” Heav: Ya" Down to ” ” ; 
(t-speed) 982K 1 2000 — winters Thick ‘Radius 4 15% 3% 5%” 8 9 (Kit-20) 
(oapeed) 982-2K 1” sp tins eee Cee ects. © 15%” 3%” 5%" 8% 9% (Kit-20) 
i LL ——____LDOOL———<e 
3105 2400 1400 ” ” ; 
(4-speed) 982-4K = 1” 7900 «1100s page'a2”—page’s2” a" Radius (AC only) 15%" an" ae as am ese 


I !  — —=— 
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Black & Decker Sabre Saw Blades 
i) | é are designed and manufactured by 
; B&D to give longer life and faster 
cutting in wood, metal, plastics, etc. 


ALL SABRE SAW BLADES ARE COLOR CODED They give maximum blade efficiency 


with the Black & Decker Heavy Duty 
|| : FOR QUICK IDENTIFICATION , Sabre Saws and also improve the 


cutting capabilities of many other makes 
dics ous — of sabre saws. Buy them in quantity 
] Color Blade Type No. pkg. Length inch lots and save. : 
| ALL-PURPOSE WOOD & COMPOSITION CUTTING USES »))) 
: Silver General Purpose 49098 10 6” 4 For general roughing-in work. ; 
| Silver 49099 5 toe 7 Resists embedded nails. Also cuts heavy gage 
non-ferrous metal tubing. Ideal for tree pruning. 
2c. Black Fast Cutting Wood 49107 10 6” 3 For roughing-in work in wood without nails. 
| Black 49108 5 ew 3 Long blade life. 
| ee 
| Black Deluxe Fast Cutting 49109 10 6” 6 For fast roughing-in work in wood without nails. 
| 2 eee. Wood Long blade life. 
| | For cutting wood without nails, plaster, asphalt, 
| | =e, Orange Flexible-Back Wood 49100 10 6” 6 builders ‘‘Transite" and cast aluminum. 
| Orange and Composition 49101 5 12” 6 Pi eaereenns flush cuts in wood, use 12” 
} | ade. 
| a Orange Nail-Embedded Wood 49102 10 4” 10 For cutting nail-embedded wood, asbestos, 
| Orange Cutting 49103 10 6” 10 plaster, plywood, and insulating wood. 
Orange Down Cutting 49104 10 6” 10 For down-cutting in wood with nails where 
i | =. smooth edges are desired. 
} , Especially useful for opening wood boxes and fe 
Orange Fine Wood Cutting 49105 10 ae 18 crates with nails. Removin i )) 
: 9 Wood siding and } 
Te eee, Orange 49106 10 6” 18 shinciex. 
| | a Black Pocket Cutting 49122 10 4Ye” 6 For making pocket-cuts in wood, plaster and 
| r rials. 
| similar materials. 
| | For making pocket cuts in wood, plaster and 
i | | rece... Black Double Edge 49123 § 4V%o” 6 similar materials. Cuts in both directions without 
| removing blade from material—an EXCLUSIVE 
| B&D feature. 
i Black Offset Flush Double 49124 § 4%" 6 For making flush cuts in corners and other 
I = a Edge* (For use with former 682 models only) tight spots in wood, plaster and similar 
}| materials. 
p> | White Plaster Cutting Blade 52520 10 6” 5 For cutting plaster, plaster board, and other 
i White 52521 40 4%” 5 abrasive materials. 
| 
SCROLL CUTTING WOOD AND COMPOSITION High speed steel blades gives long blade life. 
For fast cutting small radius holes and 
irregular cuts in wood, plaster and similar > 
a) Yellow Fast Cutting Scroll 4911¢ 40 356” 6 materials. yD . 
Black Wood & Composition 49121 10 35%” 6 For cutting small radius holes and irregular cuts 
| Scroll Cutting in wood, piaster and similar materials. 
HIGH SPEED METAL CUTTING 
| Red High Speed Metal 49111 10 254" 14 For cuttin ” 
| ig metals heavier than W%” (bar stock, 
i | po wosens Fad Sitting poh bh nad a angles, fiber ‘“Transite,” hard rubber, etc.) 
| Red High Speed Metal 49114 10 2%" 18 For cuttin 
g metals heavier than 18 gage (pipe, 
See. Red Cutting eee a 8 conduit, channels, tubing, eto. 
Red High Speed Metal 49117 10 4” 24 For cutting metals lighter than 18 gage (sheet, 
= wos Red utting 52116 10 6” 24 tubing, trim, etc.). 
| Red High ed Metal 49118 10 4" 32 For cutting very light gage metals (sheet, 
Spe 
/ Sutting tubing, trim, etc.). 
| Red High Speed Scroll 52464 10 3" 14 
i! | | = Red fetal Cutting 49119 40 3 48 For cutting irregular contours In sheet metal oz 
] Red 49120 40 3 32 heavier than 18 gage. ‘ Y 
| ; - : oe iy 
| Quantity Prices Are Available on Sabre Saw Blades... See Your Distributor wh) 


wo 


) Cutaway Features: 
Cat. No. 4027 
SUPER-DUTY BELT SANDER 


| Sturdy cord support keeps electrical 
| cord safely out of the way of your 
work, 


Comfortable fiberglass handle. 


Cc 


BELT SANDERS 


Two speed switch allows you to 
choose speed while motor is running. 


Positive tension ring keeps correct 
tension on belt. 


Quality gear drive — no belts to break 


or replace. 


Gear drive permanently lubricated for 
no-maintenance operation. 


Low center of gravity. Motor is low 
between the pulleys. This provides 
eeuer control, prevents gouging of 
wood, 


Comfortable front handle provides bet- 
ter control. 


Double pulley design insures better 
belt tracking. 
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Black s: Decker- 


Heavy-Duty 
Belt Sander 
Cat. No. 4022 


&) 


Super-Duty 
Belt Sander 
Cat. No. 4027 


Super-Duty Dustless Belt Sander 
With Full-Power Dust Collector 
Cat. No. 4028 


FULL PoweR 
DUST COLLECTOR 


Belt Sanders 


Cat. No. 4022 


NEW! Low profile-motor is placed low be- 
tween the pulleys, where weight really 
counts. Up-front controls allow easy instal- 
lation and tracking of belts. Top quality 
steel gears provide efficient power trans- 
mission. 2-speed switch. High speed — 
1250 SFPM; low speed — 1050 SFPM. 


Cat. No. 4027 


Has all of the features and advantages of 
the No. 4028 listed here except without 
Dust Collector. The perfect buy where 
lower price is a consideration and the 
collection of dust is unnecessary. 


Cat. No. 4028 


Sander motor is between the pulleys. Puts 
the weight on the work where it counts. 
Eliminates tilting, rocking and gouging. 
Inexperienced help can use it. Handles 
easily. The Only 2-Speed 3” x 24” Belt 
Sander on the market; the correct speed 
for each job; electric switch permits 
speed changes while motor is running. 
Exclusive full-power built-in Dust Collector 
gives constant suction—has its own mo- 
tor. Zipper dust bag empties easily. 
Exclusive tracking mechanism automati- 
cally keeps correct tension on the belt. 
360° swivel dust bag. Perfect for flush- 
along-side sanding as well as open areas. 
Low maintenance; less down time; re- 
quires no lubrication. 

Duty Rating: continuous heavy-duty use. 
Bearings: (#4028) 4 ball, 4 needle, 2 lu- 
bricant impregnated; (#4027) 4 ball, 4 
needle. 

Switches: heavy-duty double-pole trigger; 
2-speed, single-pole slide. 


Standard Equipment: 


One 3” x 24” 60-grit closed coat sanding 
belt. 


No-load Belt Speed, 
SFPM 


Rated at 
Belt Size High Low 120V 
in inches Speed Speed High Speed Height 
3x 24 1250 1050 5.7 amps.** _— 
3x24 1700* 1400; 7 amps.** TY2" 
3x 24 1700* 1400; 8.5 amps.** 9%” 


*Speed used for fast stock removal. 
7Speed used for blending and finishing. 
**AC only. 


Width 


4¥2” 
5%” 


Length tbat ‘abs ibe bs 
-. 8% = 

15” 12 14% 

15” + bag 14% 17% 


New Lusterlon* Belts Sanding Belts 


Precision-made to give maximum abrasive 
action. Exactly cut and bonded for perfect 
fit. Packed 10 per box. Quantity Prices: 
See B&D Price List and Save. 


Cat. No. Type Grit Belt Size Representative Applications 
C58384 Silicon 150 3” x 24” Cleans and renews stainless steel finish on struc- 
Carbide coarse tural forms and panels; gives satin finish to Cat. No. Grit Belt Type and Use 


metals prior to plating; removes scuff marks 
from plastic floor tile. 


C58368 36 coarse 
C58370 40 coarse CLOSED COAT ALUMIUM OX- 


C58385 Silicon 280 3” x 24” Refinishes wood, linoleum or plastic desk tops; C58372 50 medium IDE for unfinished or new wood, 
Carbide medium cleans old painted surfaces prior to repainting; C58374 60 medium ferrous metal, non-ferrous met- 
\ Produces satin finish on painted surfaces; re- C58376 80 medium als (aluminum, lead, copper, 
| moves scuff marks from wood floors; finishes C57378 100 fine solder). 
U sealer coat prior to painting or varnishing. C58380 120 fine 
a SS See 
| C58386 Silicon 500 3” x 24” Cleans corrosion from copper foil printed circuit C58367 24 coarse 
’ Carbide fine boards; removes oxidation from aluminum, C58369 36 coarse OPEN COAT ALUMINUM OXIDE 
chromium, etc.; gives glass finish on color coat C58371 40 coarse for removing lacquer, paint or 
on cabinets, etc.; gives satin finish on plastic C58373 50 medium varnish. Also for green or res- 
panels such as Formica, etc.; polishes furni- C58375 60 medium inous wood. 
ture, boats. C58377 80 medium 
( C58379 100 fine 


*Trademark of the Black & Decker Manufacturing Company 


3” x 24” Sanding Belt Assortment Cat. #58381 


Contains 3 Model No. C58369 (36 grit open), 2 Model No. 
C58373 (50 grit open), 2 Model No. C58374 (60 grit closed), 
3 Model No. C58378 (100 grit closed). 


Ball-Bearing Sander 


, Vitri-Buff* 
1 Bonnets and Pads *So) So 

Each tuft is twisted and locked to 

€ backing pad by patented construc- 


2 tion method. 
Model No. 37796. Vitri-Buff Bonnet with 
z a7 , hood and drawstring. (Use with No. 51824 
Cushion Pad """7*5=* 7” Quick-Change Super-Flexible Rubber 


Backing Pad.) 


Model No. 37797. Vitri-Buff Bonnet with 
Sponge Rubber Pad hood and drawstring. (Use with No. 36239 


A superior cushioning pad for use with 
Vitri-Buff Bonnets. Threads directly on 


F : : - . 4040 Sander with No. Cushion Pad alone, also with No. 51824 
spindle. Note serrations which give ex- Use on Model No. 40 ‘ Ay A ' A 

one Serer lia Ap 51824 7” Quick Change Super-Flexible q Quick-Change Super-Flexible Rubber 
tra flexibility for getting in tight corners. bber Backi qd Backing Pad coupled with No. 22174 
Mode! No. 36239. Cushion Pad with No. 45925 Rubber Backing Pad. Sponge Rubber Pad.) 

Clamp Washer. Model No. 22174. 7” Sponge Rubber Pad. Model No. 45434, 712” Vitri-Buff Pad. 


*Trademark of the Black & Decker Manu- 
facturing Company. 


See Page 47 for Complete Listing of Recommended Accessories 


7” Ball-Bearing Sander Specifications 


New Old Rated at 

Cat. No. Cat. No. Spindle RPM Length 120V Net Wt. Ship. Wt. 
4040 676-10 5” x 11 thd. 1000 The” 5 amps. 6% Ibs. 8 Ibs. 
4041 676-14 5%” x 11 thd. 1400 THe” 5 amps. 6% Ibs. 8 Ibs. 
4042 676-20 5%” x 11 thd. 2000 THe” 5 amps. 6% Ibs. 8 Ibs. 
4043 676-35 %" x 11 thd. 3500 Tie” 5 amps. 6% Ibs. 8 Ibs. 


Heavy-Duty 
Finishing Sander 
Cat. No. 4010 


Heavy-Duty 
Finishing 
Sander 
Cat. No. 
4015 


Accessory and Replacement Parts for 
No. 4015 Sander 


Cat. No. 59991. Felt Pad and Plate. 
Cat. No. 59998. Rubber Pad and Plate (standard with the No. 4015 Sander). 


Finishing Sanders Comparative Specifications 


New Old Orbits Abrasive Sander Size : 
at. No. Cat. No. per min. Paper Length Width Height 
4010 48 4300 334” x 9” 92” 35” 6%” 
788 9000 4%" x11" 11%” 42" cae 
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Finishing Sanders 


Cat. No. 4010 


Performs fine finishing on wood, metal, 
plastics. Sands equally well in open areas 
or flush. Vital parts shielded from dust for 
longer life. Long brush life cuts mainte- 
nance costs. Knob handle mounts in 3 
positions for additional control. 

Duty Rating: continuous production serv- 
ice. 

Bearings: 1 ball, 2 roller, 2 needle. 
Switch: instant release trigger with lock- 


ing pin. 


Cat. No. 4015 


Most powerful orbital sander you can buy. 
King-size bottom plate equipped with 
sponge-rubber pad, extended beyond the 
body of the tool permitting sanding in 
close quarters such as against the riser of 
a stair tread. No swirl marks. Sander can 
be moved with, against or across wood 
grain. Exhaust from back of Sander keeps 
out of operator’s face. 

Duty Rating: continuous production serv- 
ice. 

Bearings: 3 ball. 

Switch: instant release trigger with lock- 


ing pin. 


Standard Equipment: 

(for No. 4010) one sheet of 324” x 9” abrasive paper 
and key for paper holder; 3 position knob handle. 
(for No. 4015) one sheet of 4%2”x11” abrasive 
Paper. 


Abrasive Papers 


Electro-coated aluminum-oxide, open-coat 
abrasive papers, Packed in envelopes of 
10 sheets. 


For No. 4010 Sander 

Cat.No. Size Grit 

54371 324” x 9” #60 or 1/2/0 Grit (coarse) 
54372 334” x 9” £100 or 2/0 Grit (medium) 
54373 324” x 9” £150 or 4/0 Grit (fine) 


For No. 4015 Sander 


Cat.No. Size Grit 
39765 4%2"x11” #60 or 1/2/0 Grit (coarse) 
39766 4¥2"”x 11" #100 or 2/0 Grit (medium) 
39767 4¥2"x 11" #150 or 4/0 Grit (fine) 
Rated at 
120V Net wt. Ship. wt. 
2.3 amps. 5% Ibs. 6% Ibs. 
3.0 amps. 7% Ibs. 9% Ibs. 


SANDER AND GRINDER SECTION 


BD 


Sanders and Angle Grinders are TOP PERFORMANCE Abrasive Tools which perform almost every kind of surfacing job. With Abrasive 
: : Discs — they handle all sanding, from fast material removal to satin-smooth finishing. With Flaring Cup Wheels and Depressed 
: Center Wheels — they smooth welds and casting ridges; cut off old studs, bolts and rivets. With Wire Cup Brushes — they remove paint, 
4 rust, scale; clean castings, tanks, vats, boilers, sheet metal and soldered joints. There is a COMPLETE LINE of B&D Abrasive Tools 
ranging all the way from the Jow cost, compact 7” Industrial Sander up to the Super-Duty Sanders and Super-Duty Angle Grinders. 
Each one is packed with POWER for fast, economical work and is built for LONG-LIFE and Jow maintenance costs. Check the cutaway 
views of the Sanders and Grinders and then see the following pages for tools that cut costs and save time and money for you. 


Cutaway Features: 
Heavy-Duty Sanders 


Heavy-duty needle bearing 
for longer life. 
Reversible side handle for 
perfect control. 


Hardened spiral bevel 


) € gears with extra long 
life. 


Ball-bearing mounted 
spindle for long life. 


Quick-change flexible 
backing pad. Remov- 
able without spanner 
wrench. 


Armature mounted 
on heavy-duty ball 
peernas for longer 
ife. 


»¢ 


High quality motor built to 
give long life under contin- 
uous load conditions. 


Removable plate for easy 
brush inspection. 


Plunger switch shielded from 
accidental starts. 


Ball-type handle for more 
control. 


Heavy-duty double pole 
switch. Protected from 
abrasive dust. 


Armature mounted on 
heavy-duty ball bearings 
for longer life. 


Cutaway Features: 
Super-Duty Sanders and Grinder 


Commutator area enclosed 

from abrasive dust. ~ 

Special air filter screens easily 

removed for Job site brush 

inspection. 
Special bell shaped 
handle gives long 
cord life and greater 
flexibility. 


Heavy-duty 14 ga. 
rubber cable for 
Jong life. 


Heavy-duty switch 
is dustproof. Built-in circuit 
breaker gives added 
overload protection. 


‘ Instant release 
safety switch with 
automatic release 
lock-pin. Pin may 
be removed. 


Hardened steel 
inserts guard 
brush holder. 


Oversized 2-section brushes 
last long. More power, less 
brush and commutator wear. 


Eye bolt receptacle 
for use when tool 

is suspended from 
cable balance reel. 


Improved exhaust 
deflector blows 
dust away from 
operator. 


Reversible side 
handle for 
perfect control. 


Motor laminations 
give more power 
per pound. 


High quality motor built 
to give long life under 
continuous load condi- 
tions, 


Hardened spiral gears 
for long-life. Free-flow- 
ing grease gives greater 
gear life. Improved 
gear mounting. 


Sander and Grinder Switches 


New Glass-Reinforced 
Polyester Handle 
Instant Safety Lever Switch 


A rugged man-sized handle at a new low price! Instant power shut-off when 
safety lever is released. Bell-contoured cord opening for long cable life. 
Polyester handle with lever switch is standard equipment on 4065, 4057, 
4058, 4070, 4071, and 4232 models. 


Ball Grip Aluminum Handle 
Positive “Off-On” 
Plunger Switch 


Double pole protected switch and knob type aluminum alloy handle affords 
maximum operator control in continuous duty, wide area sanding or grinding. 
This handle is standard equipment on 4035, 4045, 4060, 4050, and 4051 
models, 
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7” Industrial Sander 
Cat. No. 4035 


7” Heavy-Duty Sander 
Cat. No. 4045 


Instant Release Switch 
9” — Cat. No. 4065 (4,000 RPM) 
7” — Cat. No. 4057 (5,000 RPM) 
7” — Cat. No. 4058 (6,000 RPM) 


Plunger Switch 
9” — Cat. No. 4060 (4,000 RPM) 
7” — Cat. No. 4050 (5,000 RPM) 


7” — Cat. No. 4051 (6,000 RPM) 


Heavy Duty 
Sanders 


Your Choice of 
Instant Release 
or Plunger 
Switch 


Cat. No, 4035 


Reversible side handle and non-marring 
tool rest. Instant release trigger switch for 
safety and convenience. Long-life ball and 
roller bearings throughout with Helicon® 
spiral beveled gears for smooth power 
transmission, Duty Rating: Intermittent use. 


Standard Equipment: No, 61829 312” 
quick change backing pad and No. 61908 
phenolic disc; No. 50933 clamp washer; 
hard rubber stand; reversible side handle. 


Cat. No. 4045 


Packed with power. Dependable Black & 
Decker motor gives peak performance on 
all jobs. Built for jong life. Spindie and 
armature ball-bearing mounted; hardened 
spiral bevel gears. Switch protected from 
abrasive dust. Powerful ventilating fan 
keeps tool cool; bail type handle for maxi- 
mum control. Quick-Change Backing Pad 
requires no tools. High temperature wire 
in motor withstands high overloads. 


Standard Equipment: plunger switch; spin- 
dle lock; reversible side handle; strap 
metal stand; No. 50933 clamp washer; No, 
61829 342” quick change backing pad. 


Cat. Nos. 4065, 4057, 4058, 4060, 4050, 
4051 


Speeds to suit each job. 4000 RPM for 
continuous use, heavy-duty jobs requiring 
the full power of the tool. 5000 RPM for 
continuous use, heavy-duty jobs at a 
medium rate of speed. 6000 RPM for 
heavy-duty use with accessories that op- 
erate best when high sanding speed and 
light pressure are used, 


Cat. Nos. 4070 and 4071 


Sets the pace for sander industry. Does 
jobs not possible before. Super powerful 
motor. Produces more torque for fast 
material removal. Longest life: commutator 
wear reduced by oversized 2-section 
brushes. Heavy-duty ball-bearings for 
longer life. Motor brush holders protected 
by steel rings. Dust protected. Commu- 
tator protected by sintered bronze air 
filters. Double overload protection. Special 
resin and varnish on motor wire. 


Always wear safety goggles during sand- 


ing operations! 
Super Duty 
Sanders 

Instant Release Switch 

7” — Cat. No. 4070 (5,000 RPM) 

7” — Cat. No. 4071 (6,000 RPM) 
Comparative Specifications 
New Old Switch 
Cat. Cat No-load Rated at Backing Pad Instant Re- Plunger Spindle Loth. w/o Net Wt. Ship. WtJ 
No. No. RPM 120V Dia. lease Lever Switch Thread Pad Ibs. Ibs. 
4035 891 4000 7.0 amps Y fa Trigger Switch 56-11 146" 7% 9% 
4045 92 4250 6.5 amps. 6%" — Yes 5e"-11 17%” 10% 13 
4065 833-4 4000 13 amps. 8%” Yes _ 5-11 18% 6" 14V2 19¥2 
4057 890-5 5000 13 amps. 6%" Yes _ 56-11 18% 6" 14% 18% 
4058 890-6 6000 13 amps. 6%" Yes _ S%"-11 18% 6” 14% 18% 
4060 433-4 4000 13 amps. 8%” _ Yes 5e”-11 1856” 14 19 
4050 590-5 5000 13 amps. 6%” _ Yes 5%e"-11 1836” 13% 17% 
4051 590-6 6000 13 amps. 6%" = Yes "A 1856” 13% 17% 
4070 797-5 5000 15 amps. 4%” Yes _ 5"-11 20%” 17 22 
4071 797-6 6000 15 amps. 4%” Yes _ "e411 20%" 17 22 f 


v 
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Cat. No, 4232 
Superior power. Special motor lamina: 
tions give most power per pound. Tremen- 
dous speed under load. Out-performs all 
others in doing jobs fast. Longest life 
commutator wear reduced by oversized 
2-section brushes. Heavy-duty ball-bear 
ings for longer life. Motor brush holders 
protected by steel rings. Gear grease for 
perfect non-channeling flow. 8000 RPM 


Sets the pace for the industry. Does jobs ” A 

Does jobs - rin 
not possible before. Dust protected. Com- 7 Super Duty Angle G ders 
mutator protected by air filters, Double Cat. No. 4232 
overload protection. Special resin and P 
varnish on motor wire Extra Heavy-Duty Construction 
STANDARD EQUIPMENT: and Performance i 
7” Super-Duty Angle Grinder: instant release 
switch; No. 52524 7” x %* depressed center wheel | 
and No. 50885 7” guard assembly; hard rubber ] 
stand; reversible side handle: spindle lock; Nx SAFETY NOTE: 
22191 clamp washer; No. 61620 spanner wrench 


Always wear safety goggles during grinding operations! Grinding wheels 
should always be rated at greater than 8,000 RPM. 


REQUIRED GRINDER SAFETY EQUIPMENT 


For using Heavy Duty and Super Duty Sanders on facing page 


—— 


A : 
IMPORTANT! lax oe 


In order to use the bare-spindle, heavy- P 
duty and super-duty sanders shown on 
page 44 as grinders, you must use the 
combinations of safety attachments shown e @ 
in the diagram below. Always wear safety y 
goggles during grinding operations. © | 

ae 


} = 
SPEEDS — 4000, 5000, 6000 RPM 
Safety 
Guard Assembly 
Flaring 
J Disc Wheel Adaptor Cup 
)) z Wheel 
> Safety 
Depressed Guard 
Center Wheel 
Flaring 
Cup 
Wheel 
A Clamp 
En S ie) her 
Washe 
j Comparative Specifications 
Switch : 
New Old No-load Rated at Depressed Instant Release Spindle Lgth. w/o Net Wt. Ship. Wt. 
Cat. No. Cat. No. RPM 120V Center Wheel Lever Plunger Thread Dep. Ctr. Wheel Ibs. Ibs. 
4232 797G-8 8000 15 amps. 7” x Va" Yes — 5-11 20%” 18% 24 
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Black s Decker: Sander & Grinder Accessories 


DEPRESSED CENTER WHEELS 


For Super-Duty and Heavy-Duty Sanders and 8,000 R.P.M. Super-Duty Angle Grinder. Best on rough surfaces — gives better finish than 
that possible with a grinding wheel or where application is too severe for highly flexible, coated, abrasive discs. Have sufficient flexi- 
bility to blend and smooth curved surfaces and corners. Have No. 24 grit (No. 57430 has No. 16 grit). Please consult your B&D Distributor 
for special grits. : 


Max. Max. Safety 

Cat. Wheel Wheel Tool Guard Spindle Wheel 

No. Size Speed Speed Required Size Description 
37111 7” x Ya" 7,750 6,000 350885 Se” x 11 A-24 Grit 
37112 7” x V4" 7,750 6,000 #50885 5” x 11 A-24 Grit 
57430 7” x Ve" 7,750 6,000 #50885 5a” x11 C-16 Grit 
37113 9” x Ve” 6,000 6,000 #37109 5a” x 11 A-24 Grit 
37114 9” x %4” 6,000 6,000 ##37109 5a” x 11 A-24 Grit 
52524 7” x 44" 8,500 8,000 #50885 5e” x 11 A-24 Grit 


FLARING CUP WHEELS 


For some metal grinding applications, a sander equipped with a flaring cup wheel does smoother and faster work than a portable grinder. 
Fit on all tool spindles having %” - 11 thread. 


Max. Max. Safety 
Cat. Wheel Wheel Tool Guard Spindle Wheel 
No. Size Speed Speed Required Size Description 
24050 4” 9,000 8,000 38507 Se” x11 Alum, Oxide 
23444 De 7,250 6,000 38508 Se" x11 Alum, Oxide 
18039 6” 6,000 6,000 38509 Se” x 11 Alum. Oxide 
37219 §” 6,000 6,000 38508 Se” x 11 Silicon Carbide 
37220 6” 6,000 6,000 38509 Se” x11 Silicon Carbide © 


WIRE CUP BRUSHES 


Black & Decker made for use on all portable electric sanders. Finest quality wire gives long service on the toughest kinds of cleaning 
operations. Remove rust and scale from metal. Clean tanks and boat hulls. Take off old paint. Clean castings and structural metal. 


Max. Max. 

Wheel Tool 
Cat. Wheel Speed Speed Spindle 
No. Size RPM RPM Size Wheel Description 

of 

18056 4” 6,000 6,000 5a” x 11 .020 Crimped Wire \ 
24353 5” 6,000 6,000 5” x11 .020 Crimped Wire 
12398 6” 6,000 6,000 Se” x 11 .020 Crimped Wire 


* 020 crimped wire used 
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Sander & Grinder Accessories 


wae & J pom reeet 
heel , sf . Centerwheel 
Guard a a Guard 


SAFETY GUARDS 


Provides safe operating conditions when using flaring cup wheels and depressed center wheels listed in this Acces- 
sories section. 


Cat. Guard 
No. Description Size For use with 
50885 Depressed-Center Wheel Guard Tég 7” Depressed-Center Wheels (Nos. 37111, 37112, 57430, 52524) 
37109 Depressed-Center Wheel Guard 9” 9” Depressed-Center Wheels (Nos. 37113, 37114) 
38507 Flaring Cup Wheel Guard 4” 4” Flaring Cup Wheel (No. 24050) 
38508 Flaring Cup Wheel Guard 5” 5” Flaring Cup Wheel (Nos, 23444, 37219) 
Li 38509 Flaring Cup Wheel Guard 6” 6” Flaring Cup Wheel (Nos. 18039, 37220) 


j No. 50885 
) ¢ 7” Guard Assembly. For 7” depressed center wheels. 


No. 37109 
9” Guard Assembly. For 9” depressed center wheels. 


Flaring Cup Wheel Guards 
Provide safe operating conditions when using Flaring Cup Wheels. 


Quick Change Flexible Backing Pads 


No. 50928 No. 50934 No. 51824 No. 61829 
434” Quick-Change Flex- 6%” Quick-Change Flex- 7” Quick-Change Super- 3%” Quick-Change Rub- 
ible Backing Pad, with ible Backing Pad, with Flexible Rubber Backing ber Backing Pad with 
No. 50933 Clamp Washer. No. 50933 Clamp Washer. Pad with No. 50933 No. 50933 Clamp Washer. 


) | Clamp Washer. 


“Koolflex” Backing Pads 


These light-weight plastic-bonded backing discs provide greater flexibility and very cool operation on sanding appli- 
cations. Can be used with No. 50928 434” Rubber BackingPad. For maximum flexibility use one Koolflex Pad with 
corresponding size Abrasive Disc (i.e. 6%” Koolflex Pad with 7” Sanding Disc). For ‘‘feathering” finish use No. 31000 
6%” Koolflex Pad with 9¥%” Abrasive Disc. For more rigid backing use both sizes of Koolflex Pads with 9%” Abra- 


sive Disc. 

No. 31000 634” ‘‘Koolflex’’ Backing Pad. No. 31001 8%” ‘'Koolflex'’ Backing Pad. 

Disc Wheel Adaptors 

No. 54338 No. 57443 

Disc Wheel Adaptor. For use with depressed center Disc Wheel Adaptor. For use with No. 57430 depressed 
(other than No. 57430) and ‘‘koolie-hat”’ wheels. Includes center wheel. Includes: backing flange. No. 22191 clamp 
wheel backing flange, No. 22191 clamp washer No. 61820 washer; No. 61820 spanner wrench. 


) © spanner wrench. 
{ 
q 


Replacement Clamp Washers 


No. 45925 Repl. No. 22191 Repl. Clamp Washer. No. 50933 Repl. Clamp Washer for Nos. 61829, 

Clamp Washer. Inside-threaded. Used with 50928, 51824 and 50934 Quick-Change 

} Outside-threaded. Depressed Center Wheels Pads. Inside-threaded. Fits through 
listed above. Backing Pads and threads on Sander spindle. 


Abrasive Disc Trimmer 


For complete use of abrasive discs, this Disc Trimmer cuts them down to smaller sizes as the outer edges are worn 
out. Adjustable center-hole pilot on calibrated swinging arm; cutting wheen mounted on one-piece spindle and crank; 
base casting is screwed to bench. Takes discs of 9%” maximum diameter and either %” or ¥2” center-hole; trims 
down to as small as 3” diameter. 


No. 21808 Abrasive Disc Trimmer. No. 21753 Replacement Disc Trimmer Cutter. 


Spanner Wrench 


| | Cat. No. 61820 For use in tightening clamp washers on Sanders. 


Lubricants 


For Super-Duty Sanders and Angle Grinders, Circular Saws, Sanders, Drills, Tappers, Screwdrivers, Portable Grinders and Shears. 
No. 60541 1 Ib. Can Std. Gear Grease. 
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Black s Decker: Portable 
2%" Portable Grinder is a direct drive 
unit, 5” and 6” Portable Grinders have 

= splined gear mountings. Full size ball- 
PS ak bearings, set at extreme ends of wheel 
. & 
« 


spindle, absorb all side thrust and insure 
long life. Armature shaft also mounted on 


® 
B M4 D ® ‘ ball-bearings. Ideal for GRINDING, BUFF- 
a = B? G Fe ING and WIRE BRUSHING for either gen- 
—— = 21” Portable Grinder eral maintenance work or continuous 
% Cat. No. 4265 production operations. 


Completely enclosed switch compartment 
protects the switch from abrasive dust. 
Improved ventilation with forced air flow 
cools motor parts and prevents accumu- 
lation of dirt and grit. Exhaust air is 
directed away from operator. 

Shaped grips prevent tool from turning in 
operator’s hand. Adjustable wheel guards 
can be turned to any desired position. 
Wheel rotation is counter-clockwise, fac- 
ing wheel end. 


Standard Equipment: 


2%” Model: No. 36804 2%” grinding 
‘ wheel; No. 31456 Clamp nut; adjustable 
5” Portable Grinder steel wheel guard; two No. 20285 wrenches. 


Cat. No. 4270 5” Model: adjustable steel wheel guard. 
6” Portable Grinder 6” Model: adjustable steel wheel guard. 


Cat. No. 4276 


Tuck Pointing Kits 

Wheel is enclosed for safety and has 
hinged cover for convenient wheel 
changes. Silicon Carbide Wheel efficiently 
removes old mortar. Leaves a clean joint 
for easy pointing. 

Cat. No. 57488 Tuck Pointing Kit attaches 
to B&D 6” Portable Grinders Nos. 4276 
and 4277 or any other make with a %” 
arbor and a 2%” dia. gear case housing. 


LA +H 
5” Portable Grinder Cat. No. 58271 Tuck Pointing Kit attaches 


Cat. No. 4275 to B&D 5” Portable Grinders or any other 
6” Portable Grinder make with a 2” arbor and a 2%” dia. 
Cat. No. 4277 gear case housing. 


Standard Equipment: steel wheel guard; 
spacer; (for No. 57488) No. 57490 8” x 

== %" x %” silicon carbide abrasive wheel: 
(for No. 58271) No. 58274 8” x %4” x V2” 
silicon carbide abrasive wheel. 


Replacement Silicon Carbide Abrasive 
Wheels For Tuck Pointing Kits 


Cat. No. 57490 8” x %” x %” for No. 


57488 Kit. 
Cat. No. 58274 8” x %4” x ¥%” for No. 
58271 Kit. 
ras tae eee ble Grind Drills, T. 
inti For Portable Grinders, Drills, Tappers, 
ne Screwdrivers, Sanders, Shears. 


No. 60541 1 lb. Can Std. Gear Grease. 


| Caution! Always use safety goggles dur- 
Comparative Specifications ing all grinding operations. 


ee a] 
New Old No-load Rated at Rocker Plunger Inst. Rel. Net Wt. Ship. Wt. 
: Cat. No. Cat. No. Wheel Size RPM 115V Switch Switch Lever Switch Length Ibs. Ibs. 
} | 4265 395 2¥2" x Va" x Ye" 14,500 3 amps. Yes — —_ 16%” 75% 10 
| 4270 60 5” x %4" x Yo" 4500 6.5 amps. _ Yes —_ 224%," 12% 16 
4275 60-1 57x %" x Ve" 4500 6.5 amps. _ _ Yes 2346" 13 — 16% 
4276 61 6” x 1” x 4” 3750 12 amps. _ Yes _ 245%” 18% 21% 
4277 61-1 6" x 1" x 5” 3750 12 amps. _ _ Yes 25” 19% 22 
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Die Grinders offer many important ad- hai 
vantages for high-speed, accurate, porta- 
ble grinding. Among these are (1) Small 
powerful motors provide for easy handling 
and very light weight, (2) Precision chucks 
to carry mounted points and stones, (3) 
Extended spindle housing to permit grip- 
ping the tool close to the stones for care- 
ful, accurate grinding. Ideal for die shops, 
stamping plants, tool rooms. 


Die Grinder 
Cat. No. 4280 


Standard Equipment: 


Cat. No. 4280: 14” chuck; 2 double-end wrenches; 
toggle switch. 

Cat. No. 4285: 1%” chuck; 2 double-end wrenches 
Cat. No. 4290: No. 24187 14” chuck with No. 21955 
reducing sleeve; two No. 20285 wrenches. 

* Wheels are not supplied with Die Grinders. Cau- 
tion: Use only with high-speed bonded wheels. Ask 
your B&D Distributor about wheels and burrs for 
use with these units. 


Die Grinder 
Cat. No. 4286 


Replacement and Extra Equipment 


For Cat. Nos. 4285, 4286 & 4280 

No. 21955 

Reducing Sleeve for reducing Collet 
Opening to %”. 


For Cat. No. 4290 
No. 24187 
%” S.A. Chuck with %” Reducing Sleeve. 


Die Grinder 
Cat. No. 4285 


Die Grinder 
Cat. No. 4290 
Caution! Always use safety goggles during 
all grinding operations. 
Comparative Specifications 


New Old Maximum No-load Rated at Net Wt. Ship. Wt. 
Cat. No. Cat. No. Wheel Diam.* Speed 115V Length Ibs. Ibs. 
4280 Cat. No. 577 (#8) 
%" 30,000 RPM 1.5 amps. 11%” 2% 3% 
4286 Cat. No. 291 (#12) 
Bonnet Cap 
Switch-in Cap av 17,500 RPM 1.5 amps. 1114, 6” 4 5 
4285 Cat. No. 290 (#12) 
Extended 
Switch Handle 2” 17,500 RPM 1.5 amps. 15156” 4% 5 
4290 Cat. No. 499 (#20) 
Pa 14,500 RPM 3 amps. 17%” v 10 
Seen esse eee eee ee ee 
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6” Bench Grinder 
Cat. No. 4305 


6” H.D. Bench Grinder 
Cat. No. 4310 


7” H.D. Bench Grinder 
Cat. No. 4320 


6” H.D. Deluxe Bench Grinder 
with Illuminated Eye Shields 
Cat. No. 4315 


7” H.D. Deluxe Bench Grinder 
with Illuminated Eye Shields 
Cat. No. 4321 


Comparative Specifications 


Cat. No. 4305 

Full % HP, Ball-bearing equipped 
throughout. Full width eye shield. Adjust- 
able tool rests. Equipped with rubber 
feet for resting on bench, Special hole on 
end of wheel cover provides easy access 
for screwdriver — makes tightening whee! 
simple. UL listed (60 cycle only). Flat front 
design allows maximum use of wheels, 
Switch: slide switch with relay. Uses 
single section wire wheel brush, 


Cat. Nos. 4310 and 4320 


Greater wheel clearance (%”) permits 
longer use of grinding wheel. Grinders 
meet Underwriters Laboratories and ASA 
safety requirements. Wheels enclosed in 
stee| guards for safety. Long life, constant 
speed B&D induction motor completely 
enclosed to keep out abrasive dust. Tool 
rests and spark shields adjustable for 
angle and wheel wear. 4 rubber feet per- 
mit use on bench. Also fits Bench Grinder 
Pedestal on page 51. Uses 1 or 2 section 
Wire Whee! Brush. Use for tool sharpen- 
ing, wire brushing, buffing, grinding. Per- 
fect for tool rooms, wood working shops 
and farms. ¥3 H.P. 

Switch: rocker type. Actuates relay which 
gives years of trouble-free starting. 


Bearings: heavy-duty ball-bearings on 
spindle give true-running wheels for accu- 
rate work 


Cat. Nos. 4315 and 4321 


Totally enclosed split phase induction 
motor, % HP. Spark shields adjustable for 
wheel wear. Tool rests adjustable for 
angle and wheel wear. Rubber feet. UL 
listed. 


Switch: rocker type. Actuates relay which 
gives years of trouble-free service. 


Bearings: ball-bearing equipped through- 
out, lubricated for life of the bearing 


Standard Equipment: 

(Cat, No. 4305): 6” Grinding Wheel; 6” Wire Brush; 
2 Steel Wheel Guards with Covers; 2 Adjustable 
Tool Rests; Adjustable Spark Shield; 4 Rubber 
Feet; Slide Relay Switch in Base 

(Cat. Nos. 4310 & 4320): grinding wheel; wire 
brush; 2 steel whee! guards with covers; 2 adjust- 
able tool rests; 2 adjustable spark shields; 4 rub- 
ber feet; 2 bolts for bench mounting; rocker switch 
in base. Overload warning light on 4320 

(Cat. Nos. 4315 & 4321): grinding wheel; wire 
brush; 2 steel wheel guards with covers; 2 adjust- 
able too! rests; 2 adjustable spark shields 2 
15-watt. illuminated eye shields; 4 rubber feet; 
2 bolts for bench mounting; rocker switch in base. 
Overload warning light on 4321 


Motor Height to Net ShipJ 

New Old Rating Spindle C/L of Wheel Amps. rated at 120V No-load RPM Rated-load RPM | 

Cat. No. Cat. No. Phase H.P. Length Spindle Size 60 cycles 50 cycles 60cycles 50cycles 60 cycles 50 cycles Voltages Ibs. Ibs. 
6” dia. 120V 

4305 605 1 % 111% 6” 4%" Ye" face 5.1 5.3 3600 3000 3450 2900 60 cycles 18 20 
Ve” hole AC only 
6” dia. 120V or 220V 

4310 614 1 Vs 114%” ANY, 6” 5a" face 4.4 5.0 3600 3000 3450 2890 50/60 23 «28 
V2” hole cycles 

” 7” dia. 120V or 220V 

4320 786 1 % 11% 4H 6" %" face 4.4 5.0 3600 3000 3450 2890 50/60 25% 30 
V2" hole cycles 
6” dia. 120V or 220V 

4315 616 1 VA) 11%” ANY, 6” %" face 4.4 5.0 3600 3000 3450 2890 50/60 25 28 
V2” hole cycles 
7” dia. 120V or 220V 

4321 787 1 V 11%” ANY, 6” %" face 4.4 5.0 3600 3000 3450 2890 50/60 29-34 
Yo" hole cycles 


a 
Motor: for Nos. 4305, 4310, 4315, 4320, 4321) single phase induction motor. Please give current characteristicoy vonage, pase ana eyeles WHen Orcennan Alt Bench 


Grinder Motors operate on AC only. 
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Bench Grinder 
Cat. No. 4325 (1 phase) 
Cat. No. 4326 (3 phase) 


10” Heavy-Duty 
Ball-Bearing 
Bench Grinder 
| Cc Cat. No. 4330 
(1 phase) 

Cat. No. 4335 
(3 phase) 


Bench : e 
Grinder a 
Pedestal \ 


Cat. No. 53536 


Cutter Dresser 


Diamond Dresser 


Cat. No. 19115 Cutter-type Dresser (with spare cutter set). 
Cat. No. 19983 Replacement Wheel Dresser Cutter Set. 


Cat. No. 21961 Diamond Wheel Dresser, complete with 
diamond, 


Cat. No. 5574 Diamond and Nib for No. 21961 Dresser. 


Shatter-Proof Eye-Shields 


(not illuminated) 


Cat. No. 34575 One 3%” x 5%4” Eye-Shield. Includes glass, 
brackets, bolts. 


Cat. No. 34576 One 314” x 5%” Replacement Shatter-proof 


*Not reconnectable. Please specify voltage. 
+Reconnectable for either voltage. 


8” Heavy-Duty Ball-Bearing 


Cat. Nos. 4325 and 4326 


Has the extra power needed to do 
tougher types of jobs. Full 9% HP motor. 
Ball-bearings to assure long, trouble-free 
dependable service. Motor is completely 
enclosed to keep out abrasive dust. En- 
closed steel wheel guards meet all safety 
requirements. U-shaped tool rests give full 
support, are adjustable for wheel wear and 
are perforated to prevent accumulation of 
dust and metal. Wheel guards are 
equipped with adjustable spark shields 
and will take standard 3-section wire 
wheel brush without changing guard. 
Switch: 2-pole pushbutton switch, re- 
cessed for protection but easily acces- 
sible. 

Bearings: ball-bearing equipped through- 
out. 


Cat. Nos. 4330 and 4335 


Powered by a full 1 HP B&D constant- 
speed motor. Designed for the finest tool 
dressing, grinding, wire brushing, burnish- 
ing and buffing. Motor is completely en- 
closed to keep out abrasive dust. Ball- 
bearing equipped for smooth power flow 
and long life. Strong steel enclosed wheel 
guards, with removable end plates, meet 
all safety requirements. Guards are wide 
enough to take a 4-section wire wheel 
without changing guard. Tool rests and 
spark shields are adjustable for wheel 
wear, Guards are equipped with outlets 
for connection to exhaust ducts or dust- 
collecting system. 

Switch: 2-pole toggle switch. 

Bearings: ball-bearing equipped through- 
out. 


Standard Equipment: 


Nos. 4325 & 4326 — Medium Grinding Wheel; Fine 
Grinding Wheel; two enclosed wheel guards with 
tool rests and spark shields; pushbutton switch in 
base; lead wires for permanent connection; 4 
rubber feet. 

Nos. 4330 & 4335 — Coarse Grinding Wheel; Med- 
ium Grinding Wheel; 2 wheel guards with tool 
rests and spark shields; toggle switch in base; 
lead wires for permanent connection; 4 rubber feet. 


ACCESSORIES 


Bench Grinder Pedestal 


Cat. No. 53536 

Convenient height. Detachable water pot. Use with 
all B&D Bench Grinders. Height: 3154”; Base 16” 
$q.; Ship. wt. 53 ibs. 


Shatter-Proof Eye-Shields 

(not illuminated) 

For 6”, 7,” 8” and 10” Bench Grinders. Shields are 
bolted to Wheel guards through holes already posi- 
tioned on bench grinders. rackets are quickly 
adjusted to suit operator 


Grinding Wheel Dressers 


Two types of Wheel Dressers are available for 
truing and cleaning Bench Grinder Wheels. The 
cutter type dresses the wheel quickly for fast 
grinding; the diamond type produces a very accu- 
rate, smooth face for finish-grinding. 


glass. 
Comparative Specifications 
eS eee 
Motor Height to P 
New Old Rating Spindle C/L of Wheel Amps. rated at 120V Amps. rated at 220V No-load RPM Net Wt. Ship. Wt. 
Cat. No. Cat.No. Phase H.P. Length Spindle Size 60 cycles SO0cycles 60cycles S0cycles 60cycles S5Qcycles Voltages Ibs. Ibs. 
8” diam. 
432574 1 % = 18%" BY” %" face 9.75 10.0 _ = 3600 3000 fever es 72 
5” hole 
8” diam. 220V or 
4326 76 3 % 18%4” BH 6” 7a" face 2.3 2.4 — —_ 3600 3000 440V+ 65 72 
58” hole 
Ne 10” diam. 
. 4330 83 1 1 23%” 9%” Wface 13 14.6 — ~ 1800 1500 120V 114 125 
%” hole 
10” diam. 
433585 3 1 23%” 9%” V face — — 3.2 3.2 1800 1500 rit Si 
A.” hole 


a. 0) ee 
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Grinding Wheels 


Black & Decker Grinding Wheels 
are manufactured by the nation’s 
leading abrasives manufacturers to 
stringent quality specifications. 


Use with tools 


6” Utility, 6” Junior, 6” Std. Bench 
Grinders, No. 614 6 H.D. Bench 
Grinder 


Description 


Model 
No. Specifications 


39022 
39023 


Portable Grinder & Bench Grinder Accessories 


Style 
Type 


Ya" A60 RV 1 
A46 RV 1 


Versatile in that they can be used 
on Bench Grinders, Portable and 
Die Grinders, Portable Sanders, 
Drills, etc.; these Grinding Wheels 
are built for rugged heavy-duty use 
and long life. 


ey 


6” H.D. Bench Grinder (H, K, L, 
and M), No. 616 6” H.D. 
Deluxe Bench Grinder 


%” Ya" A60 RV 

A46RV 
18061 1%" A36 N6V 1 
18062 A60 L6V 1 


10274 10” Ys” 
10275 


8” Bench Grinder (F and G) 
Nos. 74 & 76 


10” Bench Grinder (B, C and D) 
Nos. 83 & 85 


A24 Q6V 1 
A46 N6V 1 


Portable Grinder and Die Grinders 


4” Portable Grinder 

5” Portable Grinder Nos. 60 & 60-1 
6” Portable Grinder Nos. 61 & 61-1 
7” H.D. Bench Grinder No. 786 


7” H.D. Deluxe Bench Grinder 
No. 787 


Cotton Buffs 


Used on Portable or Bench Grinders 
for general. purpose buffing, polishing, 
coloring, cutting and finishing. 
Mounted directly on wheel spindle. 

3” Dia. Buff is used with %4” and 


4 ‘ Model No. 39015 26870 39016 26872 26873 26874 26875 26876 
” H ” Hy H 
Yo" Drills. % Sa asin anette 3” 4n 6” 3” 40" Be ae 10° 
ea- A 
Width %" %” ye” 5” 5” %" V4" Va” 
Hole Diameter Ye" Ye" a" 5” %" V2” 5" %” 
Wheel Arbors 
Fits 4” to V2” Drills. Carry grinding (i ; any No. 39026 1%” Drill Arbor (¥2” Diam., %4” Shank). 
wheels, wire wheel brushes and | No. 8449 %” Drill Arbor (¥2” Diam., 2” Shank). 


cotton buffs. 


Rubber No. 66547 456” Rubber Backing Pad with Plain Shank 


Backing Pad 


€ 


) 


Portable Grinder & Bench Grinder Accessories 


Wire Brushes 


Top Quality—Made by us on our own 
special machines so that you can 

WHIRLWIND® WIRE WHEEL BRUSHES be assured of Black & Decker’s 
traditionally high standards of 
quality and performance. 


Versatile Rovere ee are : 

: brushes for practically all types o 
Hol deter grinding, buffing or cleaning 
machines. They can be used for 
removing rust and scale from all 
metal surfaces, for cleaning tanks 
and boat hulls, for removing old 
paint and for cleaning castings and 
structural metal. 
. Long Life—High quality, tough 
% crimped steel wire, precisely locked in 
Yn” place, gives you a brush that has 


Brush Width 


No. Dia. | Speed RPM | Sections |} Hub =| Face | 
39009 The a 
23201 14 4” 

21397 4" 
39011 he” 
39012 3750 144” 
21401 1" 

1h 


.014” WIRE DIAM. 
(30 GAGE) 

(for rough general 
purpose cleaning) 


23206 The” Th" longer wearing qualities even on 
21405 | | om | 2 | te ie" ll a are 
— iss = Well Balanced—Each brush is 


balanced and will run true and 
even because of the care with which 
the brushing wires are distributed in 
the body when manufactured. 


Continuous-Strand Coristruction— 
Each wire tuft is locked independently, 
hence a more dense and even 
brushing surface is attained and there 
is less danger of loose wire. 


[—2vor_| 1 | veo | 4 | tr | 1%" _| 
[—araos | 12 | 100__| «| 1m" | 2m" _| 


27000 1 The’ = 
27001 2 6" he" 
27002 3 1" 1%” 
27003 1 Ya” a" 
27004 3750 2 min 4" 
27005 3 1" 1%” 
27009 he” Ya" 
27010 he” 1%” 
27011 1° 11%" 


[arose [too | «| a4" | 2m" | 


39008 he” 5" 

23209 Ae” 7%" 
23210 iid 1%” 
39010 he” Ys” 
23212 3750 he” 1%. 

23213 a” 1%” 
23217 1 6" 
23218 2 

23219 3 


Use Model Nos. 39008 and 39009 4” Wire Wheel Brushes above with %4” Drills and Wheel Arbors 
on preceding page. 


.0118” WIRE DIAM. 
(33 GAGE) 

(for high-speed 
buffing operations) 


.005” WIRE DIAM. 
(47 GAGE) 

(for fine finishing 
and burnishing) 


A. Fit all sanders with 5%%”-11 thread 
spindle. 6000 R.P.M. maximum safe speed. 
No. 18056 4” Wire Cup Brush 

(.020” crimped). 
No. 24353 5” Wire Cup Brush 

(.020” crimped). 
No. 12398 6” Wire Cup Brush 

(.020” crimped). 


B. Fits into chuck of any %” Drill. Has 


straight chuck shank. 2000 R.P.M. maxi- 
mum safe speed. 


No. 39014 3” Wire Cup Brush. 


Wire Cup Brushes 


No. 21416 iamorauly solid wire-filled brush Carbon Removing Brushes 


No. 21417 Side-flare brush for close corner 
work (B) 


No. 21418 Small cleaning brush. 


Made of tempered steel wire; used 
with %” Drills to remove rust and 
scale from metals. Leaves a burnished 


No. 21419 plioe core, flare-bottom brush surface. 

FOR 6” BRUSHES: Built-in arbor hole 

plates have 1” hole. Extra adapters avail- Model No. 14080 14081 

able in sizes shown at right. Same adapt- Hole Size Yo" 5” Arbor Hole Adapters 


ers fit 1, 2 or 3-section Brushes. 
Whirlwind® Brushes are equipped 
with washer-type adapters. Each 


FOR 7”, 8”, 10” and 12” BRUSHES: Built-in Brush includes two adapters of size 
oer hole plates have ae san ae Model No. 59551 14070 14072 shown in table at left. Extra adapters 

adapters available in sizes shown at right. i Yo" ” ” H H . 

Same Rice Gide S oc & eacton Hole Size Ye % 1 may also be ordered, in desired sizes. 
rushes. 
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SCREWDRIVER SECTION 


ANGLED JAW CLUTCH 


A positive clutch screwdriver is used in applications where the operator controls the 
driving torque. The torque increases in relation to the amount of pressure exerted by 
1 il the operator on the too/. As the operator pressure increases, the torque on the screw 
increases. The bit is automatically disengaged when the operator releases pressure on 
| : the tool. 


Adjustable Clutch 


SPRING MECHANISM 


DEAD SPINDLE CLUTCH SLIP CLUTCH 


The driving torque in an adjustable clutch screwdriver is controlled by mechanical 
means. The desired screw torque can be pre-set with the adjustable spring mechanism. 
This torque will then remain constant. Spring tension causes the “dead spindle clutch” 
to disengage the bit from the driving force (slip clutch) when operator releases 
pressure on the tool. 


Depth Sensitive Clutch 


LOCKING SLEEVE 
THREADED NOSE PIECE DRIVING CLUTCH 


A depth sensitive clutch screwdriver is the best in every application where precise 
screw depth control is required. Depth control is accomplished with a threaded adjust- 
able “‘nose piece” which screws in or out to pre-set the desired screw depth. As the 
“nose piece” surfaces on the material, the driving clutches disengage and the bit no 
Jonger turns the screw. 


The “locking sleeve” which locks the “nose piece” in position should be slipped back 
before the “nose piece” setting can be adjusted. 
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Speed 

Time means money in assembly work, repair, installation 
and “knock-down” operations. B&D Screwdrivers accom- 
plish these faster—enabling operator to turn out more 
actual work per hour. 


Less Fatigue 

With comfortable balanced control, light weight, and 
greater ease of operation, B&D Screwdrivers make work 
easier on the operator—take the hard work out of screw- 
driving. 


Uniformity 
Modern assembly methods demand uniformity of product 
in strength and tightness as well as design. B&D Screw- 
drivers provide this strong, uniform tightness for all types 
of screws. 


Less ‘‘Down Time” 

In addition to regular continuous-production work, B&D 
Screwdrivers facilitate repair and installation work on all 
types of assembly line machinery. 


“Gat No. 2020 


Equipped with reversing switch conven- 
jently located on top of tool. Bit retained 
by spring-loaded bal! for rapid changing. 
Heavy-duty generated tooth clutch pro- 
vides longer, trouble-free service. Positive 
driving clutch permits spindle to idle, to 
engage faster. Duty rating: heavy-duty. 
Bearings: 2 ball, 2 caged roller, 3 
needie, Switches: single pole trigger; 
reversing switch. 


Cat. Nos. 2045 and 2046 


Positive clutch for operator controlled 
tightness. Snap-in bit holder. Pistol grip 
provides firm control. Choice of two 
speeds. Heavy-duty, heat treated gear 
train. Duty rating: continuous heavy duty. 
All ball and needle bearing construction 


Cat. Nos. 2061, 2062 


New quick change bit holder. Black & 
Decker-built motor produces greater 
torque at higher speeds than any com- 
parable tool. Heavy-duty heat treated gear 
train, Duty rating: high powered, continu- 
ous heavy duty. Contoured handle for 
operator comfort in all driving applica- 
tions, Ali bali and needie bearing con- 
struction. 


Cat. Nos. 2073 and 2074 


Most powerful, longest lasting reversing 
screwdrivers you can buy. Manually- 
engaged “dead spindle’ permits full 
screw head engagement before “‘driving,” 
and immediate disengagement when driv- 
ing pressure is released. Side handle for 
complete control. All ball and needle 
bearing construction. 


Comparative Specifications 


POSITIVE CLUTCH MODELS 


No. 10 
Reversing Scrugun® 
Cat. No. 2020 


Heavy-Duty 
Reversing Scrugun® 
Cat. No. 2045 


New! Cat. No. 2046 (1700 RPM) 


Hi-Torque 
Reversing Scrugun® 
Cat. No. 2061 
Cat. No. 2062 


Super Torque Reversing Screwdrivers 
Cat. Nos. 2073 and 2074 


New Old Z No- Amp. Machine Sheet 
Cat. Cat. Bit load Rating Length Net Wt. Ship. Wt. Wood Screws Drill Point Thread Forming Metal 
No No. Holder RPM 120V in. Ibs. Ibs. Screws & Nuts Screws Thread Cutting Screws 
2020 630 _— 800 2.3 10 3% 5 3£10x2” #12 — _ = 
2045 572 Snap-In 600 3.0 9 3% 445 #12 Ye" Ya" Ya" — 
2046 Snap-In 1700 3.0 9 3% 4% #12 Va" Yq” Ya" — 
Quick ” #12 in. ” 
2061 940-01 Change. 2500 4.0 9¥ 4% 5% #10 Y% 318 CRS Ys #10 
Quick ” Not Rec- ” " 
2062 940-02 Change 800 4.0 9% 4V2 6 #16 ¥% ommended % Ya" 
2073 «950-04 ae 2 1900 = 8.0 14 8% ov #14 %” v4" %” %4" 
Quick ” Not Rec- , ” 
2074 950-05 Change 600 8.0 14 8% 9% #20 ve ommended ve” Ys” 


Cat. No. 2012 


Drives up to No. 8 screws on assembly- 
line work. Compact, lightweight. It is con- 
trolled by two springs which permit auto- 
matic driving of varying sized screws to a 
uniform degree of tightness. Switches: 
Paddle “ON-OFF” switch with toggle re- 
vérsing switch. Duty Rating: continuous 
heavy duty use. Bearings: 4 ball, 1 ball 
thrust. Standard Equipment: suspension 
bail and reversing switch. 


" Cat. No. 2030 


Drives up to No. 12 self-tapping and ma- 
chine screws, and No. 10 wood screws. 
Equipped with reversing switch conven- 
iently located on top. Spring loaded ball 
bit retainer for rapid bit changing. Heavy 
duty generated tooth clutch gives longer, 
trouble-free service. Clutch adjustment nut 
provides easy changing of driving torque 
on bit. Duty rating: continuous heavy duty 
use. Bearings: 2 ball, 2 caged roller, 3 
needle. Switches: single pole trigger, re- 
versing switch. 


Cat. No. 2055 


External adjustable clutch has positive 
locking mechanism. Easily set by hand. 
Stays set! Heavy-duty heat-treated gear 
train for long life, Duty rating: continuous 
heavy-duty. All ball and needle bearing 
construction. Switches: double pole trig- 
ger, reversing switch. 


Cat. Nos. 2063 and 2064 


The clutch is on the outside for easy set- 
ting and locking. Clutch controls torque 
output. You can drive fasteners all day to 
a pre-set degree of tightness. Heavy-duty 
gear train and clutch mechanism are heat- 
treated for durability, low maintenance. All 
ball and needle bearing construction, Duty 
rating: high powered continuous heavy- 
duty. Switches: double pole switch. Dead 
spindle for engaging bit with fastener. 
Test the Adjustable Clutch Scrugun® to- 
day... and save! 


Cat. No. 2075 


Super torque—the most powerful, durable 
adjustable clutch screwdriver you can 
buy. Handles up to No. 20 wood screw, 
¥%” machine screw, ¥” thread forming 
screw, %” lag bolt, or any self-drilling 
screw. Features heavy-duty, heat-treated 
gear train for long, trouble-free perform- 
ance. Duty Rating: continuous heavy-duty. 
Bearings: all ball and needle bearing con- 
struction. Switch: Heavy-duty, double pole 
“ON-OFF” trigger switch with slide revers- 
ing switch. Auxiliary side handle. 


Comparative Specifications 


ADJUSTABLE CLUTCH MODELS 


No. 10 
Reversing 
Scrugun® Cat. No. 2030 


S 


No. 12 
Heavy-Duty, Reversing 
Scrugun® 

Cat. No. 2055 


Heavy-Duty, Hi-Torque 
Scrugun® 
Cat. Nos. 2063 and 2064 


Super Torque Reversing Screwdriver 
Cat. No. 2075 


Capacities 
New Old ——— Length 
Cat. Cat. Wood Machine Screws Drill Pt. Thread Forming, Sheet Metal Self-tapping No-load Amp. Rating (incl. Net Wt. 
No. No. Screws & Nuts Screws Thread Cutting Screws Screws RPM at 120V bit) Ibs. 
2012 580 HEx%” No.8 — _- — No. 8 3,000 1.5 11%” 2% a 
2030 86631 #10x2” No. 12 —_ —_ _ No. 12 800 2.3 101%," = 4 ) 
2055 573 #12 V4” _ V4” Ya” —_ 600 3.0 10%” 4 Ze 
2063 940-03 710 V4” #12 Ys” Va" _— 2,500 4.0 10%” 5 
2064 940-04 #14 He” #12 %” Ya” —_ 800 4.0 1036” 5% 
2075 950-06 20 He” _ %” Va” — 600 8.0 156” 8% 


screwdrivers 


DEPTH-SENSITIVE MODELS 


Cat. No. 2035 


Used for mounting wallboard quickly and 
profitably. Use with 1” and 15” steel 
studding screws, 1%” wood studding 
screws, and acoustical tile screws. Elimi- 
nates “Nail-pops” in drywall installation. 
Drives mounting screw to exact pre-set 
depth below wallboard surface. Prevents DRYWALL SCREWDRIVER 
marred screw heads, damaged wallboard 
surfaces, broken bits, or stripped threads. 
Magnetic bit tip holder accommodates bit 
tips that fit No. 2 Phillips Head mounting 
screws. i 

Bearings: 6 ball, 2 needle. 

Duty rating: continuous heavy-duty. 


Accessories for No. 2035 Screwdriver: No. 
52059 magnetic bit tip holder; No. 52058 
bit tip (for No. 2 Phillips Head Screws). 


Heavy-Duty 
Drywall Scrugun® 
Cat. No. 2035 


makes drywall mounting 


Cat. No. 2060 quick and profitable! 


Depth sensitive — gives precise pre-set 
screw depih on flat surfaces. Genuine 
Black & Decker motor delivers greater 
torque at higher speeds than any other 
comparable tool. Clutch has hardened 
wear surfaces. Special handle provides 
operator comfort during extended driving 
jobs, Features snap-in bit holder. Revers- 
ing switch. Drives up to No. 10 wood 
screw, No. 12 drill point screws, No. 10 
sheet metal screws. 

Duty rating: continuous heavy-duty. 
Bearings: 6 ball, 2 needle. 

Switch: double pole trigger with toggle 
reversing. 


Heavy-Duty, Hi-Torque 
Scrugun® 
Cat. No. 2060 


Cat. No. 2070 


Here’s the most powerful, most durable 
depth sensitive screwdriver you can buy! 
Choice of speeds handles anything up to 
a No. 20 wood screw, 12” machine screw, 
¥2” thread forming screw, or %” lag bolt 
with ease. Provides precise, predeter- 
mined screw depth on flat surfaces. Has 
heavy-duty, heat treated gear trains for 
long, trouble-free service. Powerful Black 
& Decker-built motor. 

Duty rating: continuous heavy duty. 
Bearings: 3 ball, 4 needle. 

Switch: heavy-duty double pole “ON-OFF” 
trigger switch with slide reversing switch. 


Super-Torque Reversing Screwdriver 
Cat. No. 2070 


Comparative Specifications 


Capacities 
_ New Old ee Length 
Cat. Cat. Wood Machine Screws Drill Pt. Thread Forming, Sheet Metal Self-tapping No-load Amp. Rating (incl. Net Wt. 
No. No. Screws & Nuts Screws Thread Cutting Screws Screws RPM at 120V bit) Ibs. 
2035 740-2 —_ — _ —- ~ — 2,500 3.0 11%” 4 
2060 940 #10 Ya” #12 in .218 CRS V4” #10 -- 2,500 4.0 10%” 4% 
2070 950-01 #14 %" V4" ye” V4” —_ 1,900 8.0 152” 8% 
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| Slacks Decker Screwdriver Accessories 


Power Bits, Insert Bits, Finders, Holders 


| 
1 
1/4” Hex Drive Shanks for Hex Shank Insert Bits 
| 1/4” Square Drive Sockets 
For Nos. 2012, 2020, 2030, 2045, 2055, 2061, 
| 2062, 2063, 2064 Screwdrivers. 


%"” Hex 6” Hex 


Screw Type Point Size Mod. No. Mod. No. 


© 63387 


Shank Square 
Size Drive Length Mod. No. 
Ya” Ya" 2 20510 
%” %" 6” 20511 


2 & drywall 
63389 
63391 


jamie aeees| 
Fre. n 6 & larger 63396 
Reed & Prince 5 & smaller 


Phillips 63393 
Pozidriv® 63394 
63395 


5 1/4” Square Drive Sockets 
For Driving Hex Nuts and Sheet Metal Screws 


| cx 


} i Length Mod. No. 

} Non-Mag. i” 20512 
Non-Mag. %" 20514 

| Non-Mag. We” 20516 

| Magnetic 7a" 38420 

| | Magnetic Ye" 38422 

| 

| 

| 


Socket Head 63402 
and Cap Screws 63403 
63404 


| Magnetic Ye” 38424 


7/16” Hex Drive Shanks for 
1/2” Square Drive Sockets 


For Nos. 14, 18, & 2070, 2071, 2072, 2073, 
2074, 2075 Screwdrivers. 


Shank Square 
| Size Drive Length Mod. No. 


he” %” 2%" 22792 
he” ve" 2%” 22794 


1/2” Square Drive Magnetic Sockets 
For Driving Hex Nuts and Sheet Metal Screws 


Phillips 
Pozidriv® 


Hex i 


Broach Diameter 
Type Size Nose Drive Length Mod. No. 
A %” 50” 1H 6” 1%" 63405 
Bhs” We” Ve” 1%” 63406 


Hex Shank Bit Tip Holders 
Y%” Hex for %” Tips 


‘ ) : wey 


Type Length Mod. No. 
Magnetic 3” 52059 
(For No. 2035 only) 
Non-Mag. 2 61108 
Magnetic 63957 
the’ Hex for 4s” Tips 
Non-Mag. 63385 
Magnetic 63386 


--——— 


SCREW TYPE Bit Non-Mag. Finder Magnetic Finder 
Flat or Oval Fillister . No. Mod. Ni Mod. No. 


3 719800 — 

4,5 719810 719200 

719820 719120 

719830 719130 

719840 719500 

10, 12 719860 719160 

14, 16, % — 719170 
14, Va 719870 — 

Pan 

2,3 719800 — 

719810 719200 

719820 719120 

719830 719130 

719840 719500 

719860 719160 

— 719170 
65901 719870 — 


Nut Setters 
%" Hex Drive—One Piece 


| Socket 

Type Length Mod. No. 

j Non-Mag. 61105 

} Non-Mag. 61106 

| Non-Mag. 61107 

Magnetic 49278 
Magnetic 65876 

| Magnetic 65877 

| Magnetic 65878 FOR 719XXX SERIES FINDERS. 

65879 Finder Sleeve—Adapts all No. 8, 10, 12 Scrugun® 

screwdrivers for holding #719XXX series finders. 


Hex Bit Extension Use with above bits and finders. 


Cat. No. 22539 


1/4” Hex Bits w/Rotating Finder 


7/16” Hex Bits w/Rotating Finder 


Bit and For Nos. 2070, 2071, 2072, 2073, 2074, 2075 Screwdrivers 
Flat or Bit Finder Bit Bit and 
Oval Round Fillister Mod. No Mod. No. Length Flat or Bit Finder Bit 
4,5 4,5 4,5,6 17688 17690 32” Oval Round Fillister Mod. No. Mod. No. Length 
8 8 8, 10 13353 13356 3%" 6,8 6, 8. 10 8, 10 5106 5346 3%” 
8 8 8, 10 13470 13469 6” 10 12 12 §108 5330 3%” 
10 10 12 18594 18593 3%” 12 14, % V4 5110 5343 342” 
12 12 V4 46687 21731 3%” 14, 16, % 16, 18 Ke 5112 5344 3%2” 
Bindings. Pant © = Ulruss “ene i 14, 16, V% 15065 15101 5” 
a5 4,5 5,6 17688 17690 32” 18, 20, {6 _20, fs % 5116 5364 35" 
6 8 5,6 13353 13356 3%” 24, % 24, % 5120 5369 3%” 
6 8 8, 10 13470 13469 6” Binding Pan Truss 
8, 10 10 18594 18593 32" 6 6, 8 5,6 5106 5346 32" 
12 46687 21731 3%” 8,10 10 8 5108 5330 32" 
12 12 10 5110 5343 32” 
Va Va 12 5112 5344 3%" 
Ke Vs 5116 5364 352” 


There’s a Black & Decker Screwdriver for every fastener application 


Type of Screw 


Special Metal Building 
Sealer Screw 


Teks®* Trailer Decking 
Screw 


No. 18 Wood Screw 


No. 10 Wood Screw 


¥%-16 Swaging Type 
R. R. Deck Screw 


Y2-20 Thread Forming 
Screw 


10-32 Machine Screw 


No. 14 Type A Sheet 
Metal Screw 


Drywall Screw 


¥4-14 Super Teks® 
Sealer Screw 


10-24 Type F Thread 
Cutting Screw 


6-32 Thread Forming 
Screw 


4-24 Teks® Drill 
Point Screw 


Driver Recommended 


2060 


2070, 2073 


2074 


2020 


2070, 2073 


2074 


2030 


2045, 2055 
2035 


2060 


2045, 2055 


2030 


2012, 2035 


Note: The above screw types represent general threaded fastener classifications. Black & Decker screwdrivers 
are capable of driving many other threaded fasteners not classified in this chart. 


“Registered Trade Mark, Illinois Too! Works Inc. 
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Vy” 
Tapgun® 
Tapper 

Cat. No. 2171 
(Tap Chuck) 


Yy a” 
Tapgun® 
Tapper 

Cat. No. 2170 


Tapper Specifications 


No-load Speed 


(3-Jawed Chuck) 


Cat. No. 2171 


Improved motor over-load capacity. Auto- 
matic reversing mechanism backs tap out 
of threaded hole at high speed when op- 
erator pulls backward — no reversing 
switch needed. 


Cat. No. 2170 


3-Jawed Chuck permits the most rapid 
insertion and removal of Tapping Bit. 
Lightweight, easy to handle. Equipped )) 
with automatic reversing mechanism. i 


New Old Tapping Capacity Brass or Tapping Rated at Net Wt. Ship. Wt. 
Cat. No. Cat. No. Mild Steel Cast Iron Aluminum (RPM) 120V Length Ibs. Ibs. 

2171 586 (Tap Chuck) 

2170 586-1 (3-Jawed Chuck) 4” he” %" me Coane, eS 


Standard Equipment: 


(Cat. No, 2171) Jacobs Tap Chuck with two collets (0” to 4” and %4” to .381”); detachable side handle. 


(Cat. No. 2170) No. 23519 44” Tapered Chuck and Key, detachable side handle. 


Electric Cord 
Cat. No. 38848 


Cable 
(Non-Electric) 
Cat. No. 38741 


Balance Reel Specifications 


Cat. No. Max. Ext. Adj. Range, Ibs. Housing Dia. Wires per Cable Cable Wire Gage 
38741 6’ 0-10 7%” _ _ 
38848 10’ 0-7 7¥4” 3 18 


Use over work benches or along assem- 
bly lines for counterbalancing portable 
tools or fixtures. Eliminates twisting and 
tangling of cords. Has adjustable spring- 
loaded cable take-up. Rotates 360° in 
either direction; can slide on track. Cat. 
No. 38848 has a Twist Lock Plug and 
Connector. 


Volts Ratin Net Wt., Ibs. Ship. Wt., Ibs. 
a 4 4% 
125 42 5 


IMPACT WRENCH SECTION 


The most versatile power tools available. Impact wrenches can handle nuts, bolts, lag screws, and self-drilling and self-tapping screws. 
With the addition of a special 3-jawed chuck, they can also handle the toughest drilling jobs such as large holes with a wood auger. 
Change to a special screwdriver bit chuck and you have the finest heavy-duty screwdriver you can buy. 


Cutaway Features: 3 | 
Cat. No. 2220 


Heavy-Duty Impact Wrench 


Genuine Black & Decker-built 4.0 amp. motor i 
(6.5 amps on Catalog No. 2225). Coolest running 
impact wrench on the market. 


High torque impact mechanism insures im- 
Pacting force indefinitely. 


Ball end detent (On Catalog 


Reversing ring provides full 
No, 2225). 


power in both directions. 


All ball and roller bearing 
construction for durability. 


Friction ring detent (On Cat- 
alog No. 2220). 


Patented armature construction and 
spiral leads absorb vibration, give 
longer, trouble-free service. 


AC/DC trigger switch. 
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Cat. No. 2210 


Hardened alloy steel impact parts for long 
life. Sealed mechanism chamber needs 
less frequent lubrication. New lubricant 
with greater load capacity and life. Ring 
type socket retainer for long anvil life. 
Genuine B&D-built motor with new wrap- 
around lead construction and hot staked 
connections to prevent lead breakage. 
Trouble-free all sleeve bearing construc- 
PRESS HERE tion. 

FOR FORWARD Duty Rating: standard. 

Bearings: lubricant impregnated. 

Switch: reversing rocker. 


PRESS HERE Cat. No. 2220 


side sala Has longer life and fewer maintenance 


costs than any other make electric impact 
wrench on the market! Special B&D Im- 


ve” Square Drive H.D. pactor drives high-chrome nickel-steel 
Impact Wrench — Cat. No. 2210 anvil with full-impact force. Impacting effi- 
EXCLUSIVE ROCKER SWITCH ciency is maintained indefinitely, regard- 


less of length of service. Anvil is equipped 
with sealed ro/ier bearing for long life. 
Coolest running impact wrench on the 
market! B&D-built motor has patented 
armature construction and spiral leads 
designed to absorb vibration, and give 
longer, trouble-free service. Ball-bearings 
on armature and planetary gear carriage. 
Duty Rating: heavy-duty continuous use. 
Bearings: 3 bail, 1 roller, 

Switches: built-in reversing switch ring; 


2” Square Drive H.D. H.D. double-pole trigger switch. 
Impact Wrench 


Cat. No. 2220 


Cat. No. 2223 


Sturdy steel kit box protects tool and 
provides safe mobility for the wrench and 
accessories. Contains the powerful No. 
2220 H.D. Impact Wrench for driving or 
removing nuts, bolts, cap screws, or lag 


screws with minimum effort. See above 
Ww —— for specifications of the No. 2220 Wrench, 
Standard Equipment; Model No. 2220 Im- 
pact Wrench; 6 hex sockets (%2", #4”, 4”, 
1%", %”, He"); No. 50487 Right Angle 
Head; No. 45429 3-jawed chuck; and 


sturdy steel carrying case with hinged lid. 
Weights: net 23% Ibs.; ship. 24% Ibs. 


Deluxe 

Y2’’ Square Drive 

H.D. Impact Wrench Kit 
Cat. No. 2223 


Cat. No. 2222 


Has same features and specifications as 
those listed for No. 2223 Kit except with- 
out 3-jawed chuck and Right Angle Head. 
Kit Weight: net 17% Ibs., ship. 18% Ibs. 


Comparative Specifications 


New Old Impacts Length to Side to 
Cat. No. Cat. No. Square Drive Bolt Capacity No-load RPM per min. Rated at 120V Shoulder Center Net Wt., Ibs. Ship. Wt., Ibs. 
2210 824 Yo" Yn" 1850 2000 4.7 amps. 9%" 11%” 6% 9% 
2220 724 Yo" Ya" 1800 1800 4 amps. 10%” 1¥2” 7 10 
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Comparative Specifications 


3%” Square Drive 
Heavy-Duty 
Impact Wrench 
Cat. No. 2225 


Heavy-Duty 
Impact Wrench 
with 7A.” Quick- 
Change Chuck 

Cat. No. 2221 


impact Wrenches 
and Accessories 


Cat. No. 2225 


Heavier construction throughout to handle 
the driving or removal of larger bolts, nuts 
and screws. Work is performed quickly 
and easily on the toughest jobs. Has all 
of the outstanding features listed for the 
No. 2220 on page 62. 

Duty-Rating: heavy-duty continuous use. 
Bearings: 3 bali, 2 needle, 1 roller. 
_ Switches: built-in reversing switch ring; 
H.D. double-pole trigger switch. 


Standard Equipment: 
Two rubber protector rings; adjustable 
side handle. 


Cat. No. 2221 


Bores %.” to 14%.” diam. holes in wood, 
with hex-shank wood augers, without op- 
erator torque reaction. Reversing switch 
permits easy, safe bit removal from work. 
Tightens or removes construction-type 
bolts and lag screws (up to No. 24) with 
time-saving speed. Has all of the features 
listed for No. 2220 Wrench, page 62. Per- 
fect for installing utility pole hardware, 
attaching guy wire clamps, pole steps, etc. 
Also for general construction marine in- 
stallations, boat building, truck body and 
house trailer building, prefab building 
erection, etc. 

Duty Rating: heavy-duty continuous use, 
Bearings: 3 ball, 1 roller. 

Switches: built-in reversing switch ring; 
H.D. double pole trigger scwitch. 


Standard Equipment: 

(for No. 2221) 4,” hex to %” sq. adaptor; 
two rubber protector rings; eye bolt; 15 ft. 
of 3-wire cable, 


New Old Square Quick-change Bolt No-load Impacts Rated at Side to Net Wt. Ship. Wt. 
Cat. No. Cat. No. Drive Hex Chuck Capacity RPM per min. 120V Length Center Ibs. Ibs. 

2225 625 %4" Ta” 1700 1600 6.5 amps. 135%” 1%” 12% 141%” 
2221 724-1 the" female 1800 1800 4 amps. 12%” 1%" 7% 10Va 


IMPACT WRENCH ACCESSORIES 


0 


By) ms 


i 


Right Angle Head—Cat. No. 50487 
(fits Ye” Sq. Dr.) 


Adaptors—Cat. No. 22794 Repl. 
he” hex to V2” sq. shank Adaptor 
for Nos. 2221 & 2210 Elect. Imp. 
Wrenches. Cat. No. 51611 Repl. 
Se” hex. to %” sq. shank Adaptor 
for No. 625-1 Elect. Imp. Wrench. 


Screw Driver Bit Chuck—takes 
he” Screw Driver Bits, Shanks, 
and Sockets (for Nos. 2220 & 2210 
Impact Wrenches). Cat. No. 33345 


3-Jawed Chuck—takes Ye” to 12” 
dia. shanks (for Nos. 2220 & 2210 
Impact Wrenches). Cat. No. 45429 


SHEARS & NIBBLERS 


| Shears 


Cut sheet metal with a powerful scissors-like action—up to 30 feet per minute in cold rolled steel. Follow pattern lines perfectly, 
only a light forward pressure is needed. Cutting blade is always visible. Heavy-duty construction throughout for continuous pro- 
duction work. B&D-built Shear Motor with ball bearings, and heavy-duty switch. 


Nibblers 


Quickly, efficiently cut many types of sheet metal up to 8 gage thickness. Heavy-duty construction throughout for continuous 
production work. Will also cut many types of corrugated metal, plastics and composition materials in sheet form. Won’t bend 
or curl metal. Operates on punch and die principle. Pattern lines can be followed on either side of the punch, which is made 
of high-speed steel for long efficiency. 


Cutaway Features: 
Cat. No. 3255 


Nibbler 


Convenient eyebolt connection for 
easy over-head suspension. 


Heat-treated gears, ball and roller 
bearing mounted. 


Punching mechanism supported 
by double row pall pearing and 
heavy-duty roller bearing. 

cay y Gury Lo 9 Heavy-duty double-pole trigger 
switch. 


Handle formed for one-hand oper- 
Turn down adjustment ation of tool. 
permits easy inspection 


of punch. 


AL ARRAN 


Efficient cooling system provides 
cool-running motor. 


Heavy-duty 3-wire cable. 


Light weight extra rugged alumi- 


Nylok® screws prevent loosening. num housing. 


High speed steel punch gives 
long life. Universal motor ball-bearing 


mounted, 


Machined pad with mounting holes 


Easily-adjustable nitrided stripper. 
for bench or stand mounting. 


Yoke bearing provides maximum Carbide die for longer, more effi- 
life. cient cutting. 


Patented automatic oiler increases 
punch and die life. 


Needle valve permits accurate 
flow of oil. 


Self-contained easy-filling oil res- 
ervoir. 
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BD 


~ Cat. No, 3255 


Here’s a Heavy-Duty Nibbler that lowers 
costs by cutting 8 gage metal, quickly, 
easily, on the job! Outstanding features 
are: The Nibbler operates on a punch and 
die principle. As the tool is fed along the 
cutting line, small rectangular pieces of 
metal are punched out leaving a smooth 
edge. The material on either side of the 
line is not bent or curled. Patented Auto- 
matic Oiler which deposits proper amount 
of oil on work to increase punch and die 
“life.” Carbide Die for longer, more effi- 
cient cutting. Heat-treatéd and nitrided 
stripper. Handle and trigger positioned for 
one-hand operation. Operator can reach 
out over wide piece of material. Cool run- 
ning; maximum overload capacity. 

Duty Rating: heavy-duty continuous pro- 
duction use. 

Bearings: 4 ball, 1 needle, 2 roller. 
Switch: H.D. double-pole trigger. 


Cat. No. 3250 

For cutting all types of sheet metal. Oper- 
ates on punch and die principle. Won't 
bend or curl metal. Pattern lines can be 
followed on either side of the punch, 
which is made of high-speed steel for long 
life. Punch is reversible for double “life.” 
Storage compartment undéf front knob 
folds set-screw wrench, extra dies, etc. 
An excellent top-olitput production tool for 
sheet metal plant operations. Efficiently 
and quickly cuts many types of corrugated 
metal, plastics and composition materials 
in sheet form. 

Duty Rating: continuous heavy-duty use. 
Bearings: 4 ball, 1 needle. 

Switch: H.D. single-pole toggle. 


Standard Equipment 

No. 3255 Automatic oiler; punch and car- 
bide die, Allen wrench. No. 3250 Punch 
and die; Allen wrench. 


Replacement & Accessory Items 

For 3250 (632) Nibbler 

No. 49487 Punch for No. 3255 Nibbler 
No. 46691 Punch & Carbide Die Set 


REPLACEMENT PARTS 

No. 39043 Punch and Die Set (for Type A Nibbler). 
No. 39351 Set of 5 Punches (for Type A Nibbler). 
No, 48824 Punch and Die Set (for Type B Nibbler). 
No. 48825 Set of 5 Punches (for Type B Nibbler). 
No. 39348 Carbide Die. Lasts 6 to 8 times longer 
than regular die. Use on Types A and B Nibblers. 
Perfect for cutting stainless steel. Not for cutting 
corrugated materials. 


Heavy-Duty Nibbler 
Cat. No. 3255 


Develops the pressure of a 2-ton punch press 


No. 16 
Heavy-Duty Nibbler 
Cat. No. 3250 


Cat. No. 50399 
No. 8 Nibbler Punch 
Sharpener Attachment 


Quickly, accurately sharpens 
Punch of No. 8 Nibbler. Punch 
fits In body of tool. Step of 
sharpener is placed on tool 
test of a bench grinder. Suc- 
cessive passes across face of 
grinding wheel sharpens the 
punch 


Comparative Specifications 


No. 8 
Heavy-Duty 
Nibbler Capacity 
New Old Monel or Non-ferrous Strokes per Min. Cutting Radius 
Cat. No. Cat. No. Mild Steel Stainless Steel Metals Amps. No-load Rated-load Outside Edge Inside Edge Length Height Net Wt. Ship. Wt. 
3255 691 U.S. Std. 8 ga.* 10 ga. Her 7 1000 600 33%” 3%,” 15%2” 10'%,” 15% Ibs. 19 Ibs. 
No. 16 
Heavy-Duty ¥ 7 Capacity in Monel 
Nibbler Min. Cutting Radius Capacity in Steel or Stainless 
New Old Strokes per Min. Outside Inside Rated at Intermittent Continuous Intermittent Continuous 
Cat. No. Cat. No. No-load Rated-load Edge Edge 120V Use Production Use Production Length Height Net Wt. Ship. Wt. 
3250 632 3300 2500 wy ye" 2.5 amps. Yes Std gS Si’ 18 gage 20 gage 9%" 72" — 5Y%2 Ibs. 7 Ibs. 


a 


*7 gace mild steel, intermittent use only. 
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Black s Decker- shears 


Cat. Nos. 3205 & 3210 


FOR CUTTING ALL TYPES METAL IN 
SHEET FORM 


Cut sheet meal with a powerful scissors- 
like action...up to 30 feet per minute in 
cold rolled steel. Follow pattern lines per- 
fectly, only a light forward pressure is 
needed. Cutting blade is always visible. 
B&D-built Shear Motor with spiral bevel 
gears, ball-bearings, forged connecting 
rod, centrifugal fan and heavy-duty switch. 
Built for top output on production work. 
Duty Rating: continuous heavy-duty use. 
Switch: No. 3210—double pole trigger; 
No. 3205—single pole trigger. 

Bearings: No. 3210—5 ball, 1 needle, 1 oil 
impregnated; No. 3205—4 ball, 1 roller, 
1 sleeve. 


Cat. No. 3205 


Replacement Shear Blade Kits 
Cat. No. 32105 (for Nos. 3205, 259 and 


697) 
Cat. No. 33088 (for Nos. 3210, 507 Shear) 


Complete with all items necessary for 
quick, accurate installation of new blades. 
Has screws, nuts and wrenches for adjust- 
ing blades to correct cutting clearance. 
Contents: Vertical Cutter Blade, Horizontal 
Stationary Blade, 2 Socket Head Holding 
Screws, 


Shear Blade Sharpener 


Cat. No. 33202 


Quickly and accurately sharpens blades 
for all B&D Electric Shears. Operates by 
sliding along Bench Grinder Tool rest. 
Includes complete instructions for opera- 
tions. 


Cat. No. 3210 
Lubricant 


For Shears, Drills, Tappers, Screwdrivers, 
Sanders and Portable Grinders. 


No. 60541 1 |b. Can Std. Gear Grease. 


Shear 
Blade 

Sharpener 
Cat. No. 33202 


Comparative Specifications 


New Old Capacity 
Cat. Cat. Monel or Strokes per Minute Min. Cutting Size 
No. No. Steel Stainless Steel No-load Full-load Radius Rated at 120V Length Height. Net Wt. Ship. Wt. 


3205 259 16 gage (.0598”) 18 gage 3300 2500 %4" 2.5 amps. ne hd 9%” 6% Ibs. 8 Ibs. 


3210 507 12 gage (.1046”) 14 gage P 2000 1400 2%" 5.5 amps. 12%” 10%" 11 Ibs. 14 Ibs. 
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CYCLONE* ROUTERS 


BD 


Biack & Decker Cyclone Routers have been engineered to be the lightest yet hardest-working routers on the market today. Five of them — 
Ye, 1, 1%, 1%4, and 2% H.P. models — give you better routing in less time with less operator fatigue. Check these outstanding, exclusive 
features. You'll find that, dollar for dollar, pound for pound, you get more in a Black & Decker router. 


Cutaway Features: ey tiei meee 6 i ah motor for 
efficien eration, ife. 
Cat. No. 3305 i siete cag 


Heavy-Duty Cyclone Router 


sj Commutator brushes easily accessible 
= exterior of router. 


Precise rack and pinion adjust- 
ment to Ya”. 


Heavy-duty sealed ball bearings 
wear longer, give smoother opera- 
tion. 


Positive adjustment lock. Depth 
settings stay in place. 


Wide-open visibility: cantilever mount 
gives the greatest visibility of any 
comparable router. 


Cast aluminum base provides durability and 
strength for toughest Jobs. 


Exclusive collet: two point shank support 
eliminates vibration and run-out problems. 


* Trademark of the Black & Decker Manufacturing Company. 


67 


Cat. No. 3265 
The best, most popular trimmer in the 


business! 

Now — more than ever —the fastest-cut- 
ting, easiest-to-handle trimmer on the 
market, Special B&D-built motor designed 
for heavy-duty work. Ball-bearing con- 
struction throughout. Carbide bit makes 
flush and bevel cuts on flat or curved 
surfaces, Bit clearly visible when cutting. 
Quick, easy depth adjustment. Safest trim- 
mer to use with valuable laminates be- 
cause adjustments and operation are sim- 
ple and sure! 


} %2H.P. Laminate Trimmer 
Cat. No. 3265 


Standard Equipment: 

No. 3267 % H.P. Motor, No. 3266 Trim- 
mer Base and Edge Guide, %4” Split-type 
collet, 9’ 3-wire cord and plug, collet 
wrenches, and carbide trimming bit. 
Cat. No. 3300 

Genuine Black & Decker built longer-life 
motor. Larger diameter armature shaft for 
less deflection, better cutting. Armature 
ball bearing mounted. Rubber sl a 
won't pull out. No low temperature break- 
Ya H.P. Cyclone Router age. External brush accessibility. Exclu- 
Cat. No. 3300 sive — guide rods positively mounted in 
threaded holes to eliminate ‘‘walking”’ 
when using Guides Nos. 64504 and 64636. 
Easy to use slide action switch. 


Standard Equipment: 
(3300) Includes No. 3267 ¥% H.P. Motor, 
No. 3301 Router Base, %” Split-Type 
Collet, 9’ 3-Wire Cord and Plug, Collet 
Wrenches and Manual. 


Optional Equipment: 

No, 3266 Laminate Trimmer Base and 
Edge Guide (converts router to laminate 
trimmer). Complete line of router bits, 
template guides, veneer trimming attach- 
ment, straight and circular guide, slot and 
circle cutting attachment, dovetail kit, 
hinge mortising kit, and bit sharpener. 
Available Separately: 

Cat. No, 3267—Motor 

Cat. No. 3301—Base 


Cat. No. 3305 


Beats all other brands in life testing. Ball 
bearing construction throughout. Exclu- 
sive handle design gives natural gripping 
in all positions .. . greatest control. Exclu- 
sive — guide rods positively mounted in 
threaded holes to eliminate “walking.” 
Stands on head for easy cutter changing 
and depth adjustments. Exclusive new 
collet design eliminates run-out problems. 
Bits last longer. %4” and %” collets sup- 
plied with router. Sub-base can be used 
as template guide. Concentric machined 
contour of base permits use with outside 
templates. 


STANDARD EQUIPMENT: 

(3305-3310) Diecast aluminum and steel motor hous- 
ing. Two molded side handles. Plastic sub-base, 
Collet-type chuck with %4” and %” collets. Two 


1% H.P. Heavy-Duty 
Cyclone Router 
Cat. No. 3305 


Cyclone open-end wrenches. Rack and pinion micrometer 
Router depth adjustment. 
Kits Cat. No. 3306 Kit 


Includes 1 H.P. No, 3305 Router, Straight 
and Circular Cutting Guide No. 64504, 2 
Wrenches, %4” and %” Collets. Router 
Manual, Steel Kit Box. Ship. Wt. 17 Ibs. 


Comparative Specifications ; )) 
New Old No-load Speed Rated Amps. Net Wt. Ship. Wt. 

Cat. No. Cat. No. RPM at 120V Length Width Height Base Diam. Motor Diam. Ibs. Ibs. 

Meee ee eee eo ee ee ee ee eet 

3265 440 27000 4.5 is 3%” 7” (less base) 5” 2Y2” 3% 4% 

3300 441 27000 4.5 ts 3%” 7” (less base) 5” 2V2” 4% '5Ye 


Te. eee 
3305 442 25000 6.6 5%” 7%” 7Y2” 5” 332” x 9% 
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Cycione Routers 


Cat. No. 3310 

Special Black & Decker-built motor gives 
top performance, lasts longer. New collet 
design eliminates run-out problems. Bits 
last longer. Better quality work. Ball bear- 
ing construction throughout. Handles de- 
signed for firm control... comfort. Arma- 
ture — ball bearing mounted. Rubber cord 
set remains flexible on-job sites in winter. 
Available Separately: 

Cat. No. 3315—Motor 

Cat. No. 3314—Base 


Cat. No. 3311 

1% H.P. Router Kit 

Includes 1% H.P. No. 3310 Router, 
Straight and circular guide No. 52336, 
%” and ¥%” Collets, 2 Wrenches, Router 
Manual, Steel Kit Box. Ship Wt. 17% Ibs. 


Cat. No. 3320 

Nylon set screw in depth adjustment 
ring maintains positive settings. Con- 
centric machined contour of base permits 
use of base as template guide. Exclusive 
Negator®** brush springs give constant, 


1% H.P. Heavy-Duty 
Cyclone Router 
Cat. No. 3310 


1% H.P. even pressure, maximum sustained power 
Extra and longer brush life. Exclusive collet sys- 
tem reduces vibration and runout for 

Heavy-Duty longer bit life, more accurate work. Will 
Cyclone* accept %4”, %” and %” diam. shanks. 
R Flat top lets you stand router on head for 
outer easy measurement of depth of cut. Exclu- 
Cat. No. 3320 sive diecast motor housing and permanent 


mold base for greater strength. Extra 
width cartridge bearing at commutator 
end for greater grease capacity and long 
life. Interchangeable 6” and 8” bases be- 
tween the 1% h.p. and the 2% h.p. rout- 
ers. Ball bearing construction throughout. 


Available Separately: 
Cat. No. 3322—Motor 
Cat. No. 3327—Motor 
Cat. No, 3321—Base 
Cat. No. 3326—Base 


Cat. No. 3325 

Nylon set screw in depth adjustment ring 
maintains positive settings. Concentric 
machined contour of base permits use of 
base as template guide. Exclusive Nega- 


2% H.P. tor®** brush springs give Ede oe 
pressure, maximum sustained power an 

Super-Duty — longer brush life. Exclusive collet system 

Cyclone reduces vibration and runout for longer 

Router bit life, more accurate work. Will accept 

: V4", ¥” and ¥2” diam. shanks. Exclusive 

Cat. No. 3325 cast-on closed loop handles give better 


control. Exclusive diecast motor housing 
and permanent mold base for greater 
strength. Extra width cartridge bearing at 
commutator end for greater grease ca- 
pacity and longer life. Interchangeable 6” 
and 8” bases between the 13%” h.p. and 
the 2%” h.p. routers. 

*Trademark of The Black and Decker Manufac- 


turing Co. 
**T.M, Hunter Spring Div., Ametek, Inc. 


STANDARD EQUIPMENT: 

No. 3320 1%” shank collet. Two double ended 
forged steel wrenches. 

No. 3325 Duplex ball bearings in fan end of shaft. 
2” shank collet. Two double-ended forged steel 
wrenches. 


No-load Speed Rated Amps. 
Cat. No. RPM at 120V Base Diam. Housing Height Ibs. Ibs. 
443 25000 8 6” 32” 6%” 7% 9 
444 23000 12 52952” 4%2" 836” 11% 14% 
445 23000 13 72952” 42” 9” 13% 18% 


Black s Decker: 


= EAE 


Router Accessories 


1% H.P. Heavy-Duty Router-Plane Kit — Cat. No. 3312 9 
| 


Contains all of the parts needed to make a complete 1% H.P. Power Plane or 
1% H.P. Router. Converts from one to the other in. minutes. Weight: Net — 
24% Ibs., Shipping — 29 Ibs, 


Kit Contents: 

(1) No. 3315 1% H.P. Motor Unit. 

(2) No. 45927 Power Plane Attachment for use with Motor Unit as a 1% H.P. 
Power Plane. 

(3) No. 3314 Router Base fér use with Motor Unit as a 1% H.P. Router. 

(4) No. 52336 Straight and Circular Guide Attachment for Router. 

(5) %4” and %” Collets; No. 52329 Cutter and No. 45928 Arbor for Power Plane. 
(52328 Carbide Cutter also available as accessory.) 

(6) Steel Kit Box. 
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Convert your B&D 3310 Router to a Power Plane by ordering the following: 
A. Model No. 45927 Power Plane Attachment (Ship. Wt. 6 Ibs.) 
See specifications above. 
B. Model No. 52329 Cutter (High Speed Steel). For Cutter Sharpening, 
see No. 63200 Plane cutter sharpener. 
Model No. 52328 Cutter (Carbide Tipped). 
C. Model No. 45928 Cutter Arbor 


1% H.P. Heavy-Duty Door Hanging Kit — Cat. No. 3313 


Complete door fitting and hanging kit. You can perform hinge mortising and 
door planing operations with this cost-saving accessory group. 


Kit Contents: 
No. 3315 1% H.P. Motor Unit. 


No. 45927 Power Plane Attachment for use with Motor Unit as a 1% H.P. Power 
Plane. 


No. 3314 Router Base for use with Motor Unit as a 1% H.P. Router. 
No. 52336 Straight and Circular Guide Attachment for Router. 
%" and ¥%” Collets. 


No. 52329 Cutter and No. 45928 Arbor for Power Plane. (52328 Carbide Cutter 
also available as accessory.) 


No. 58128 Hinge Butt Template. 
No. C59066 Hinge Mortising Bit. 


No. C62947 Hinge Mortising Template Guide, and No. C62942 Nut, Corner 
Chisel and Metal Carrying Case. 


Router Bit Storage Case — Cat. No. C63574 


Store your router bits, cutters, and template 
guides in this handy storage case —9%4” 
long x 7” wide. Tough, polypropylene case 
has special, fitted insert to hold up to 30 bits 
individually. 


Hinge Butt Template Kit — Cat. No. 58129 


The Simplest, Fastest way to rout doors and jambs for hinges. Pre-determined 
dimensional settings eliminate the need for measuring each door. Standard 
adjustments are 6’6”; 6’8”; 7’. (Can also accommodate doors as low as 5’10” 
or as high as 8’.) Handles hinges from 242” to 5%” or fractional sizes. Hangs 
doors with hinges as close as 5” from top of door jamb, Lowest cost way to 
hang wood doors to metal jambs. 


Kit includes: No. 58128 Hinge Butt Template, No. C59066 Hinge Mortising Bit, 
No, C62947 Hinge Mortising Template Guide, and C62942 Nut, Corner Chisel 
and Metal Carrying Case. 


nat No 60553 Center Sectoin to expand No. 58128 Template for 4 hinge butt 
cutting. 


Router Accessories 


Straight and Circular Guide 


Cat. No. 52366 (for 3310, 14-3) 

Cat. No. 64504 (for 3305) 

Cat. No. 63977 Edge Guide (for 3320, 3325) 

Enables operator to make straight, curved, or angular cuts with ease and 
accuracy. Attaches to Router Base. Fully adjustable — adjustment provides the 
precise measurement required in fine woodwork. Guide may be reversed for 
routing inside edges, such as rabbeting for screen frames, etc. 


Slot and Circle Cutting Attachment 


Cat. No. 52332 (for 3310 and 14-3) 

Cat. No. 64636 (for 3305) 

Equips Router for cutting evenly spaced slots and grooves, discs, circular holes 
and concentric designs. Adjusts for diameter or lengths from 1” to 22” in circle 
cutting, or slot cutting. 


Dovetail Kit — Cat. No. 52331 


Cat. No. 52598 For making 14” Dovetails in wood from %4” to %” thick, use fol- 
lowing marked * items along with Cat. No. 52598. 


*Cat. No. 62943 4,” Template Guide and No. 62942 Nut, for small Dovetail Tem- 


© plate. 
*Cat. No. 52339 Small Finger Template. 

Cat. No. 52338 Large Finger Template 
Cat. No. C59078 1%” Dovetail Bit 
Cat. No. C59079 2” Dovetail Bit 
Kit contains everything needed to equip Router for making dovetails in wood 
from 7%,” to 1” thick. Includes: 4%,” Template Guide No. C62945 and No. 62942 
T.G. Nut for large Dovetail Template, No. 52598 Dovetail Fixture, Large Finger 
Template, /2” Dovetail Bit and 1%.” Depth Gage. 


Router Bit and Cutter Sharpener — Cat. No. 52330 

Uses Router power to turn out precision-ground cutting edges on all high-speed 

steel Router Bits and Cutters. Grinding Wheel is fitted to chuck and Bit or , 

Cutter is locked in attachment. “ 

Replacement Grinding Wheel — Cat. No. 52597 \ 

Not recommended for Carbide Bits and Cutters. A. 
(€ Plane Cutter Sharpener — Cat. No. 63200 


Uses Router Power to turn out precision-ground cutting edge on power plane. Md 
cutter heads, No. 52597 Grinding Wheel included. No. 63200 


Template Guides 


Template routing is the fastest and most accurate method of duplicating intricate 
designs. Black & Decker’s complete new line of Template guides from %.” dia. 
to 1%” dia. permits a wide selection of router applications where templates are 
required for precise, duplicate cutting. Each template guide is quickly attached 
to the router sub-base with a common template guide nut No. 62942. No extra 
hardware required. 


Template Guides 1. For use with %” Dovetail Template. 2. 
For Routers 3300, 3305, 3320, 3325 For use with %" Dovetail Template. 3. For 
Model No. A B Cc use with Hinge Mortising, Template. 4, For 
4. 62943 Whe She We use with 5” Radius Hinges. 
2 ¥ yj 
. 2. ears a - Ho One-Piece Template Guides 
' 62946 12 Vo ¥% For Router No. 3310 
y 3. oraae BD Bt 4 Model No. A B c 
2 4, 2 ar / 
62949 Og Hs pee os cy a 
62950 7%, 1 he Hs thn 
4. 62951 1%. 1% ‘te 52335 7%a he 
62942 Template guide nut fits all 52337 "ha 7 Ihr 
of above guides. Please 39370* = "Az % 2%) 
order separately. *Hinge Mortising Only 


Veneer Trimmer Guide — Cat. No. 64895 


(For 3305, 3310, and 14-3 only) 

Attaches directly to sub-base of B&D Router to equip it for veneer trimming appli- 
cations. Includes No. C59113 Combination Flush and Bevel Veneer Trimming Bit, 
and Alignment Pin. 1%.” high, 2%.” wide, 22” deep. Ship. Wt. % Ib. 


Suspension Bracket — Cat. No. 64115 


(Routers 3320, 3325 only) 
This accessory bracket is available where operator fatigue becomes a factor. The 
f bracket can be easily installed in the end cap (as illustrated) by punching out 
two ‘‘knock-out” holes after removing the end cap from router motor. Use the 
eet palin and nuts provided with the bracket. Use and care instructions 
included. 


Collets 


Model No. 62132—¥%” for 3320, 3325 Routers 
Model No. 64119—%” for 3320, 3325 Routers 
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x 
Cyclone 
Router Bits 


STRAIGHT BITS 


| Oe 


ee 


Straight Bits « Two Flutes » %4” Shank 


HIGH SPEED STEEL 


C 58987 V4 % Vy 
Cc 58988 Vs 1 V4 
C 58989 He YU V4 
Cc 5899C Va % % 
C 58991 ¥% 1 Vy 
Cc 58992 he % V% 
C 58993 Va % 4 
C 58994 Ae % Vs 
C 58995 a % Yq 
C 58996 Me % V4 
C 58997 % % Ya 
Cc 58998 Ne % Vs 
C 58999 1% “Ar % 
CARBIDE TIPPED 
C 59085 My % % 
C 59086 Ve % V4 
C 59087 Ks % Vy 
C 59088 ¥% he V4 
C 59089 Ye % Ms 
Cc 59090 % %e Vg 
C 59091 % 4564 Vy 
Cc 59092 He 4% 4 VW 
Straight Bits « Two Flutes » 1/2” Shank 
HIGH SPEED STEEL 
Cc 59019 % 1 V2 
C 59020 7 1% Yo 
C-59021 Va 1% Ya 
C §9022 % 1% Ve 
Cc 59023 % 1% V2 
C 59024 Ne 1% Va 
C 59025 % 1% V2 
C 59026 1 1% Va 
CARBIDE TIPPED 
C 59093 He 1 VY 
Cc 59094 % 1 Va 
C 59095 V2 1% V2 
C 59096 V2 2 Va 
C 59097 % 1 Ya 
Cc 59098 1 1% Va 

ray 

' 


— 


= 
= 
potato 


1 
1%,2 


en 
ent el i nd wk on lk 
S 


jefe 


> A ~ 
Straight Bits * Single Flute « 1/4” Shank 
HIGH SPEED STEEL ; 
C 59007 Ye ta Va 1% 
C 59008 I Ke Ys 1% 
c 59009 Ye % Ys 1% 
C 59010 Va WA Va 1% 
Cc 59011 52 Ve Va 1% 
C 59012 He Vs 1% 
C 59013 He % Ys 1% 
Cc 59014 hp % Yo 1% 
C 59015 A 1 Vs 1% 
CARBIDE TIPPED 
C 59116 Ie Ve Vs 1 
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*Trademark of The Black and Decker Manufacturi: 


Finest quality bits for 
every router application 


GROOVING BITS 


Veining Bits * 1%” Shank 
HIGH SPEED STEEL 


Cc 59031 Ye Ke % 1 
C 59032 %2 He V4 1 
C 59033 Ve Ke Va 1 
Cc 59034 He he Ya 1 
C 59035 "ha As M% 1 
—— if 
om 
{ B 
‘ 
Kan] 
Core Box Bits * 14” Shank 
HIGH SPEED STEEL 
C 59037 % Ys Vs 1 
C 59038 Ye V4 VY 1 
C 59039 Va Ma V4 1 
Cc 59040 51) % V4 1 
Cc 59041 % ha 4 1 
SOLID CARBIDE 
Cc 59099 Vy % Ys 1 
i 
a. ¥ 
i. 
7 \ B 
wa 
\ 
“Vy” Grooving Bits » 1/4” Shank 
HIGH SPEED STEEL 
C 59070 % he Vy 1 
Cc 59071 % he 4 1 
a 
ean 
Hinge Mortising Bits * 1/4” Shank 
HIGH SPEED STEEL 
C 59066 Ya Ve % 1% 
C 59067 oi} Va Vs 1% 
CARBIDE TIPPED 
C 59103 ve Ye Ys 1% 
1% Ve Ys 1% 


C 59104 


Co. 


Grooving Bits cont'd 


ae 


Dovetail Bits * %4” Shank 
HIGH SPEED STEEL 


C 59078 V% % Yq 1% 
Cc 59079 ve "ha % "he 
CARBIDE TIPPED 

C 59106 Yo Va Va 1% 


Rabbeting Bits * 4” Shank 


HIGH SPEED STEEL 


a 


h 2. 
‘she 


C 59063 % te Vs 1 
C 59064 ¥ Ae % 1 
CARBIDE TIPPED 

c 59110 Vs Va Vs 1 
C 59111 % Ye Vs 1 


10° Bevel Rabbeting Bits » 1/4” Shank 


CARBIDE TIPPED 


Cc 59112 ¥% 
C §9123 % 


Va 
V2 


DECORATING BITS 


% 1 
Ys 1 


Chamfering Bits » 1/4” Shank 


HIGH SPEED STEEL 


© 59065 56 Ke 

CARBIDE TIPPED 

C 59105 Ya Ke 
c~ |— 
| @ 


Cove Bits * 1/4” Shank 
HIGH SPEED STEEL 


C 59053 Hes Vn 
C 59054 % Ya 
C 59055 % % 
C 59056 Ye % 


Vy 1 
V4 1 
% 1 
Vs 1 


Decorating Bits cont'd 


Beading Bits » 1/4” Shank 
HIGH SPEED STEEL 


C 59047 “ie Ke 
C 59048 Ve % 
C 59049 % Ve 
C 59050 % % 
C 59051 va % 
CARBIDE TIPPED 

C 59102 % % 


Corner Round Bits » %4” Shank 
HIGH SPEED STEEL 


C 59042 He % 

C 59043 vA Ye 

C 59044 Ke Va 

C 59045 % 5 

C 59046 Ve %e 
CARBIDE TIPPED 

C 59100 % 5 

C 59101 Ya 5 


Ogee Bits * 1/4” Shank 
HIGH SPEED STEEL 


C 59057 He 5 
C 59058 a2 2% 


Roman Ogee Bits » 1%” Shank 
HIGH SPEED STEEL 


C 59060 da vA 
Cc 59061 % % 


Vs 
% 


ab ak eh tk 


per eer ee ee ee 


PANEL PILOT BITS 


HIGH SPEED STEEL—~| A 


Cc 59072 Vs % Vy 

C 59073 % % % 

Cc 59074 Yo 1 Va 

Cc 59075* % 1 % 

SOLID CARBIDE 

Cc 59121 Vs vz Ms he 
CARBIDE TIPPED 

C 59107 V4 % 2) 1% 
Cc 59108 % 454 ¥% 1% 
C 59109 ¥% 16 Ve The 


*Down Spiral Bit 


TRIMMING BITS 


22° Combination Veneer + Carbide Tipped » 2 Flutes 


C 59113 1% Ae Ye 1 


22° Bevel + Carbide Tipped » 2 Flutes 


C 59114 hs Yq % Me 
C 59118 he Yq % 1 


a 
Straight & 22° Bevel « Carbide Tipped + 1 Flute 
C 59115 Ne ha Vs "%2 


Cc 69119 Ke "he V4 1% 


7° Bevel « Solid valde ryt 


C 59120 He % 1 
Flush Trim © Solid Carbide 
Cc 59122 V% % % 1 


TRIMMING CUTTERS 
rT. 


Veneer Trimming Arbor 
C 59124 Sa 1%2 V4 1 


Trimming Cutters rig yaa 


iO” 


Oversize Ball Bearing el for use with 
22°, 45° Cutters 


© 59125 1% V4 Vy,” 


Use on 
€59124 
F Arbor 
oe a 
/-+—_A—+| 
Slotting Cutters » Carbide Tipped 
C 59126 1% Ye V4 
C 59127 1% Soa 4 
C 59128 1% % Va 
C 59129 1K. V4 V4 


Trimming Saw © Solid Carbide 
C 59131 % 2 Va 1 


Trimming Saw « Solid Carbide 
C 59135 % Yaa V4 


Use on 
C59124 
Arbor 

22° Bevel Trimming Cutter » Carbide Tipped 

C.59132 54 % % 

45° Bevel Trimming Cutter « Carbide Tipped 

C 59133 1 V4 V4 

Flush Trimming Cutter + Carbide Tipped 

C 59134 ye ¥% V, 

Shear Cut Bits (Down Spiral) 

HIGH SPEED STEEL 

C 59080 Ve % Va 1% 

Cc 59081 73 1 7% 1% 

Shear Cut Bits (Up Spiral) 

HIGH SPEED STEEL 

Cc 59082 Va % Ve 1% 

C 59083 V4 1 VY 1% 

Cc 59084 % 1 ¥ 1% 
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Black & Decker: 


i 


VACUUM CLEANER SECTION 


By-Pass Motor Design 


ae 


_ As air enters inlet, it hits a baffle plate which directs it down and 


. With the centrifugally swirling air rising, the heavier dirt falls to the 


. Filtered air is now drawn through the two-stage centrifugal fan which 


Dirty air, moving at high velocity, enters vacuum cleaner throug 
inlet to extra-large dirt compartment. 


against the walls of the large circular dirt compartment, causing a 
swirling action. 


bottom of the tank. The canvas mildew-proof filter-bag permits only 
clean air to enter the top part of the cleaner. 


creates a very powerful suction. 


Non-By-Pass Motor Design 


1. Dirt-laden air, moving at high velocity, enters vacuum cleaner through 
inlet to extra-large dirt compartment. 


2. As air enters inlet, it hits a baffle plate which directs it down and 
against the walls of the large circular dirt compartment, causing a 
swirling action. 


3. With the centrifugally swirling air rising, the heavier dirt falls to the 
bottom of the tank. The canvas mildew-proof filter-bag permits only 
clean air to enter the top part of the cleaner. 


4. Filtered air is now drawn through the two-stage centrifugal fan which 
creates a very powerful suction. 


5. Clean, filtered air is forced through the motor, cooling the armature 
and field, and is exhausted to the atmosphere. 


Water Shut-off Valve 


Model No. 49326 

Fully protects motor without bother- 
some visual checking of water level 
inside of tank. This Black & Decker 
feature automatically cuts off the 
suction of the vacuum cleaner when 
the water reaches a predetermined 
level in the tank. Fits 5426, 5437, 
5445, 5455, and 5465 vacuum cleaner 
models. 


When water reaches float, it causes 
rubber cup to seal the hole in the 
bottom of the fan housing, sealing off 
the air to the fans and stopping 

all suction. 
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5. Clean, filtered air is forced through the outlet at high pressure. 


Universal motor is completely sealed against wet or dry materials in the 
cleaner compartment and has its own separate ventilating system and 
fan. Air is sucked in at point “A,” is directed over motor, cooling com- 
mutator, armature, and field, and is exhausted at point “B.” 


Convenient non-clogging drain permits 
emptying of liquids from tank without re- 
moving lid of cleaner. Standard equipment 
with Nos. 5445 and 5455 Cleaners. 


Hi-Air-Flo Heavy-Duty 
Vacuum Cleaners 


New Hi-Air-Flo System uses a ‘Jet Age” 
molded turbine to move a LARGER 
VOLUME of air with greater suction. Picks 
up dirt FASTER. 


Picks up MORE dirt—and picks it up 
FASTER—than any TWO competitive units 


Tremendous NEW POWER lets cleaner 
pick up LARGER and HEAVIER objects. 


New Dual Exhaust gets the air out of the 
cleaner faster. Hi-Air-Flo gets the dirt into 
the tank faster. 


Handles dry or wet cleaning. Can be 
equipped with Water Shut-off Valve (page 
74). 


Can be used as a blower—simply attach 
hose connector to one exhaust outlet and 
close other outlet with built-in valve. 


Compactly designed for maximum mobility 
in narrow areas. 


Large rubber-tired wheels make move- 
ment easy—even up or down stairways. 


Especially recommended for use with 112” 
and 2” heavy-duty accessories. 


Nos. 5437 and 5455 have 50% more tank 
capacity than Nos. 5426 and 5445. This 
cuts costs and saves time because larger 
quantities of material can be collected and 
tank does not have to be emptied as 
often. 


Nos. 5445 and 5455 have a stainless steel 
tank and a Water Drain conveniently lo- 
cated at the base of the tank for easy 
emptying of collected materials plus 
larger wheels which makes it easier to go 
up or down stairways. 


Nos. 5437 and 5455 take up no more floor 
space than Nos. 5426 and 5445 even 
though they have 50% more capacity. 


These Vacuum Cleaners have dual ex- 
hausts that get the air out of the Vacuum 
Cleaner faster. They can be used as 
blowers by attaching a hose connector to 
one exhaust and closing the other exhaust 
with a built-in valve. They have Cor-tem 
brush springs; copper for higher conduc- 


tivity and stainless steel for strength. = ——= 

Extra long split brushes of high-grade & 

carbon reduced arcing . . . give longer 2) No. 5437 No. 5455 
brush life. a. 


Comparative Specifications 


New Old Recoverable Capacity Air Flow Std. Hose 
Cat. Cat. For Rated Amps. Max. Connection Overall Net Wt. Ship. Wt. 
INo. No. Gals. Bu. Tank Materials at 120V cu. ft./min. 1%” O.D. Dimensions Ibs. Ibs. 
2” hose & Thi 
5426 165-1 8 1% steel dry orwet = 11.5 170 access. give cei A 60% 
max. perform. 
| 2” hose & 38” high ‘ 
5437 165-2 13 2 steel dry or wet 11.5 170 access. give 18%” wide 54 63% 
max. perform. ( 
2” hose & 
tainless 34%” high 
5445 165-3 8 1% s dry or wet 11.5 170 access, give ; 52 61% 
steel max. perform, 18%” wide 
2” hose & a” 
tainless f 38” high 
5455 165-4 13 2 oie dry or wet 11.5 170 access. give 1814" wide 55 64% 


max. perform. Z 
TIX. POOF 
Stengara equipments No. 46765 Gust bag; Gust bac stretcher; one No. 49521 paper dust filter; No. 50126 1%” quick-lock hose connector; 25’ of 3-wire cable; pushcart — 

Hencie; (ior Nosy oseo and o407) iWo 6 rubber tired Wheels and front caster with wheel-lock; (for Nos, 5445 and.5455) two 8” rubber tired wheels and front caster with at 
wheel-lock, stainless steel tank and water drain, ‘e a 5 
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Heavy-Duty Vacuum Cleaner 
Cat. No. 5417 


ai 


Hi-Air-Flo H.D. 55 Gal. Drum 
Vacuum Cleaner — Cat. No. 5465 


H.D. Vacuum Cleaner 
Cat. No. 5410 


Accessories for No. 5410 


— 
= 


Cat. No. 50227 

Set of 4 Casters for No. 26 Cleaner. Two swivel, 
two non-swivel. Permits Cleaner to roll along 
floor. 


Comparative Specifications 


Cat. No. 54397 


Replaces Cloth Dust Bag for No. 5410 
Cleaner. 


Cat. No. 54956 


Five Disposable Paper Bags for No. 5410 
Cleaner. Inserted in cloth bag for easy 
removal of collected materials. Keeps cloth 
bag clean for top efficiency. 


—_—_—_—_————— 


Cat. No. 50307 

Dacron Dust Bag. Inserted in cloth bag of 
No. 5410 Cleaner for easy removal of col- 
lected dirt. Resists clogging; easily cleaned. 


Cat. No, 5465 
Designed for large capacity storage of 


picked-up materials. Has superior Hi- 


"y 


Air-Fle to get dirt into the tank faster. By- 
pass type motor. Cuts emptying frequency 
as much as 4 to 1 over regular sized clean- 
ers. Fits any standard open-head 55 gal. 
drum. (Drum not supplied.) Utilizes all 
B&D attachments for heavy duty cleaning 
—Wet or Dry. Perfect for large industrial 
furnace cleaning or bulk material recov- 
ery operations. Handles wet or dry clean- 
ing as well as blowing operations. The 
5465 has dual exhausts that get the air 
out of the Vacuum Cleaner faster. They 
can be used as blowers by attaching a 
hose connector to one exhaust and clos- 
ing the other exhaust with a built-in valve. 
They have Cor-tem brush springs, a com- 
bination of copper for higher conductivity 
and stainless steel for strength. Extra 
long split brushes of high-grade carbon 
reduce arcing... give longer brush life. 


Cat. No. 5417 


Brings new quietness to High rates 
cleaning in Hotels, Motels, Showrooms, 
Office Buildings, Schools, Hospitals, etc. 
Twice as quiet as any comparable unit on 
the market. Has rubber-mounted motor 
and sound-absorbing felt baffle. Extremely 
high vacuum power picks up wet dirt or 
slush as well as dry materials. Compactly 
designed to move through narrow aisles. 
Large rubber-tired wheels give complete 
mobility around obstacles and up or down 
stairways. All B&D Vacuum Cleaning At- 
tachments can be used. 


Cat. No. 5410 


Low cost, powerful, long service-life! Light 
weight, compact, easy to carry. Quiet, rub- 
ber mounted motor—Plenty of power, long 
brush life. Perfect for cleaning bins, floors, 
shelves, etc. Ideal for cleaning rugs, 
draperies, furniture, etc., in motels and 
hotels. Can be pulled by the hose when 
mounted on No. 50227 Set of 4 casters. 
Can be mounted on the wall with included 
Wall Mounting Bracket. Toggle-type 
switch protected against abuse and dust. 
Ball-bearings on motor shaft for Jong life. 
Accommodates all B&D 1%” and 1%” 
cleaning attachments. Easy dirt removal. 
No. 54956 Disposable Paper Bags or No. 
50307 Dacron Bags are recommended— 
keep cloth bag clean, maintain maximum 
cleaning efficiency longer. 


Standard Equipment: 

For Cat. No. 5465: No. 48768 dust bag stretcher; 
25’ of 3-wire cable; No. 50126 12” hose connector. 
For Cat. No. 5417: 3 rubber-tired wheels; front 
wheel-lock; No. 45765 dust bag; dust bag stretcher; 
No. 50126 1%” quick-lock hose connector; 20’ of 
3 wire cable; pushcart handle. 

For Cat. No. 5410: No. 54956 paper bag; No. 54397 
dust bag; wall mounting bracket; 20’ of 3-wire 
cable, 


New Old Recoverable 
Cat. Cat. Capacity Rated Amps. Air Flow Max. 
No. No. gals. bu. Tank For Materials at 120V cu. ft./min. 


Std. Hose 
Connection 
1%” O.D. 


Ibs. Dimensions 


18” high 
ce Use with your 2” Hose & Access. " ” "di 
5465 155 40 55 gal. drum Wet or Dry 11.5 170 give max. perform. 4434" 52% pest aide 
Dry and Can also use 2” Hose 34%” high 
5417 35-1 = — 1% Steel fieited wat 8.0 — cnet Access e. 10 43 51%” 1814” wide 
Dry and 28” high 
5410 26 —- % Steel Weed Wet 8.0 _ 1¥2” 0.D. 22 26 934” wide 


ee LA7- <<< == # = | 
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Net Wt. Ship. Wt. Overall ia 
Ss. 


* Accessory Assoriments 


The accessory assortments listed below are suggested for your convenience in ordering. All pieces can also be ordered separately. 


© 


2” WET & DRY 
H.D. ASSORTMENT 
Cat. No. 50074 


Note: Order No. 53505 semi- 
flexible hose separately. 
(page 79, item A) 


Cat. No. 50012 
22” floor nozzle for rugs and 
carpets. 


Cat. No. 50014 

22” floor brush for non- 
carpeted floors. Attaches to 
No. 50012 floor nozzle, 


Cat. No. 50017 
22” squeegee. Attaches to 
No. 50012 floor nozzle. 


a 


sae 


Cat. No. 49299 
5’ double angle aluminum 
extension tube. 


va 


Cat. No. 51559 
2” floor gulper / wear plate, 


12” long. 


Cat. No. 49907 
2” O.D. quick-lock hose 
connector. 


1%” WET & DRY 
H.D. ASSORTMENT 
Cat. No. 49135 


TT 
ST 
Sl a 


OL TO NS 
EES 
Cat. No. 37509 
10’ ‘‘crush-proof” 
static-proof hose. 
oils, heat or gas. 


i 


Cat. No. 56761 
10” crevice tool. 


neoprene 
Resists 


at 


pa 


Cat. No. 49152 
5’ double angle steel exten- 
sion tube. 


Cat. No. 46648 
20” straight steel extension 
tube. 


Cat. No. 49574 
15” aluminum floor nozzle 
for rug and carpet cleaning. 


Cat. No. 49562 

15” floor brush for non- 
carpeted floors. Attaches to 
No. 49574 nozzle. 


a 


Cat. No. 49565 
15” squeegee for No. 49574 


nozzle. 


Cat. No. 49559 
6” aluminum nozzle for up- 
holstery cleaning. 


FA 


Cat. No. 18186 
6” bristle brush 
49559 nozzle. 


for No. 


1%” WET & DRY 
STD. ASSORTMENT 
Cat. No. 49131 


Cat. No. 49149 
10’ “‘crush-proof”’ vinyl hose. 


y 


Cat. No. 56761 


10” crevice ee 


2) 


Cat. No. 46503 
5’ double angle aluminum 
extension tube. 


a” 


Cat. No. 46497 
14” floor brush 
carpeted floors. 


a 


Cat. No. 46499 
14” squeegee. 


for non- 


Cat. No. 46493 


14” carpet tool. 


Cat. No, 59786 


20” “1 tube. 


Cat. No. 59784 
6” hand tool with brush 
strip. For bins, shelves. 


FA 


Cat. No. 18186 
6” brush for No, 
nozzle. 


59784 


Cat. No. 46475 
2” dusting brush for furni- 
ture cleaning. 


7 


Cat. No. 46476 
6” upholstery and drapery 
nozzle. 


1%” DRY 
H.D. ASSORTMENT 
Cat. No. 49133 


URN Ee 77, 
SS) SMe, 


S 
ae. ang 


o> 


=e 
as 


aS 


Cy rm SS 
HESS 
Cat. No. 37509 
10’ ‘‘crush-proof” neoprene 
static-proof hose. Resists 
oils, heat or gas. 


ZA 


Cat. No. 56761 
10” crevice tool. 


1%” DRY 
STD. ASSORTMENT 
Cat. No. 49129 


anit! 
S WN 


M1 
Ni Wie 


Cat. No. 49149 
10’ ‘‘crush-proof”’ vinyl hose. 


a 


Cat. No. 56761 
10” crevice tool. 


Pome 


A |= 


a 


Cat. No. 49152 
5’ double angle steel exten- 
sion tube. 


ae 


Cat. No. 46648 
20” straight steel extension 
tube. 


Cat. No. 49574 
15” aluminum floor nozzle 
for rug and carpet cleaning. 


Cat. No. 49562 

16” floor brush for non- 
carpeted floors. Attaches to 
No. 49574 nozzle. 


ly 


Cat. No. 49559 
6” aluminum nozzle for up- 
holstery cleaning. 


FA 


Cat. No. 18186 
6” bristle brush for No. 
49559 nozzle. 


Cat. No. 46503 
5’ double angle aluminum 
extension tube. 


oo” 


Cat. No. 46497 
14” floor brush 
carpeted floors. 


“a 


Cat. No, 46493 
14” carpet tool. 


Fol 


Cat. No. 59786 
20” extension tube. 


»” 


Cat. No. 59784 
6” hand tool with brush 
strip. For bins, shelves. 


F 


Cat. No. 18186 
6” brush for No, 


nozzle. 


Cat. No. 46475 
2” dusting brush for furni- 
ture cleaning. 


a7 


Cat. No. 46476 
6” upholstery and drapery 


nozzle. 
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for non- 
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Black e Decker: 


2” HEAVY-DUTY ACCESSORIES Recommended for use with all B&D Cleaners except No. 5410. 


A 
f " 7 : 
has aia aL erndity then Reith, wee tahoe. F. Cat. No, 50014 22” Floor Brush. Fits Item E. Cleans 
Made of steel, wire, rubber and canvas. non-carpeted floors. 


B G 
B. Cat. No. 49289 10’ Wire-réinforced Plastic Hose. 
4 fi : “tds 
Gocty OFTG o ChinL lock Fs een re et G. Cat. No. 50022 22” Felt Floor Tool—Fits Item E. 
c —eeeeeeeeeEyEeeeEE—eEeEEEEe 
H 
C, Cat. No, 49907 2” O.D. Quick-lock Hose Connector. 3 : 
: H. Cat. No. 50017 22” Squeegee. Fits Item E. 
D Cat. No. 50019 22” Replacement Squeegee Blade. 
D. Cat. No, 49299 5 ft. Double Angle Aluminum Exten- 
sion Tube. 1 
E 
1. Cat. No. 51559 2” Gulper with No. 50025 Wear Plate, 
E. Cat. No. 50012 22” Floor Nozzle. Smooth face. 12” long. Fits Item D. 
Cleans carpets. Fits Item D. 
1%” HEAVY-DUTY ACCESSORIES Recommended for use with all B&D Cleaners. 
H 
A. Cat. No. 49152 5’ Double-Angle Steel Extension |)™ SS 
Tube. : = a H. Cat. Ng. 49329 15” Felt Floor Tool. Fits Item E. 
——— For terrazzo, marble, tile, vinyl and other smooth floors, 
8B ptt alee walls and surfaces. 
B. Cat. No. 46506 5’ Straight Extension Tube. ann, 
— I 
ee nn a ne aa a a — 1. Cat. gs 49565 Squeegee. is Ng ede — —— 
“" j ; advanced design picks up liquid on both forward an (— 
C. Cat. No. 46648 20” Straight Steel Extension Tube. peer Backward stroke. 
D ’ Cat. No. 49566 Replacement Rubber Squeegee Blade 
7 
D. Cat. No. 46646 18” Angle Steel Extension Tube. for 15” Squeegee. 
The above tubes fit the following Attachments plus J. Cat. No. 49559 6” Nozzle. Swivel action. Cleans 
those listed under 1142” Std. Accessories. A upholstery in cars, offices, etc. 
E. Cat. No. 49574 15” Floor Nozzle. Has smooth face [am eee 
for thoroughly cleaning carpets.- Newly engineered air- ‘lant . 9 
flow design increases pick-up ability when used without ee K. Cat. No. 18186 6” Brush. Fits Item J. Stiff horsehair 
attachments or with items F to | above. bristles. 


3 ———— 
F. Cat. No. 49562 15” Floor Brush. Fits Item E. Stiff a 


horsehair bristles clean non-carpeted floors. L. Cat. No. 39131 6” Scratch Brush. Fits Item J. Tough 
Cat. No. 49563 Replacement Brush for 15” Floor wire bristles loosen rust, dry scale and furnace soot. 
Brush. Made of stiff horsehair bristles. 


G eee M. Cat. No. 49072 Pipe Cleaning Tool. Cleans any pipe 
G. Cat. No. 49581 15” Carpet Tool. Fits Item E. Engi- cient from 1” to 12” dia. Has quick-change metal plate which 
neered to lift nap and ‘scoop’ out deeply imbedded - fastens to housing to reduce suction area for small 
dirt from carpets and rugs. pipes. 


1%2” STANDARD ACCESSORIES Recommended for use with all B&D Cleaners. 


A. Cat. No. 46503 5’ Double Angle Aluminum Extension | ; F. Cat. No. 46497 14” Floor Brush. Cleans non-carpeted [9R 

Tube. _ floors. =e 

B. Cat. No. 46506 5’ Staight Extension Tube. B Cat. No. 46498 Replacement Brush for 14” Floor Brush. 
The above tubes fit the following Attachments plus — G —_ 
those listed under 112” H.D. Accessories above. G. Cat. No. 46493 14” Carpet Tool. } 

c _—$ ’ 
C. Cat. No. 46501 14” Rough Floor Tool. Picks up - r H 3 
dry materials from concrete or other rough floors. H. Cat. No. 59784 6” Nozzle. Ideal for cleaning chairs, 


mattresses, desk drawers, etc., in hotels, motels, offices. 
Also excellent for car seats. Fits 1%” and 12” hoses. 


D 
D. Cat. No. 46499 14” Squeegee. For rapid, economi- SS ent 
cal, wet pick-up. -_ 1 
I. Cat. No. 49072 Pipe Cleaning Tool. Cleans any pipe 
E from 1” to 12” dia. Has quick-change metal plate which 
E. Cat. No. 46495 14” Smooth Floor Tool. Picks up —s fastens to housing to reduce suction area for cleaning 
dry materials from non-carpeted floors. small pipes. 


1%” HEAVY-DUTY ACCESSORIES 
Recommended for use with all B&D Cleaners except No. 5465. Items A & B fit all 112” I.D. Hoses. 


A. Cat. No. ? i 4 ” A E 
SAE re aS eee, Menem: “T9% "2 JE. Cat. No. 59785 6” Brush. (Fits No. 59784 6” Noz- ——— 


O.D. end for hose. Ch i f A H 
end for hose romium plated steel a j ae) Stiff horsehair bristles clean floors, bins, shelves, — 
B. Cat. No. 59786 20” Extension Tube. 1/2” O.D. end |e mmm cee ot 
for hose. Can be coupled for use as floor cleaning 
handle or for extra “reach.” F , 
F. Cat. No. f 5 psy 
The above tubes fit the following: ae prt 0. 46475 2” Dusting Brush. Cleans furniture, a 
‘ 4 
C. Cat. No. 56587 12” Rug and Carpet Tool. For wall \ G 
to wall and area rugs. e— 
: ‘ G. Cat. No. 46476 6” Upholstery and Drapery Nozzle. 
wn ¢ Perfect for curtain and drapery cleaning in hotels, 
D. Cat. No. 56582 10” Wall Brush. Cleans small floor SPEIRS. OMIEBE, AIC 


areas. Excellent for walls. Has 360° ball-joint swivel. 


| 


BD 


HOSES (1%2” Size) All hoses listed fit all B&D Vacuum Cleaners, Wands and Extensions with 1/2” O.D. hose connections. 


Plastic, 142” I.D. 


10’ Wire-reinforced Plastic Hose, 
1%” 1.D. Lightweight, non-marking finish. Rubber 
ends. 


Cat. No. 43149 


Cat. No. 46247 15’ Wire-reinforced Plastic Hose. 
1%” 1.D. 
Cat. No. 51562 7’ Wire-reinforced Plastic Hose. 
1%” 1.D. 


ADAPTORS AND CREVICE TOOLS 


Crush-proof Neoprene, 112” 1.D. 
Cat. No. 37509 10’ ‘‘Crush-proof,” Neoprene, Static- 
Proof Hose. 112” I.D. Resists most oils, heat, sun- 
light or gas. Extra Flexible. 
For special blower applications with No. 95 Vacuum 
Cleaner use: 
Cat. No. 36974 10’ ‘‘Crush-proof,’’ Neoprene, Static- 
proof Hose. 1%” I.D. Same as above, except hose 
ends make internal and external connections. 


Semi-flexible rubber and canvas, 
12” 1.D. 
Cat. No. 33058 15’ Semi-Flexible Extra Heavy-Duty 
Hose. 112” 1.D.. Has more rigidity than other type 
hoses. Constructed of steel wire, rubber and canvas. 


ade ——_ a 
Cat. No. 50126 1%” O.D. Cat. No. 49907 2” O.D. Quick- Cat. No. 25913 End-Protector Cat. No. 56761 11” Crevice Cat. No. 39094 26” Crevice 
Quick-lock Hose Connector. lock Hose Connector. Con- and Hose Coupling. Fits No. Tool. Plastic. Fits all 1%” Tool. Metal. For furnace clean- 
Connects 1%” |.D. Hoses to nects 2” 1|.D. Hose to B&D 33058 Hose, protects ends 1.D. hoses. ing. Fits all 1%” 1I.D. Hoses. 


B&D Nos. 5417, 5465, . 5426, Vacuum Cleaners. 


5437, 5445, 5455 Vacuums. 


when cleaning furnaces. Also 
couples two sections of any 
B&D 1%” |.D. hose. 


REPLACEMENT DUST BAGS AND FILTERS 


Cat. No. 54397 Repl. Cloth 
Dust Bag for No. 5410 Cleaner. 


Cat. No. 54956 Five Dispos- 
able Paper Bags for No. 5410 
Cleaner. Inserted in cloth 
bag for easy removal of col- 
lected materials. Keeps cloth 
bag clean for top efficiency. 


Cat. No. 50938 Five Dispos- 
able Paper Bags. Inserted in 
cloth bag for easy removal 
of collected materials. 

Cat. No. 50227. Caster Set. 
Set of 4. Two swivel, two 
non-swivel. Permits vacuum 
cleaner to roll easily on floor. 


Cat. 


No. 50307 Dacron Dust 
Bag for No. 5410 Cleaner. In- 
serted in cloth bag for easy 
removal of collected materials. 


Cat. No. 45765 Repl. Dust Bag 
for No, 35-1 Cleaner. 
& 5465 


Cat. 
Bag. 


Cat. No. 48768 Repl. Dust Bag 
for Nos. 5426, 5437, 5445, 5455, 


Cat. No. 49349 Dacron Dust 
Bag for all Nos. 5417, 5465, 


Cleaners. — 5426, 5437, 5445, & 5455 
leaners used for Furnace 

sto. 26868 "Rep|,) Bust ee ning and other clinging 
ust. 


Cat. No. 49521 5 Paper Dust 
Filters for all Nos. 5417 and 
5426, 5437, 5445, & 5455 
Cleaners. Acts as secondary 
filter, Keeps cloth bag clean. 


FURNACE CLEANING ACCESSORY ASSORTMENT For Nos. 5417, 5465, 5426, 5437, 5445, and 5455 Vacuum Cleaners. 


D. Cat. No. 25913 Steel End Protector and Hoseqam 
A. Cat. No. 33058 15’ 112” 1.D. Rubber Semi-Flex-/am Coupling. 
ible Extra Heavy-Duty Hose 
E. Cat. No. 49559 6” Aluminum Nozzle. E 
B. Cat. No. 39094 26” Steel Crevice Tool. FS 
F. Cat. No. 46648 20” Steel Extension Tube (Eerie anemia 
ei on No. 39131 6” Steel Scratch Brush (Use witha ey Pate. 
mates 2 Nerre)? G. Cat. No. 49349 Dacron Bag. <a 
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FEATURES 


e Inserts high-strength pull-line, the first 
time, in seconds. 


e Quickly locates hidden duct ends, 
identifies conduit runs. Always under 
complete operator control. 


e One, Low-Cost Purchase... 
ponents reusable... 
charging necessary. 


e Vacuum cleans conduit and collects 
water and debris safely in tank and is 
available for other cleanup jobs. 


e Covers complete range on conduit 
sizes, V2” to 6” with fewer compo- 
nents than any comparable system. 


e Operates at low, non-damaging pres- 
sures. 


. all com- 
no refills, no re- 


e All carriers, line and fittings are non- 
conductors ...no electrical hazard as 
with metal fish tape. 


e Compact, lightweight. Works in tight 
places ...closets, scaffolds, ladders. 
Vacuum cleaner rolls easily on large 
rubber-tired wheels. 


e Soft, flexible...no rigid kickback or 
spring coiling. 


e No noxious gases... actually ventil- 
lates contaminated areas. 


e Vacuum cleaner may be left in opera- 
tion unattended without failure or 
damage...continuous suction. Clean- 
er is UL-CSA listed. Heavy-duty indus- 
trial quality. 


e Automatic water shut-off valve elimi- 
nates bothersome visual checking of 
water level in tank when water is 
taken from conduits. 


e Corrosion-free, acid and oil resistant 
components, stainless steel tank and 
convenient drain for removing water. 
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Cat. No. 5490 


Contents: No. 5445 Hi-Air-Flo H.D. Vacuum Cleaner (p. 75) with stainless steel tank 
resistant to acids and corrosion and a convenient drain at rear of tank; Vacuum Fish 
Tap Kit; Nos. 33058 Hose and 49326 Water Shut-off Valve. 


Contents of Kit Pak 


VACUUM FISH TAPE KIT 


Cat. No. 52387 
Ship. Wt. 15 Ibs. 


Cat. No. 51869 500 ft. ¥%” dia. synthetic Rope 
on aluminum bracket with turning handle. 
Cat. No. 51892 %4” x 3%” 90° Plastic Ell. Fits 
No. 51835. 

Cat. No. 51881 1%2” x 1%” 90° Plastic Ell. 
Fits Nos. 51836 and 51837. 

Cat. No. 25913 Hose Coupling. Use with Nos. 
51836 and 51837. Use as hose stiffener for 
water pick-up. Use to couple extra lengths 
of hose as required. 

Cat. No. 51925 Hose Coupling (reducer). Use 
with Nos. 51892 and 51835, Can be used 
alone on 1” to 1%2” conduit or on 1%” 1.D. 


Hose. 

oa No. 51835 %” to 142” Suction Adaptor 
one. 

Cat. No. 51836 112” to 242” Suction Adaptor 


Cone. 

Cat. No. 51837 2¥2” to 4%” Suction Adaptor 
Cone. 

4 Cat. No. 54561 Polyfoam Line Carriers for 
¥%” nominal 1.D, conduit. 

4 Cat. No. 53547 Polyfoam Line Carriers for 
¥%4” nominal 1.D. conduit. 

4 Cat. No. 52548 Polyfoam Line Carriers for 
4” nominal |.D. conduit. 

3 Cat. No. 52549 Polyfoam Line Carriers for 
1%” nominal 1.D. conduit. 

3 Cat. No. 52550 Polyfoam Line Carriers 
for 1%” nominal 1.D. conduit. 

2 Cat. No. 52551 Polyfoam Line Carriers 
for 2” nominal |.D. conduit. %2” center hole. 
Cat. No. 52552 Polyfoam Line Carrier for 2” 
nominal I.D. conduit. %” center hole. 

Cat. No. 52553 Polyfoam Line Carrier for 
2%” nominal |.D. conduit. 

Cat. No. 52554 Polyfoam Line Carrier for 3” 
nominal |.D. conduit. 

Cat. No. 52555 Polyfoam Line Carrier for 
3%2” nominal |.D. conduit. 

Cat. No. 52556 Polyfoam Line Carrier for 
4” nominal |.D. conduit. 

Cat. No. 65107 500’ of 75H Nylon Line. 


In addition to the above items, the following 
items are available as replacement parts: 
Cat. No. 51888 500-ft. of Ye” dia. Conduit 
Rope (400# Tensile); Cat. No. 54460 5” dia. 
Line Carrier; Cat. No. 54461 6” dia. Line 
Carrier; Cat. No. 51869 Rope & Bracket As- 
sembly. Cat. No. 65107 500’ of 75# Nylon Line. 
The No. 5490 Vacuum Fish Tape System con- 
sists of a Heavy-Duty Hi-Air-Flo Vacuum 
Cleaner (see page 75 for specifications) and 
a No. 52387 Vacuum Fish Tape Kit. The Vac- 
uum Fish Tape Kit can be bought separately, 
also, for use with a B&D Hi-Air-Flo Vacuum 
Cleaner which you may already have. 


Vacuum Fish Tape System 


The Low Cost, Fast, Safe Way to 
Run Pull Lines Through Conduit! 


Here is the COMPLETE system for in- 
stalling pull-lines in conduit and duct 
installations. Utilizing the Black & 
Decker Hi-Air-Flo Heavy-duty Industrial 
Vacuum Cleaner as a powerful source 
of suction; special high-strength syn- 
thetic line is easily pulled through the 
conduit, using flexible, vacuum-activated 
carriers. In most cases, this pull-line 
may then be used directly to pull in 
normal electrical wiring or communica- 
tions cable. Systems operate from nor- 
mal 115 Volt AC power supply. Power is 
continuous . . . no refills, no recharging 
necessary. 


EXCLUSIVE features that make it the 
most efficient and safest way to install 
pull-lines. 


Prompt 
Efficient 
Service 
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To assure you prompt, efficient service on Black & Decker Products, 
there are over 100 Service Centers at strategic points throughout 
the United States and Canada. These are equipped with genuine 
Black & Decker replacement parts and use factory-approved methods. 
When you need “Quality B&D Service,” you will find a Black & Decker 
Service Facility within 24 hours of you, ready to serve you expertly, 
reasonably and promptly. 


Black s Decker 


power tools are sold 
exclusively through 
industrial distributors. 


We’ve been doing it this 
way for 40 years. 


ROUTERS 
Here’s why: | DRILLS 
nog rarenedm keeps HAMMERS 
shipping costs down. 
Local stocks mean faster CIRCULAR 
SAWS 
delivery, and lower trans- 
portation, accounting, and SABRE SAWS 
inventory costs. SANDERS & 
ae GRINDERS 
Your local distributor 
knows you and your busi- SCREWDRIVERS 
ness. He’s a good man IMPACT 
whose own reputation as a WRENCHES 
businessman is at stake. VACUUM 
CLEANERS 
TH 
ANNIVERSARY 


expect the best from 


) Black & Decker. 


POWER TOOLS 


The Black & Decker Manufacturing Co. 
Towson, Maryland 21204 
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